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DEPARTMENT OF THE ARMY ¥

S
CORPS OF ENGINEERS. OMAHA DISTRICT .!
21% NORTH 17TH STREET 3
OMAHA. NEBRASKA 68102-4978 3
-
%,
REPLY TO e

ATTENTION OF March 29, 1993

Environmental Branch

Mr. Brad Bradley (5HS-11)

Remedial Project Manager

U. S. Environmental Protection Agency
Region V

Ralph Metcalf Building

77 West Jackson Boulevard

Chicago, Illinois 60604

Dear Mr. Bradley:

Enclosed for your information are three (3) copies of the Final Pre-Design
Field Investigation Report for the NL Industries/Taracorp Superfund Site, Granite
City, Illinois.

If you have any questions, please contact Mr. Liu at (402) 221-7169.

Sincerely,

Gt A TG X

L\ S L. Carlock, P.E.
Chief, Environmental Branch
Engineering Division

Enclosure
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: UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

. .
2 % REGION 5
X 77 WEST JACKSON BOULEVARD
e -
« CHICAGO, IL  60604-3590 -
REPLY TQO THE ATTENTION OF

FEB 03 1993
Gene Liu

U.S. Army Corps of Engineers
Attn: CEMRO-ED-ED

215 North 17th Street

Omaha, NE 68102-4978

Dear Mr. Liu:

U.S. EPA has reviewed the Draft Pre-Design Field Investigation
(PDFI) Report. In general, the document was very well written;
however the following comments must be incorporated into the
document before it can be considered "final":

1. Page ES-4, Third Paragraph, third and fourth lines-the
depths of excavation for Trust 454 and BV& G Transport, six
feet and 15 feet, respectively, are excessive. The data
would suggest excavation of these properties to
approximately two feet followed by confirmatory sampling
with further excavation as indicated by the analytical
results. Whether to excavate deeper in the area of boring
BV-002 should be decided after a TCLP test is run on the
contaminated material in the deeper zone. This comment will
greatly affect the estimate of excavation quantities for the
Main Industrial Property.

2. Page ES-4, Last Paragraph - the statistical methods need to
be discussed again between U.S. EPA, U.S. ACE, and Woodward-
Clyde. It is true that U.S. EPA and U.S. ACE agreed to the
statistical methods employed in the report; however, the
example for Decision Unit #15 on page 59 raises some
questions that need to be answered before the report is

finalized.

3. Page 5, second line-insert "estimated" between "The" and
"boundaries".

4. Page 5, Section 1.3-add a sentence after the first sentence

as follows: "U.S. EPA wrote a letter dated January 10, 1989
which contained an addendum to the RI Report".

—

Pnnted on Recyclad Paper



19.

20.

21.

22.

23.

24.

25.

Attachment 1, Page 18, "Property Access" Row, "Time
Required" Column - property access for residential areas
will require 4 - 12 months.

Attachment 2 - this attachment is not necessary for the
remote fill areas, but may be applicable to consolidation of
contaminated materials on the Main Industrial Property (See
Comment #15). Please change the title accordingly.

Attachment 2, Page 4, last sentence - provide an explanation
of why the "non-process" materials will not be part of the
Study, or include these materials in the study.

Attachment 3, Page 2, last full sentence - the wording of
this sentence is contingent on comment #15.

Attachment 4, Page 2, Second Full Paragraph, last line -
replace "non-residential areas" with "the Main Industrial
Site".

Attachment 4, Page 2, cluster of three bullet points - for
the first bullet point, where is the explanation for the
estimate of 290,500 cubic yards? Second bullet point - as
stated previously, this estimate is too high. Third bullet’
point - delete this statement - this material will be
disposed of off-site.

Attachment 4, Page 5 last paragraph - rewrite this paragraph
to preclude the use of subgrade soils from the SLLR site.
These soils may be contaminated, and what would be used to
replace them?

This is the final comment letter regarding the draft PDRI report.
I am available to participate in a meeting or conference call to
discuss comments #2 and #11 and any other comments you may wish
to discuss. Please contact me at (312) 886-4742 to arrange a
meeting/conference call.

Sincerely,

Brad Brad%

Remedial Project Manager

ccC:

Brian Kulnan, IEPA
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LA vaises Some 1\.&5*'\0\!\5 Fhat need Yo e answird Befort
Fhe \‘(&)b\"\ ) '('\nq\'.z_( .
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5 Ea?)a S/ S.u““’\ Vine- ingrt ™ Qx*\md\“ci;' hetween “The " and
\Oeunc\“‘\(y.j ‘

Y. Voo S, Gechion .3~ add o sentence after the €ivst semtence a5
401};,“,5: “ULSL EPA wrote o e Yec LX&‘\’:A \\cwWar\' VIR S| which
(;L,v\\’u\f\tc\ “v) ac\c\ehu\vm '\'0 twe QX Qtpcr'\.“

. Fuqul Section 1.3 - 0dd a Senbence e kere '\'\.\e lasX Sentence
as Tollow st "Gy Su\\um‘\’ \U,\‘\‘\b, Vs EYA (&\Gc‘\seo\ an addtndum
-{—0 the FS V\'L?o(‘t”

b. Pﬁﬁg ‘\’ Sgc)(lo\\ 2.\.\, last Vine = tnsect ™ ov th Main Im:lvs'\'ric.‘

Ceofes *Y 1 pkween N standard " gnd Tl

-l. \763LC\, 3&(*\0\\ 2~\\\-\ -\I}‘hﬁ 3 - B\[E G’ T!'at\s‘?o‘"‘ ! ‘\X '“\é nanNy Q& (
e covngany,; avt B\ G Tfms(yur’(q‘\'\m | Please L\umje this wherever
Wt appears in the rc?cr‘\’. |

<6. ?u%& S"\, Suoné ?army‘ag\r\ - See (bmmen* b \ )

C\. P""“)e' SCI S“:\"W“ jn T W R Lm\c'\us'\ons about the s\.l‘\'a‘o:lﬁ o‘(
'\'\;Q Y- Birrow material Should be SUmninarized n Y\
SecYiown,

\G, Pég,t ™, Sta¥istical Test E.qu‘)\c - et comment ¥

-\, fa L(nb, Sixth \'\r\e- \”»\\1 'S Cu\*‘w;\id/\)v\(,o\*\\u‘\'té\ \‘Q\Ntm'k?
This heeds to be resobued Vefore The excavation soil vehome

estimales are accepted.

12. Page 6, Secion H.3~ VS, EXR will ~acu‘:'\’ the sorl volume
) \\\W*(S €ov The et ‘Q“\ aveas Tor The g\afg"&% ot this rq)i.‘f“")‘
hiwt‘&f, %9 S\\ovu bt \H\dﬂ“ﬁooj '\’\’\Q* these 5" imates ma Lt n
Error becavse the (riteria used by US.EPA in the Recerd 1€ Decision
wert S007pm lead o Visval batiery (e material , ot depth of €11 material.
V3. Fique3 - Sard Road wis labelled o s Figuee, ™ Chain o€ Rucks
Road” 15 €ast-west coad That S conventld \GL\\(A as “Sand Kead”
On the 6ot Sund Rocd 15 actually ¥he vorth- South voad that s
ap t‘\‘of\m *t\\l ove inch €vom The r'.J\‘\ bovder o€ the 6 quet.
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a TCLP test 16 run on the lontaminated matevial in the
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ek S‘:u.w\%w\ ium*'.‘\'ies Lor the l:) N '}ni\;dria\ Progvty.

2. Pcﬂg ES—%,L&S*’ ?“"“3\"«?\"' = The Wtadichical methods wieed
+b € A]SCUSSQ‘\ xq vy bﬁ:\'\&l‘('\(\ (U E\DH) \J-S.WCE/ qy\,‘
\\ckourA’C\yA(. T rve 'H‘\a)( U $ EFR and V.S, A
03\'&& Yo Yhe statistical methnds e'n\y\byfc\ w the v Po\"t)‘
\/\D\NCVQ\"/ T\\L i)(a\"t}\i '(0\‘ Vecision U.\'\‘\' .- \S Oy PAaE

P
gc\ ValRS Some <l\:€5‘\'\ons ‘H\q‘\ weed ’)#o be AN Wi red \.?e‘(o«t
'H\e \’t\)b\'k ‘S ('mq\}ucl.
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L PMS& 3, Second Vine- ingrk ™ estimated” bhetween “The” and
"bivnderiey” |

9. \'\uc}c S,Sedim .3~ add o se.\'\enoe c«(h\' The €u-s’t sewlence as
£

vwS e W US EOA \uroj(‘t & \QHU‘ Aa'\'CA \\L‘;’\:\uqf\' \B) ‘C\&r\ _wk\»&\
contained wn addendum Yo the RT Repert

S Vq ‘3/ Scc*iw\ \l -odd a Sev\\-mce \nd:c\-e ‘\'\'\e \c\\f Sen‘kme
Qas .{;b\\vw‘ S “(n\ 50»\\\'(\\'\1 \b)\(\c\(,, US ETA \'t\it‘\sed an addtndum
*o the FS ?.v:?or'\'.”

b. CC»%( c\, $tc\\o~\ 2~\.\,\&S* \'\‘\\E -I‘\\'\SQ\‘* \\v\{o\‘ A Ma{m IV\A\,';’(\"\J
Pf‘,{.gc'\'\f “ Yekween W sYandard ' gnd ek ','

1 Payc\,ﬁu'\\on 2~\\‘.\ -\I.\'me 3-"QVLE T-‘ov\s‘:os"\' ! 1§ the name & (
PN. Cn‘mguﬂ’,m\' %\“‘; Tfmspw’(«*;m ’,' t’\éau ‘L\\tmje ‘ﬂs’ns wherever
Wt oppears in the fe{)w‘\:

%. Pmcf M, Second ?amc)ra?\n - See Comment B\ )
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e M pn-ode ! Bercow iveXevial Should be Sumnmarized i Y »
Sec)ﬁon. .

\G. f. 4 S‘\‘. Sratistical Test e.xqmg\c ~gee comment &2

-\, ?o.st (,b, $ixth \'me.. wihy 1S Cu\'\'\w‘\‘td/\:~\co\\'\\;'\(6\ \‘E\C\/(m"?
TwWis necds o be sesobued Before the excavation soil valowme
estimales are accqr\cc\.

\2. ‘)‘ € ‘a\ Sec‘“on L\B“ U.S. E?A \»“\\ 9(&?* “\E 50\\ \4_0\'\..«_\6
D) .\\nc:(“tS £ov The cemele £i\) aveas tor The ureows ot this (‘evur\‘j
nawever, it shovld be \.}'f\dé\"ﬁooi that these €stimates may be in
Ccrov becavse “'\‘t (riteria Used b U.S.Epﬁ 0 the QQ(Q(A \L? Decisien
were 500 0m ead o Viva baﬂer\, ule material not depth of £\ material

V3. Fiquie3 - Sard Road S \v_\'ns\o\f \\(c\ on s Frquee, “Chain of rRacks
Road’ 15 €ast-west coad that 15 covventd \al(\\ic\ as “Sand Kead”
0w the '€iéurt. Sund Rocd i C\C\va\\»( e orth- South voad thetis

ap t‘\‘oX'\m ‘\‘1\1 ove inehy €rom The T;ﬁ v bovder of The (33\"1
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G TCL? Yest 16 run on Yhe tontaminated matevial in the
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QOR»ws: WS E DA wrote o le e dated \\C»;:War\’ It 198y whidh
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H V‘u %} Sec'\iw'\ \ﬁs -udd A Sév\\'!n(e \o.ﬁgcre '\'\'\e \c._\\' Senﬁnke
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-‘»0 the FS R.:?O(""."
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Living | Kitchen/ Bed Bed Bath a Utility/
D2 iuo Room Dining #1 #2 #1 }{Y Basement
PAINT CONDITION - N
. INTERIOR C W C C c W
N/A (Wallpaper, etc.) (:PKL%{‘:( .zﬂ:,f{ ng'}f; 2‘){?(2} Dei V(ngé/j‘)u%uf
Date Last Stripped Mo Mo M) o No ~M
Date Last Painted A4 %6 90 9o 90 2
Paint Good v/ e v 4
Paint Weathered v S
Paint Minor Peeling/Chipping oLl ovl ol | oL o I 0l
Paint Major Peeling/Chipping o%h| ol | 04| 0% o °h 55%
POTENTIAL FOR LEAD PIPES | pNO ves | Ny | wp £s Yes
Plumbing Renovations - Yes/No | Yes s
If Yes? Where? AN om p b ey
When Completed? <, A
Lead Pipes - Yes
Lead Pipes - Probable
Lead Pipes - No v o o
Soldering/Joints - Yes
Soldering/Joints - Probable
Soldering/Joints - No / ‘/ -
Dust Conditions for Overall.House / _
No Dust Light Dust _____ ¥ Heavy Dust Extreme Dust and Dirt Cugs o
Condft?on of Furniture: New // S}ighlly Worn
Condition of Carpeting: New ____ ./ Slightly Worn



DALLAS BYRD
2014 OHIO AVE
GRANITE CITY, IL 62040

ELVA E BURCHAM
1601 OLIVE ST
GRANITE CITY, IL 62040

HARRY CHORNISTER
1625 OLIVE ST
GRANITE CITY, IL 62040

MARGUERITE MANOOGIAN

1629 OLIVE ST
GRANITE CITY, IL 62040

JOSEPH VERES
1639 OLIVE ST
GRANITE CITY, IL 62040

JAMES GARNER
1720 OLIVE ST
GRANITE CITY, IL 62040

DENNIS MCGUIRE
1721 OLIVE ST
GRANITE CITY, IL 62040

ETHEL HARRIS
1744 OLIVE ST
GRANITE CITY, IL 62040

DARRIN MILLER
1614 SPRUCE REAR
GRANITE CITY, IL 62040

MATTHEW MILLER
1614 SPRUCE FRONT
GRANITE CITY, IL 62040

FLOYD BAXTER
1626 SPRUCE ST
GRANITE CITY, IL 62040

PAUL CASS
1744 SPRUCE ST
GRANITE CITY, IL 62040

STEVE HORVATH
1754 SPRUCE ST
GRANITE CITY, IL 62040

HAROLD CHANDLER
2036A WASHINGTON
GRANITE CITY, IL 62040

SHEILA DAVIS
2036D WASHINGTON
GRANITE CITY, IL 62040

ELSIE TAYLOR
2038 WASHINGTON
GRANITE CITY, IL 62040

DORA MCCANCE
2104 WASHINGTON AVE
GRANITE CITY, IL 62040

LINDA AUSTIN
2612 W 20TH ST
GRANITE CITY, IL 62040

JAMES CAFFREY
1200 ALTON AVE
MADISON, IL 62060

ROBERT MCBRIDE
1218 ALTON AVE
MADISON, IL 62060

MARILYN SCHAFFNER
1606 ELIZABETH
MADISON, IL 62060

JOSEPH KUBELKA
1715 ELIZABETH
MADISON, IL 62060

Page S of 15



ROBERT BARNHART
1723 ELIZABETH
MADISON, IL 62060

JOHN GORKA
1853 EDWARDSVILLE ROAD
MADISON, IL 62060

JOSEPH KEZELE
808 GRAND AVE
MADISON, IL 62060

BEATRICE STENITZER
1009 GRAND AVE
MADISON, IL 62060

FRANK LISAC
1325 GRAND AVE
MADISON, IL 62060

JAMES BELCHER
1001 GREENWOOD
MADISON, IL 62060

HARRY WASYLAK
1018 GREENWOOD
MADISON, IL 62060

KENNY NOLAN
1108 GREENWOOD
MADISON, IL 62060

STEVE MCKINNEY
820 [OWA ST
MADISON, IL 62060

MARGARET KMETZ
823 [OWA ST
MADISON, IL 62060

WILLIAM VERBA
912 IOWA ST
MADISON, IL 62060

HAROLD FISK
1124 [OWA ST
MADISON, IL 62060

RUTH STOYANOFF
1211 IOWA
MADISON, IL 62060

ENRIQUE LOPEZ
1238 IOWA ST
MADISON, IL 62060

SIGMUND MULNICK
1311 IOWA
MADISON, IL 62060

BARBARA BOLF
1316 IOWA
MADISON, ILLINOIS 62060

SHIRLEY BOLF
1324 [IOWA
MADISON, IL 62060

EARL WARREN
1609 KENNEDY
MADISON, IL 62060

PETER KOSTECKI
1616 KENNEDY
MADSION, [L 62060

CHRIST PASHOFF
1230 MADISON AVE
MADISON, IL 62060

MARK J ROSEMAN
1033 MCCAMBRIDGE
MADISON, IL 62060

ADA BUSH
618 MERIDOCIA
MADISON, IL 62060

Page 6 of 15



P.A. BUTLER
631 MEREDOCIA
MADISON, IL 62060

NATHANIEL BOYCE
636 MERIDOCIA
MADISON, IL 62060

HENRY LEONARD
641 MEREDOCIA AVE
MADISON, IL 62060

DAVID ANDERSON
645 MEREDOCIA
MADISON, IL 62060

LARRY MILLER
1102 STATE ST
MADISON, IL 62060

Page 7 of 15



PHASE I HOME INSPECTION SURVEY
RECOMMENDATION LETTERS SENT TO THE FOLLOWING PROPERTY OWNERS:

PROPERTY OWNER

BOB APPLEGATE
PO BOX 513
ST. JO TEX, TX 76265

RICHARD REUTEBUCH
403 WINDRIDGE
COLLINSVILLE, IL 62234

MARIE & GEORGE EHLERT
2131 CLEVELAND BLVD
GRANITE CITY, IL 62040

TR NO 8-75 CENTRAL BANK
1909 EDISON AVE
GRANITE CITY, IL 62040

MICHELE MOURY
2201 CLEVELAND BLVD
GRANITE CITY, [L 62040

DENNIS J REUTEBUCH
2836 DOGWOOD DR
GRANITE CITY, IL 62040

JAMES & LAVERNE CORBITT
2235 DELMAR AVE
GRANITE CITY, IL 62040

JERRY R KORANDO
4215 RACE COURSE AVE
ST. LOUIS, MO 63110

DAVID LEGGET
141 LOTUS DR
EDWARDSVILLE, IL 62025

Page 8 of 15

PROPERTY SURVEYED

1926 BENTON

2153A BENTON
2153 BENTON
2155A BENTON
2155 BENTON

2131 CLEVELAND

2133 CLEVELAND

2201 CLEVELAND

2133 DELMAR

2135 DELMAR

2233 DELMAR

2121 EDISON

2137A EDISON
2137 EDISON



RICHARD MILLER
2218 EDISON
GRANITE CITY, IL 62040

NOEL BAILEY
10 GLORY LANE
GRANITE CITY, IL 62040

MARY O WINTER
3340 COLGATE
GRANITE CITY, IL 62040

VICKI WILLIAMS
2247A GRAND
GRANITE CITY, IL 62040

JERRY WINCHESTER
1417 MADISON
GRANITE CITY, IL 62040

JOSEPH G MARSALA
205 MADISON AVE
GRANITE CITY, IL 62040

NELLE BOGOSIAN
1525 CLARK AVE
GRANITE CITY, IL 62040

MARY JANE ANRIA
209 SUNNYSLOPE DR
BELLEVILLE, IL 62221

CRAIG J NYERS
2348 O'HARE AVE
GRANITE CITY, IL 62040

MERCIE MENDOZA
2805 MARYVILLE RD.
GRANITE CITY, IL 62040

CLARENCE BAKER
5101 BUENNA DR
GRANITE CITY, IL 62040

Page 9 of 15

2218A EDISON

2219A EDISON

2219 EDISON

2151 GRAND

2247B GRAND
2247 GRAND REAR
2247A GRAND DOWNSTAIRS

1415 MADISON

1633 MAPLE

901 NIEDRINGHAUS

1747 OLIVE

1751 OLIVE

1602 SPRUCE

2041 STATE



JERRELL MILES
1 NASSAU
GRANITE CITY, IL 62040

EDWARD BOYER
2228 STATE
GRANITE CITY, IL 62040

WINONA BAKER
5101 BUENNA DR
GRANITE CITY, IL 62040

CHARLES PASCO
5208 LAKEVIEW DR
GRANITE CITY, IL 62040

ROSE KOSTECKI
800 LEE
MADISON, IL 62060

ROSALIE ENGLISH
900 GRAND
HIGHLAND, IL 62249

JULIA ANN WOODROME
267 SUNNY SHORES
GRANITE CITY, IL 62040

DELMAR FINANCE
4 EXECUTIVE WOODS CT
GRANITE CITY, IL 62040

1ST NATIONAL GRANITE CITY BANK

929 GREENWOOD
GRANITE CITY, IL 62040

B C GITCHO
9 SHIRLWIN
GRANITE CITY, IL 62040

HAROLD MILLER
921 WASHINGTON AVE
MADISON, IL 62060

Page 10 of 15

2141A STATE

2141 STATE

2230 STATE

2216 STATE

2636 W 20TH ST

1918 ELIZABETH

900 GRAND UPSTAIRS

900 GRAND

1028 GREENWOOD

1604 KENNEDY

1032 REYNOLDS

1112 REYNOLDS

919 WASHINGTON



PHASE I HOME INSPECTION SURVEY

RECOMMENDATION LETTERS SENT TO THE FOLLOWING RESIDENTS:

SAM AVEDISAN
2128 ADAMS
GRANITE CITY, IL 62040

JACQUILINE YEAGER
2140 ADAMS ST
GRANITE CITY, IL 62040

ARTHUR ANGELLY
1926 BENTON ST
GRANITE CITY, IL 62040

ROBERTA LEWIS
1941 BENTON ST
GRANITE CITY, IL 62040

JAMES GAVIN
2103 BENTON ST
GRANITE CITY, IL 62040

JANE HAMILTON
2155 BENTON AVE
GRANITE CITY, IL 62040

GLEN BENNET
2232 BENTON ST
GRANITE CITY, IL 62040

ESTELLE K ROBERTS
2256 BENTON ST
GRANITE CITY, I[L 62040

SAMUEL NIGHOHOSSIAN
1723 CHESTNUT ST
GRANITE CITY, IL 62040

YVONNE PASSIG
1753 CHESTNUT ST
GRANITE CITY, IL 62040

JANET RILEY
1640 CLEVELAND BLVD
GRANITE CITY, IL 62040

ROBERT L HOFFMAN
2131 CLEVELAND BLVD
GRANITE CITY, IL 62040

BAXTER CROCKARELL
2133 CLEVELAND BLVD
GRANTITE CITY, IL 62040

JUAN JOSE ORTIZ
2157 CLEVELAND BLVD
GRANTITE CITY, IL 62040

MINDY MOURY
2201A CLEVELAND BLVD
GRANITE CITY, IL 62040

CAROL MCCULLAN
2201 CLEVELAND
GRANITE CITY, IL 62040

CLAUD WARD
2208 CLEVELAND BLVD
GRANITE CITY, IL 62040

BASIL YURCISIN
2217 CLEVELAND BLVD
GRANITE CITY, IL 62040

METTELLA MASON
2243 CLEVELAND BLVD
GRANITE CITY, IL 62040

SIDNEY VAUGHN
2246 CLEVELAND BLVD
GRANITE CITY, IL 62040
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MARJORIE REUTEBUCH
2262 CLEVELAND BLVD
GRANITE CITY, IL 62040

GERALD ROSENBURG
2264 CLEVELAND BLVD
GRANITE CITY, IL 62040

WILLIAM D COOKRIA
2218 DELMAR AVE
GRANITE CITY, IL 62040

MYRA D GROTE
2233 DELMAR AVE
GRANITE CITY, [L 62040

JAMES CORBITT
2235 DELMAR AVE
GRANITE CITY, IL 62040

JANE MASON
2247 DELMAR AVE
GRANITE CITY, IL 62040

EDNA FRIEND
2253 DELMAR AVE
GRANITE CITY, IL 62040

SAMMIE D CALVIN
2257 DELMAR AVE
GRANITE CITY, IL 62040

JOHN ORTOLAN
2258 DELMAR AVE
GRANITE CITY, IL 62040

JACK TELLOR
1700 EDISON
GRANITE CITY, IL 62040

KENNETH WALLER

2121 EDISON AVE DOWNSTAIRS

GRANITE CITY, IL 62040

RALPH LEE
2137A EDISON AVE
GRANITE CITY, IL 62040

FRANK GAVEVICH
2137 EDISON AVE
GRANITE CITY, IL 62040

DUANE JONES
2218A EDISON
GRANITE CITY, IL 62040

RICHARD MILLER
2218 EDISON AVE
GRANITE CITY, IL 62040

RESIDENT
2219A EDISON
GRANITE CITY, IL 62040

TOMMY DONG
2219 EDISON AVE
GRANITE CITY, IL 62040

ROBERT R MALONE
2235 EDISON AVE
GRANITE CITY, IL 62040

DANIEL M MCDOWELL
2237 EDISON AVE
GRANITE CITY, IL 62040

ANTHONY BOYER
2255 EDISON AVE
GRANITE CITY, [L 62040

SANDRA MIFFLIN
1410 GRAND
GRANITE CITY, IL 62040

MARY BORICH
1424 GRAND
GRANITE CITY, IL 62040
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RALPH CLUTTS JR
1443 GRAND
GRANITE CITY, IL 62040

MIKE J. COUGHLIN
2151 GRAND AVE
GRANITE CITY, IL 62040

CHARLOTTE SUHRE
2246 GRAND AVE
GRANITE CITY, IL 62040

MABEL JOHNSON
2247 GRAND
GRANITE CITY, IL 62040

CINDY JOHNSON
2247 GRAND REAR
GRANITE CITY, IL 62040

MICHAEL R JONES
1423 IOWA ST
GRANITE CITY, IL 62040

JOHN J BELUSKO
2029 LEE AVE
GRANITE CITY, IL 62040

FRANK R COFFMAN
2127 LEE AVE
GRANITE CITY, [L 62040

JOYCE HOPKINS
2145 LEE
GRANITE CITY, IL 62040

JOHN D WAYNICK JR
2161 LEE AVE
GRANITE CITY, IL 62040

BIRDIE SMITH
1415 MADISON
GRANITE CITY, IL 62040

GEORGE POPOVSKY
1420 MADISON AVE
GRANITE CITY, IL 62040

MICHAEL CUNNINGHAM
1423 MADISON
GRANITE CITY, IL 62040

GENEVIEVE CILUFTRO
1633 MAPLE ST
GRANITE CITY, IL 62040

FRANK KITTEL
1747 MAPLE ST
GRANITE CITY, IL 62040

JEFFREY COX
821 NIEDRINGHAUS AVE
GRANITE CITY, IL 62040

VELMA CANTLON
830 NIEDRINGHAUS AVE

GRANITE CITY, IL 62040

JOAN MILLER
901 NIEDRINGHAUS AVE
GRANITE CITY, IL 62040

RICHARD FRANKLIN
1724 OLIVE ST
GRANITE CITY, IL 62040

LILLIE SKALSKY
1725 OLIVE ST
GRANITE CITY, IL 62040

LISA PERRY
1747 OLIVE ST
GRANITE CITY, [L 62040

LARRY ROBINSON
1751 OLIVE ST
GRANITE CITY, IL 62040
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MARK DONALDSON
1602 SPRUCE ST
GRANITE CITY, IL 62040

VIRGINIA ZUNIGA
2041 STATE ST, DOWNSTAIRS
GRANITE CITY, IL 62040

ALCOHOL REHAB COMMUNITY HOME
1313 21ST ST
GRANITE CITY, IL 62040

BESSIE B COOLIDGE
2119 STATE ST
GRANITE CITY, IL 62040

THOMAS MILES
2141A STATE ST
GRANITE CITY, IL 62040

CHARLES TANKSLEY
2141 STATE ST
GRANITE CITY, IL 62040

ROBERT E PFEIFFER
2150 STATE ST
GRANITE CITY, IL 62040

ROBERT MINK JR
2158 STATE ST
GRANITE CITY, IL 62040

NATHAN KESSLER
2210 STATE ST
GRANITE CITY, IL 62040

DENISE BAKER
2216 STATE ST
GRANITE CITY, IL 62040

EDWARD BOYER
2228 STATE ST
GRANITE CITY, I[L 62040

JAMES WAGNER
2235 STATE ST
GRANITE CITY, IL 62040

VICKI WESTBROOK
2254 STATE ST
GRANITE CITY, I[L 62040

DARLENE TAYLOR
2256 STATE ST
GRANITE CITY, [L 62040

RAYMOND L BECERRA
1713 WALNUT ST
GRANITE CITY, IL 62040

GARY HOFFMAN
2636 W 20TH ST
GRANITE CITY, IL 62040

JOHN CAUSEY
1510 23RD ST
GRANITE CITY, IL 62040

STEVE BUCHERICH JR
1603 ELIZABETH
MADISON, IL 62060

FRANK BACZEWSKI
1717 ELIZABETH
MADISON, IL 62060

DAVID DANIELS
1918 ELIZABETH
MADISON, IL 62060

RESIDENT
900 GRAND UPSTAIRS
GRANITE CITY, IL 62040

JACKIE DOWNS
900 GRAND AVE
MADISON, IL 62060
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FRANK OBREMSKI
1225 GRAND AVE
MADISON, IL 62060

EDWARD GOCLAN
1015 GREENWOOD
MADISON,; IL 62060

JAMES WOODROME
1028 GREENWOQOD
MADISON, IL 62060

WILLIAM SCHERMER
1018 IOWA ST
MADISON, IL 62060

GREG GROOMS
1122 [OWA ST
MADISON, IL 62060

DONALD WHITECOTTON

1604 KENNEDY DR
MADISON, IL 62060

JOSEPH ASPERGER
1608 KENNEDY
MADISON, IL 62060

WILLIAM CHAMPION
1000 REYNOLDS
MADISON, IL 62060

ROBERT BURNETT
1030 REYNOLDS
MADISON, IL 62060

ALOYES RUESING
1032 REYNOLDS
MADISON, IL 62060

SHARON ROBBINS
1112 REYNOLDS
MADISON, IL 62060

BOBBY SIMMS
633 SALVETER
MADISON, IL 62060

MARLIN ROGERS
1022 STATE ST
MADISON, IL 62060

HAROLD MILLER

921 WASHINGTON AVE
MADISON, IL 62060
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

w
(m '3 REGION 5
77 WEST JACKSON BOULEVARD
«© M&J

CHICAGO, IL 60604-3590

M 2 Lk File Example
(Rccovls keFf- {b,. eadh r,.'g;ae’,\-{- REPLY TO THE ATTENTION OF:

Jacquiline Yeager
2140 Adams St
Granite City, IL 62040

A visual home inspection at 2140 Adams St in Granite City, IL was recently performed as
part of the NL Industries/ Taracorp Superfund Project. The purpose of the inspection was
to identify potential sources of lead contamination inside your home. The following are the
results of the inspection and recommendations to decrease your family’s exposure to lead.

Since your home was built prior to the 1950’s, there is the potential that lead-based paint,
lead water pipes and solder joints may be present. Lead from these sources may be ingested
or inhaled from chipping and peeling paint or dissolved lead in the water pipes. Another
source of lead may be from outside soil tracked into your home by shoes and pets. The
inspection did not include testing for lead but did identify possible exposure routes if lead

1s present.
In your home the visual inspection identified major ¢ i int within the
utility/basement; and weathered paint in the kitchen. The paint in the other rooms appeared

to be in good condition. There was no visual indication of lead water supply pipes but there
may be lead solder joints in the kitchen, bath, and utility/basement.

The enclosed fact sheet gives a list of recommendations to reduce potential lead exposure in
your home. Use of these recommendations by individual homeowners and residents is
entirely voluntary. The recommendations that apply to your household are identified by a
check in the corresponding box.

If you have any questions concerning your home inspection or regarding the cleanup of the
NL/Taracorp Superfund Site, please contact me or Mary Ann Croce-LaFaire, toll free, at
1-800-621-8431.

Sincerely,

Brad W. Bradley

USEPA Project Manager

Enclosure

Printed on Recycled Paper
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) mﬁo‘? CHICAGO, IL  60604-3590
s’
NDATIONS TO EL ATE LEAD EXP Y HOME ARE:
K] Reduce Exposure Pai
Lead in paint is common in houses built prior to 1950. It is not a hazard unless it is
available as chips or dust which may be ingested or inhaled by young children.
Recommendations are: '
o Vacuum areas where paint is chipping or flaking carefully and cover the areas with
primer, fresh paint or wall paper.
o Replace woodwork that is in poor condition.
. As an interim measure, block access to areas in bad condition by a piece of furniture
so children are not able to chew on paint chips. -
. Supervise children to prevent chewing on painted windowsills, woodwork or other
painted areas.
g

X Reduce Lead Intake from Water

. Before using your water for drinking or cooking, let the water run for at least one
minute. Teach children to do the same.

o Do not drink or cook with water from your hot water tap. Hot water is more likely
to dissolve lead.

. Substitute bottled drinking water or keep a bottle of flushed water handy for children
to drink (option if above not followed).

. Use only lead free solder and flux and new copper plumbing or plastic pipe when
repairing water lines. '

& Reduce Other Indoor Sources of Lead

. Remove older cribs, furniture or toys which may have been painted with lead paint
from your home.

Printed on Recycled Paper
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;" % REGION 5
] ; 77 WEST JACKSON BOULEVARD
0l ot CHICAGO, IL 60604-3530
i Do not use metal containers, such as pewter or brass pitchers, for food or beverages.
. Do not use old or imported ceramic containers or dishes which may be colored with

lead glazes for food.

EMMMW

o Replace fumace filters often.

o Place a good door mat at the door and teach children to wipe their feet before
entering.
o Keep windows closed as much as possible to reduce dust in the house.

o Practice good housekeeping and good hygiene:
Vacuum rugs weekly and fumiture and drapes often.
- Damp mop floors with a high phosphate cleaner (such as Spic *N’ Span).
- Dust fumniture with an oiled cloth or damp cloth wetted with a high phosphate
cleaner.
- Wash toddlers hands and toys often.
- Discourage thumb-sucking.

IZI Protect Your Child from Soil Ingestion - Qutdoors

. Limit exposure to dirt:
- Cover areas of exposed dirt with grass, flowers, mulch or concrete.
- Wash down very dusty areas with a hose.
- Discourage children from playing in dirt not covered with grass, gravel or
groundcover,
- Supervise young children to prevent the eating of dirt.

. Practice good hygiene:
- No eating outdoors.
- Wash hands frequently.
- Wash toys that have been taken outdoors.

Printed on Recycled Paper
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 5
77 WEST JACKSON BOULEVARD
CHICAGO, IL 60604-3590

Alter Gardening Activities

Practice Nutrition

Do not dig or turn soil on windy days.

Do not grow root vegetables (such as carrots) or leafy vegetables (such as lettuce or
cabbage). -

Use gloves while gardening. Wash hands and change clothes before preparing food.
Muich gardens to keep the dust movement down.

Wash all home-grown fruits and vegetables well.

Maintain a well balanced diet high in Calcium, Iron and Vitamin C.
- Foods that are High in Iron:
- Liver, lean meat
Tuna fish (packed in water)
- Eggs
- Raisins
- Spinach and greens
- Foods that are High in Calcium:
- Milk and Cheese
- Cottage cheese and Yogurt
- Ice Milk _
- Foods that are High in Vitamin C:
- Fruits and Fruit Juice
- Bell Peppers and Tomatoes
- Potatoes, Sweet Potatoes (cooked in their skins)

Reduce the intake of foods high in fats and oil (these foods make it easier for the

body to absorb lead:
- Foods that should be limited:
- Butter, oil, lard, margarine
- Potato Chips, Comn Chips, French Fries
- Fried Foods (remove skin from chicken and fat from meat)

Throw away food that falls on the floor.

Pnnted on Recycled Faper



HOME INSPECTION SURVEY FORM

Appointment Time: 92/04/28 17:30
Actual Start Time:
Residence ID: AD2140
Team No.: 01

HOUSEHOLD MEMBER PERSONAL INFORMATION
Name of Respondent: JACQUILINEYEAGER
Phone number: (Home) 877 7243 (Work) 798 3359

Address: 2140 ADAMS ST
GRANITE CITY, IL 62040

Please Correct:

Do you rent? N

If Yes, please list landlord’s name, address, and telephone number.

Landlord’s name:

Address:
Phone:
How long have you lived in house: 0-5 years
5-10 years 10-20 years 20 or more
] » » (
Number of people living in house: _Adylts CA fdre o

Other Comments: —‘\{:\\{\ ~ )

Inspécto s Signatures: (1) <::)7K*- }LiA“Q%&Lﬁ

Date: ‘f’{ll/?L Time: (230[1 ﬁ N O
(2) C \hLﬁi\\Lk(AJ&Aaa)

Date: ¥ 25 Y2 Time:_ ( Y3c¢




HOME SURVEY APPOINTMENT LOG SHEET

Resident ID No: AD2140 ~
Resident’s Name: -m-YERGE- mCQQIL/u€
Address: 2140 ADAMS ST
7 GRANITE CITY, IL 62040
me welk&
Phone No(s): Home #ew;-k §77- 7293 £
Rent (Y,N): N d(é(onnecﬂeJ 7?3'35
Apartment Location (floor, in back):
Landlord’s Name:
Address:
Phone No(s): Home
Access Agreement (Y,N,R-No response): Y
Comments:
_ CONTACT RESIDENT DATA
First Contact: Contact Resident (Y,N): Method (T,V,RI): VAN
Date:__ ¥~/ Time: Y. Made by: _CZ§2=T___
2nd Contact: Contact Resident y,N):jg___ Method (T,V,R): _T__
pate: - /7-F Time: ¥ /O A// Made by: —
Third Contact:; Contact Resident (Y,N): Method (T,V,RIY: _:[;___
pate: B G2 Time : 2 o Made by: »
4th Contact: Contact Resident (Y,N): Methed (T,V,RI): /
Date: -5 -7 rime: /14 Made by: _%_
/. APPOiNTMENT SCHEDULING 00 Sue
Appointment Date: IQy-72 Day: T¢&S Time: < 30
Survey Team: sl Made by:
Missed Appointment Date: F-¢-92 Day: WED Time: 2 <36

Survey Team~"#/ Made by: Cxljgz

Special Instructions for Inspectors:
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.o\ ?a;)t Gy, Sixth Vine - why 15 C\n\‘\\w‘\td/\,y\co\*'\\,;‘\’tdl \‘e\wun{?
This necds to be resobued Lefore The excavation soi) vihome
estimates are accepted.

12, ‘)4. e bl Sé(*.lon \‘\.3‘ V.S, EPA wa ) ~O~Cu‘2'\' the Soul \“\v.y)e
estinales € The cemete £il) aveas Tor The purposes ot This repect
hlwt‘ﬁ", %3 S\\DU\A bt \Jf\de\’s*ooj '\’\'\q'\' these )} \h\c\."ts a Lt "
Errov because the (riteria Used by U.S. EPR in the Recerd \Le Secision
wert 560 70m bead o Visvul betlery e tmaterial, mot depth of 421 pateria

V3. Flque3 - Savd Road 1 \v\'\s\a\i\}eJ on his Figuee. “Chaivs of Racks
Road” s €ast-west coad That 9 Covientl \al(\\(c\ as “Sand Grad
On the ‘(‘}}\.‘Fﬁ Su\'\& QOQA \S QC*\H\“ e ovih- Sovth voacd 'H)cd ;5

ap Eroxim ‘\'d\, ovee e €rom The rijz\\ bovder of The 6 qure.
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Deawe miv. Lie s

U.S‘E?A \’\q.s (‘c\;\ewcC\ '\'\"L 0'\"“{.\' ‘)\’E*Dts'\ n F'\e.\d I-\\,gs‘l‘

\)\Q\DB\‘\_-Iv\ CBU\Q\*&\/ "\'\‘t ‘;'0('»‘“‘60* was Veiy well wi l’r’tm)-\\awucr
*\Y‘t 'Gb\\\)wt\n \omw&n'k‘s m\)s}: be \\?(cr‘acra CA to the AdC o e nt
be Cove vt cand e (ons]o\enc\ 'Gi“a\ :

vatio
3

\. \)acbg ES"*/ Thivd \)c\\‘d \‘ap\n, thid ‘a.‘nA (ou\"“\ \‘“,15_ .“\( e '“*S 0{
cxcavetion Lor Trust 484 and BVEG Transport o0y £t 1)
\S (ee’\, cespectively  Are excessive. The data ;NM Cu ;;i_
excavation o0& Haese ?roeer‘\'ics 10 ‘\Wrbxim&e\ 4o Q%cé-k.
{rgl\owta& bj va\‘(\f ma'\'of‘ St_).\m \:'\ ; \N"ﬂ\ {u‘-'\’kfgr (X(nm*ion
as n:ii(o.'\‘(t\ \51 '\'\w. davia \,'\'\(d Ve o\*S. whether Yo excavate
deeger 10 Yhe acta ot ‘ooﬁnQ BV-02 should Ix decided alier
6 TCL? Yesk 1o run on the witaminated matevial in the

dﬁt‘:t\' 2on€. This Gmment will C)\'co.\\‘z 0&{6(’?’ the €5¥mate
ek ey cavaion c\um\’.\'ies Loe the Nain Tadustiial Progity.

2. Pc'ﬁx ES—‘-\,L&S‘\' Pa"&ﬁf&?\‘\ - \"x 5"(&'\?5"‘\(4\ hf”(\nocis \\'lﬁ'd
+b e A]SCUSSQC\ aqaivy bi:\wc(n Ul EFA) b-g.f’rCE, qna\
\\,uwAwarA'(.\»,A(. I* \s ‘\’r\,a ‘H\a‘\’ U S EFR and V.S, ACE
oavecd Yo The stadistical wethods e‘n\\)\by«l wn The we po\"b'
\/\D\,\KZVQ(/ T\\b 'LXQ\"‘)\E {0\‘ Dic'\slo\\ L.\'\‘\' L \§ G PAYE
LA vaises Some 1\:€S'\kms ol need o be answird Defore
Fhe \*(‘)b\'* [ '('\nq vaka,
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3 &N ¢S Sec nd Viae- wnurt Ve Yimated + " B
2t i) T ol/ \ STimaie he ween e and
bc\,n C.f\(s. R

‘vw;‘. “ELSL EPA wreote o le Bee L.x«.:‘\'d \\(\‘v’\vg‘-\’ L 19Ky which
Cbﬂ*:&\ﬂtt\ “r) &s‘?\rtxehg\um '\'0 \'»\é QI QLP;\"\‘

S' i\u g} SCL‘\;UV'\ \,1 -udd a Seﬂ*'{ﬂ(ﬁ k(’gcfe Ht\& \4~'\\’ Sﬁn”(‘{ﬂké

QAs {;o\\oWS', “()\\ Su\\\'c\\‘v \U)\c\c\b/ US E"A \’t.\é"\SEC\ Ay adA('nclL,m
+Q The FS V\LPOF‘\'.U

L. \‘\cﬁe 9, Section 2.\.\,\0.5'\ Line -\\;\ge\-*( "o the Mava Indocteid
Peagerty” bebween M standard ¥ and e

9. "\uﬂ}( S Sag\';m\ \.z - add o6 Si‘l\'\ﬁn(ﬁ C«(’-;h"' ‘ﬂ‘t '(',n‘st sevﬁeme as
£l

1. Payc\)ﬁcc'\‘\on 2*\\\-\\-\1.\'\& 3I-"GQVeL6 '\:ransr‘orT " WA nane & (
Fe Cwmuay; st BN G T“ms‘%r*q*'\m ! Please L\\Qﬂjt this wherever
v o ppeaxs W the Vc{nr*.

<6. \>u<3t S"\, Secon& \Dm‘ajruijk - See ummen‘)t B \ .

c‘. PM\Q_ SL, Sec;\'lo\\ \“\,\.1 - Lm\('\ub'\ons o.\;ouT "\’\t S\;.-*a‘b.\h)r\, o{
the Y pn-de ! Biccow mmaterial Should b Sonmnacized n Yhns
section,

\U, P;..\(_ S‘\‘. S’\’d\"\ s‘\ic..;\ TLS‘\' E,qu?\t ~set (o\mmey\t tz.

- A\ ?a‘gfob, Sixth \\r\e- why 1S C\l\‘\'\m*td/\mco\’\'\\,u*cd\ \‘e\wm\*?
This nexds to be resolved Before The excavation soil vakeme
estimates are o.cug*c&.

12. Yaae 6}, Section 4.3~ WS, XA will _acceg\ the sol welume
t“)\}mw:(“tS €ov The cemnste L\ areas Tor The urgoses & this Qpc\‘"’)‘
.hiwl'.‘er/ %+ 5\\0\1‘4 bt Uﬂd{\"ﬁoo} *\'\Q.\' these g)} \vnq'*cs Yo L( "
Eerov becauvse Y (riteria used by U.S.EPA In tre Reced \L‘F Cecision
were §000m lead o Visval e tlery u:’se material not depth of 411 materia

\3. F.\Sm‘&'i - Sard Road 1§ v~\'|s\a\)€\\¢¢) on s by UeE. Mlhain of Racks

Road” 18 €ast-west coad That S covientld \aL'\\{(\ a8 *Sad Gead”
O the €. Sund Qou\ s aCtually Twhe vovth- South voad that s
ap “\‘Df\ m ‘\'t\\’ ove inchy €rom The TQJ\* bovder o€ the (\3\)\’(



DEC 07 5®

Cf('\y\t L.\ ()

(VIR )‘\\'\“\l C,b\'\'i 0£ E-\j| LRy
Fethiys Q2o - £0- £0 ,

LIS Nk VT Skt
Coahia, N2 ER10Z 949718

Decu' Vv Lo s

U.S.ERA hasg feviewed Yhe Veaf Y t)\“b\]es} w Field T

\\\6‘30\'*. I'\ tneva J('\vi A.oc umc;n\“ was Ve
\ y '
*\\t 'go\\uw.v'\ \’ommen'h must be m“r?c‘_

\)Q(o\'; X* LoV \)c; Cons}clertci “{Ma\"t

N "'\ atios
AT J

WC“ Wi b ‘H(‘n '\ﬂaw(uﬂ‘
Yl )
“Ted hvto The AsCument

\. Paac ES-H, Thivd Tava vaph thicd and T
¥ =271, P, .
ey cavatiovy (o\.' Trust 4 and ) 6 Tvan
\S (‘ed, rtsqcc*’wt\\,, Are eucessive. The data weold Su
excavation o€ Haege o()er‘\-RS (A Sl

ruxiemately Hue O3t
Gollowead 5‘1 "~°‘\{.“'m““"""( S‘_‘""‘( " ,‘zf'\ﬂ\ {\U-"\"Zi\‘ €X cavation
as indicated \>~1 the dna \"’ﬁ(d \‘t‘gv\*'s. Whether Yo excauate
c\u.‘nr " ’f\\uk(ea c; Boﬁﬂ? BV"D(,Z. S\nw\A be A«;MA a(*u-

a TCLP tee} 16 run on the

witaminated matevial in w}n N
\ 1 3 A i VY € Stma
dey \-zon(.T\ms Comment will veatl au@(ecA
ek E‘i:(.,d.\la'\'\w'\ ‘\'\JN‘*:""\!S Qor.h"e f?hio\ %nivdna\ Pl‘ok{‘\’\\'_

) Qc.\,}& ES-‘-\,L&s‘\' ?avaaraph = the vhadishical methods need
+D k A]SC'\ISSQC\ a Q‘n\ &)E\\\&‘L\‘v\ LS. E\DH} bSME/ C\V\a\

\\»coo\wuvA'C\yA(. T ‘\T\,a 'H\a* U S EFR and V.S, Ace
oytcd Yo the statistical wietbods einyloyed W He v Por""}‘
bRwever, The exawple for Decision Lot &

\5 VI ‘3‘*3(
L raises some ct\»es*ims Thal weed Fo be answend Before
Fhe \'(\)M'# 1S '('\nq\}ua.

th \'““CB' '\\n( &f\ks of
S\b‘.\-/ Six {t'c‘% «nA
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h *\ ;\%i \/ S.Q(W\A Vine- inert Yestimated hetween " The and
“hiundaries |
~ ) N N’
Y. Yaae S,Sed’lon \.3 - add o 5‘-"\*5“03 Q(:h"’ The fivnt sewtence as
.

£olowss DU EQA wrote o leTer Acted \\L;‘:war\’ I 19k which
va\‘rmr\tc\ v ac\-:\eh\,\um Yo the RT QLP;(_.\‘

5. Vs 5 Section 1.3 - cad a sentenace betere the TS ¢ Senbtace
Qg‘r‘o\\owﬁﬁ \\['_,.\ Su.n\vm‘\’ \U)\'\"W/ Us EVA \'t\ﬁ"\séd an addendum
1o the b5 E.«,Eort"

b fuge 9, Section 2.4 Lask Vine = insert ™ Gov e Masn Tndusteid
?(L{'QTJ(Y 4 Npedween N oYandard U gnd Tk

1. \7&3cc\, Section 2~\\\-\ .\,_\'me 3I-"QVe6 Transr‘m:\ ' the nane & (
H\e. Cn‘mgumf,m\' B\‘Q(, T;u\s‘*w*af\.\bﬂ _' \’\euu L\\Qﬂjt ﬂ\\g wherever
¥ appears in the fC{’cf‘“’.

%. Pucﬁe S"\, Second ?arocjru?\n - See Comment 21 .

1. Pm’e_ 56, Section Y102 - conclusions about the chebtlihy o
the Y en=ide ! Bererw imaterial Should Be Stminacized 1 Yy
se (Xiow, | _
\G, ?Ql‘\i S\_\l S‘\’Q\'.\ i')(;éi‘\ TLS‘\. E,qu?\c ~g¢ee (N“mm-‘ ¢Z~
I A ?a;)t Gy, $ixth Vine - wh\, 'S Cu\‘\'\w‘&d/unc,o\\'\\,u’ftd\ \‘E\e\lunf?
This neuds o be xESb\\uo\ \K{o\‘g '“'\Q C'x(a\c\*ion so'\ vk
estimates are accepted.

12. Yage b, Sechion 4.3 WS, EPA will accept the sl walume
et imees €ov The remote £ill aceas Tor The vrpeses ot his feperfj-
hawever it should be ur\ders*ooj Fhat these gshmﬁzs may be
Eeror because The (riteria Used by U.S.EPA 1n the Recerd 16 Secision
wet Swg?m \ead o Vsl \h‘-ﬁ!ﬂ, g}% m‘l)ft\"u.\\/ not dep"(\\ of '(.“ materia
V3. Fiquve3 - Sand Read © wis labe lled an s b WE, N Chaiv of Racks
P\cncl" 'S QOS*'\NEY\' coad at .\5 C'\‘\'\tn\‘ \Gl(‘\\\'(\ as “Sa.d Gead”
on the o, Sund Rocd s actvally The vorth- South voad thet is
ap {\‘01'\\\\«;-\1\\' ove inch {rom The r]ﬁz\* bovder o€ the (‘\jwt_
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U.S.ERA hag reviewed The Uraf Tt e Qesiqn Field In\,stV\j«ho.
\\\E'\'\’D\_*'I'\ wevel, e docoment was Very well wiiten - \yawever
‘\'\(\C ‘('o\\uw.n Cormvnents Must be 'mur‘gwa ed e e (i)b(.u-'\f‘n't'
\)@go\'g v CAav) Ve (os\s}Aer\A “{um\" %

\. PC“}L ES”L‘\/ Thivd \)a\‘a \"GP\A, thivd 'CL"\A (0\)\"“\ \\n()- '“.\{ de J;ks {
‘gx(a\;o.‘\\on (0\'" T\'\.&S* | Gna B\#GT\‘an\S‘b\‘f Sy (%t Ao
\S (ge’\, &SQCC*NC\\,, Are Lxcessive. The data \/L)Ou:(d ;; “"*
excavation o€ Hhese OQQV*‘CS to Q?P(‘bximaﬂ\ o Q%e'e\’s

Gollowed b‘, condir ma "‘{ S“‘"‘(\;" , with furtler €xcavation

as .“\M(a-\.(‘\ \;\’ the avna Y\'i(a ul\h, whether to excavate
c\u‘)u 0 Yhe acea of berin BV-wz shauld x decided a(*(r

o TCLP st 1g run on the witaminated matevial in the
degger 2on€. This Gmment wit) c)\'m\;l aflect the es¥imale
k excavabion quentities foc the Main Todudrial Progerty.

y \\c\y. ES""\/LC‘S* ?a\'aj\'q?\w - The y\‘c\’.g"\‘\ca( méthods wieed
100 Bachssed «g bebn U B L he and
\\:ckoc\rA’C\‘)A& I‘\’ .\s ‘\Tw. '\'\M.\' U S EYR and V.S, Ace
oqrecd Yo The S‘\‘a’\'\s'\i(a\ '«\6*\\03‘5 Q'\‘\Y'\by&i W \'\( Ve pO\'*J'
bowever, The exawple for Decision Uit $15 o, page
5 ruises some questions Fhal need Yo be answcnd Bedort
T \'(‘)o\'* 'S '\'N\"l\a-
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\\;33; 5} Second Ving- ingrt QS*\“\C\*(A He+w(en Thel and
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4. Vear S/Sadim .3~ add o sentence o fter The ‘Eu‘)'\' vewlene as ~
40;}9\\;5‘. W \)\ EOA \ufo}‘t N \e\'*e(‘ L\a‘\'t& ﬁg'\‘\;\uar
Cb\‘\*&\f\{i\ “v) QAJ\Q\'N\\JM *0 4\.& QI QQPC\’.\.

‘3 i\uﬁ\ig/ \cf\ib{\ \,1‘-‘ add Q& Sév\\'!ﬂ(é \’)Q%C\’Q \'\\Q \;.\T Siﬁ*’tﬂge

QS‘QO\\"WS: “(n\ Su\\um'\’ \U)\‘\“WI Ul EYA {t\(x\sed an addendum
o the S K:‘aor‘\'.”

y G, 1Ry which

k. fcpolt c\, Stc\]on 2.\.\’ \ast \'\‘né -.‘n'\ge\-‘\' “.\{h- the Marn I“Avs*\'\ql
Pr;i‘«tf‘\'\’ " \)t\we&n " s*ano\a\"d ' and 04 '_'

1. \7&31“\, Section 2&\\;\ -\J'mﬁ 3I-"QVLG Trm\s‘:orT " the name & (
Fine Cvnguny ) avt W\ 6 T‘-u\s‘~ur’(4‘\§bn | Please L\\tmjt this wherever
b oappears in the \’e(’cr‘\x

%. Pm}e S"‘\, Sec,on& \ja\"oy‘a?\n - See Commmend - \ -

9. Pc.a)e. 5(;, Section H.1.2 - conclusions abeut the suitabiliby of

e “onecde ! Becow mmaterial Should e Sunnnarized i Y
Section,

\ 0. P;. QL S‘\i SYaYi Xl Test e,xqm?\c ~¢et Comn en‘( th&
.\ ?4\3& 6o, Sixth \ine - \~\'\\, 'S Cu\‘\iw’ﬁd/\mco\\"\\,u‘\(d \‘E\e\lun’(?

Ths necds to be resobved efoe the exncavation $00\ vabone
estimates are ac((p*{&.

12, ‘)& e bl Sec'\‘non Hs“ .S, E?A woll QCte“'\' ﬂ\& Sonl \u\\,me

estinades fov The remok £ill aceas tor \'\r‘:e g\af@%ﬁ of This repert;
h.wuer, Wt shovid be Uf\défs'\ooX Thoet these €5t imates way be in
Eerov because the Lriteria Used by U.S.EPA in the Recerd \Lf Decision
wet SC;OQQM \ead & Visval \)c.‘\'hf’ ( Maﬂri»\\/ not de\ﬁ\'\ of €.} materia

V3. Fz3u.-¢3. - Sard Road 15 mislabelled an by Figuee, ™ Chain o€ Rucks
Road" 15 €ast-west coad that 05 Covientl \al(“((\ as “Sand Gra)”
On the €iurt. Sund Rocd 15 actually Hhe novth- South voad thet is
ayp {\'ox'\m +d~1 ove ek €1om Yhe rijz\\ bovder of th (ijurt_
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\)ch' Vv, Lo s

USE?A hag feviewed the 0'\"*{_\‘ P\'&‘\]t’%] n \:'\ei\d tv\\,gd‘jdhm
\\\E'\DB\‘\‘-I“ u\e\‘u\, "\‘\‘i 'i“'\-““t'ﬂl‘- was Very woll wio Hen \yaw cuer
*\‘\C ‘Ce“\)w'\v\ \ummen‘\‘s Mmust be .Mcar")t;\‘«i’(’tl ‘\n"to e Xo(.u-vw"n't
be Eove v cavd e L‘ons]tlii'\A “Lival” .
\. Pc\cbg .Ef"*/ '\’\\\:\:c\ '?:\‘a \'ap\w, hird 'a,\a-‘(ow‘\\\ \.m(y b &\;‘\\ss £
LRLaNETIoN o Vst ™ and BV G \\""\S‘b\.\-/ Six €ect and
\S (ee‘\, ras\)ec’(w‘c\‘, are Lucessive. The data woold S Q;{'
Q,xccwa’ﬁon oQ‘ '\‘\MSQ oeef'{'igg -\0 “?P?bximd‘e\ +wo Q\ee‘\;
Gollowed \"’ C““'(.“'m“*'f‘( ng(\?n , with furtiir WX cavakion
as indicated By the ana \r'\'\(a \tgu\h. Whether Yo excavate

deeper in Y acea of Boﬁﬂg BV-0L2 sheold be decided afer
o TCLD Yest 16 run on the lntaminated matevial in the

de_q;g\- 2o0n€. This Gwmment wil ‘)\'ta\\tz affed {he eshimate
e e;ﬁu.\;a*‘\on ‘\'\;un*'.\'ies Lor the Nain mlvs*r‘m\ P\‘ck,r\-'\\f,

0. Vcﬁg E&""‘,LC‘S* P“‘-aﬁr“eh - the 5"\0.'*'\8'*‘\(“ méthods wiced
+b e A.\SCUSSQC\ @ awivy &)ti\wu‘v\ U EFH) b.S.'\'CE, qn,\
\\,coo\.wuv‘A'C\yA(. Ths brue that U S ERA awd V.S, ACE
oaveed Yo The stadistical wiethods e'mv\byfd w e w pov’fj
WRwever, The ‘u(aw‘;k ‘(or Vecision Unit TS ¢ PYe
5 vaises some questions Fhat need Fo be answomd Betore
T \1‘)0\"‘ \S '('\vm\\}u .
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b ?;\%i %/ S.ewﬂc\\ Vine- et Yeqtimated | hetween " The “and
‘\\Oivﬁicf\(s"/ |

4. Yaqe S,Sec\'ion L3~ add o sentence ofter The £t semtence as ~
Qcavws: VUL EQA wrote o leer Aated \\Lu\uqr\’ I, 1R which

Conkarned an addendum To the RT Q‘P“’*‘“

H i\“ g/ SGL*;(”,\ \35 -aad a SEV\hﬂ(é \”igcre the \.\\T S¢ "‘ﬁ“\i
Qas {;u\\uwgz \\[,\\ Su\\um‘\’ \U,\‘\‘\b, s EPCA \'t\ét\sed an addtndum
o the ©5 R.:‘aor*."

k. &'(ﬁt c\/ Section 2‘.\'.\1 lagh Vine - ‘“,“e“-\' \\,\{“‘ the Mava Indocteid

* A \ -4 h ’
Pro\’tﬂ"\"’ " \)t\wun \S*cmo\m A &nd b‘c.‘

7. Pf»ﬁtc\, Section 2*\\\-\ -\,‘\'\'\Q 3~ “B\‘é- 6 T\'onsr‘m:\' ! W ‘\'\\é nNany Q% (
Fe Compuny avt %\%'(, Tfms‘ﬂur‘\a’\'\m T Please L\‘\M\Je thig wherever
b s ppears in the ('C{)c("\'.

%. \>uc3e S"‘\, Second Vara ra?\n - See Comment B \ -

1. P“Se' 5(;, SecXion Y12 - Conclusions aboot the o tabnlek p
‘\'\\-Q Y=gt Dicerw material Should be Summacized *\’\;5
Setiowm, D
‘. V'“.‘\‘- ™, Statistical Test lx“"“{?\t ~set Comment ¥y
W\ ?a‘y’. (;b, Sixth \'\r\e- wihy 1S C\l\'\‘wd*ld/\u\gu\\"\\,u‘kgo\ \'E\C\/Qn,(?

This needs to be resobuved before the excavation soi) vahime
estimates are accepted.

12 Yeae b1, SectionM.3- WS, ERR will accept ¥he 5ol volume
estimefes €ov Thae remste £il| aveas tor The E‘”?Ns ot This (‘CP-A‘U
hawever it shovid be unders*ocj ot these €stimates way be in
Ccrov becavse the (riteria Used by U.S.EPA in the Qi(cﬁ‘! \L\- Cecision
wert S003¢m lead o Visvel batlery e aberial ,not depth of £11 materia

\3 F-\ \n‘&.3 = S(\!d RDC\A .\S l‘\‘S\d\f“{(} ary *“.\S F" e, N (L\d.\ﬂ Q'( ka\s

Road” 15 €ast-west coad that 15 covientld \QL\\eA as “Sand Geal”
On the {l\ ot Sund Q(:u.\ \S actually The vovth- South voad that 'S
apgreram +ﬂ“] ove inchy €rom The !"\3(\‘\ bovder o€ The Gﬂwg_
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DQCL\- ’\/\ v L\L' S

LSE?A \'\QS (‘C\J'\Q\NCC\ ‘\'h— 0'\-‘-\{* t}\'ﬁ‘\)("b; n \:\Q\A Iv\\,\g*\\}dt;o.
\\\E‘\TB\“\-._—LV\ u\e\‘u\/ -)f\\c 3'0(0\““3\"_ was \je\\i WOl Wi Heor '\\aw(u(\’
*\\C Lollow g Lomments 'ﬂ\\)s* be \?(ur‘:‘cra ¢d nto the L\Jocu-m‘n’t
\)tgo\'; o e L’onS\AU‘\A '€ma\ :
\. PC&%& ‘Eg'ﬂ{(j‘?—\'\\'c\. 'fa\‘a \’GP\'\, hivd .a'v\a—‘(o\;‘-‘\\\ \'m(>- J(\“ &\"“‘S 0{
gico‘.\,c&\ov\ e Trust 4 and 3\ ¢(3 \\-g.\g‘b\'\'/ Six {u“\' M‘A
1S Leet, cespectively, Are excessive. The data weord o ot
excavation o0& Hese oeef‘\'i(s Yo Q?Frbximd‘e\ +wo Q\ee'\'

{—gl\bwu\ b cun{\fma\‘w Samplin , with {u-‘mr €X cavaXion
as 'n\zl’\(a‘aA \-\‘l the ana‘\"’t\(a \‘tS()oﬁ'S. whether %o exu:’re

deepes in ¥ acea of boﬁng BV-002 should bk decided afier
o TCLY teek 16 run on the tntaminated matevial in e

: + Wi\ avea ¥ the es¥imale
deq V“LO“Q.T\"\S (_9mmy\)f WV ayealt QG{GC
ek E,‘i(,d»\lu\'\\"“ ‘\\,u.n'\"\'\’ieS Lor Tre ;\?\a'\n ‘:zml’udr.\a\ P‘"ckl‘\*\f.

Y \“_‘3& Eg-q/\.as* ?a\'aﬁmpb = The vtadictical méthods weed
+b e A]SCUSSQC\ aaaivy bt ween (VAW E\:H) \J-S‘f\'CEI ano\
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EXECUTIVE SUMMARY

NL/Taracorp Superfund Site
Pre-Design Field Investigation

Overview

The Pre-Design Field Investigation (PDFT) for the NL/Taracorp Superfund Site (NL Site),
in Madison County, Illinois, was conducted as part of Woodward-Clyde Consultants (WCC)
indefinite delivery contract with the United States Army Corps of Engineers, Omaha District
(USACE) (Contract No. DACW45-90-D-0008).

The objective of the PDFI was to provide information for the design of the remedial action
at the NL Site. A variety of tasks were completed to accomplish this objective. These
included an extensive field sampling program on both the industrial and residential
" properties. The goal of the field sampling program was to delineate areas where surficial
soils will require excavation to achieve the clean up levels established in the Record of
Decision (500 ppm for residential areas and 1,000 ppm for industrial areas).

Additional tasks that were completed as part of this investigation include:

o Identification of a RCRA-compliant landfill and the associated estimated
disposal costs for contaminated material that cannot be disposed of on site

° Development of a Plan for Satisfaction of Permitting Requirements (PSPR)
o A scope of work for a treatability study

. A borrow evaluation to aid in the predesign of the RCRA cap for the
Taracorp pile

° An interior inspection of residences (upon request) within the boundaries of
the study area to identify potential sources of lead contamination
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. Assistance to USEPA in acquisition and organization of property access
information
. Preparation of maps indicating the proposed extent of remediation for all areas
investigated

o Preparation of maps of the Main Industrial Property, including known
utilities. and site features

The PDFI concentrated on three principle areas: the Main Industrial Property (Taracorp,
Trust 454, BV&G Transport, and Rich Oil), the Adjacent Residential Area within the cities
of Granite City and Madison, and the Remote Fill Areas.

The Main Industrial Property consists of approximately 30 acres of property that includes .
a former secondary lead smelting facility (NL/Taracorp) and a battery recycling operation.
(St. Louis Lead Recyclers (SLLR)). Two separate waste piles, the Taracorp pile and the
SLLR pile, cover portions of the industrial property.

The Adjacent Residential Areas include approximately SO0 acres within the cities of Granite
City and Madison, Illinois. An estimated 1,595 residential properties are included within
this area. The lead contamination present in the soil is believed to be due to airbome
particulate fallout from the secondary lead smelter.

Fill material derived from the Taracorp or SLLR piles has been documented at eight areas
in the vicinity of the NL Site. These Remote Fill Areas include Eagle Park Acres, Venice
Township, three areas north of Granite City, and three areas within Granite City.

Scope of Work

To collect the required data for remedial analysis and design, an extensive soil sampling
program was conducted for the Main Industrial Property, the Adjacent Residential Area, and
the Remote Fill Areas.
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A total of 105 analvtical soil samples for total lead analysis and 96 geotechnical soil samples
for physical testing were collected from the Main Industrial Property. These samples were
collected from 18 test borings completed during November, 1991. Samples were collected
from depths of O to 15 feet. Since it is almost entirely paved, no soil for total lead analysis
was collected from the Taracorp property.

A total of 5,011 soil samples were collected from the Adjacent Residential Area for total lead
analysis, with ten of these samples selected for TCLP-lead analysis. Samples were collected
from depths of O to | foot. Sampling was conducted from November, 1991 through August,
1992.

A total of 136 soil samples were collected from 72 soil borings completed in the Remote Fill
Areas. These samples were analyzed for total lead and/or TCLP-lead analysis. Samples
were collected from the following locations: o

o Five alleys in Venice Township

. Nine properties in Eagle Park Acres

° Missouri Avenue (old Illinois Route 3)
o Schaeffer Road

o Sand Road

o 2230 Cleveland Avenue

. 3108 Colgate Avenue

. 1628 Delmar Avenue

These samples were collected between November, 1991, and June, 1992.

Four deep monitoring wells (approximately 70 feet) were installed and developed on or near
the Main Industrial Property. These wells were installed to supplement the existing network
of fourteen shallow wells. Groundwater sampling was conducted during the week of July
13, 1992. Twelve of the eighteen wells were sampled for priority pollutants. Of the six
wells that could not be sampled, four were dry and two were damaged. Aquifer permeability
testing was performed on the four new wells on July 21,1992, with hydraulic conductivities
ranging from 8.07 x 107 to 2.15 x 10? cm/sec.
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[nterior visual home inspections were offered to residents living in the Adjacent Residential
Area 10 identify possible sources of lead exposure. These inspections were entirely voluntary
and scheduled at the convenience of the residents. A total of 212 inspections was completed.

To supplement the field sampling program, an aerial survey and photogrametric mapping of
the NL Site were conducted. This effort generated topographic maps of the Main Industrial
Property, planimetric maps of the Adjacent Residential Area, and field plats for each
residential lot that was to be sampled.

Conclusions and Recommendatiouns

For the Main Industrial Property, it is recommended that the Trust 454, Rich Oil and
BV&G Transport Properties be remediated to a depth of 2 feet. It is recommended that
confirmation sampling be conducted after the initial excavation to verify that the material -
with greater than 1,000 ppm lead has been removed. It is estimated that approximately
35,200 cubic yards of material will require excavation if the Main Industrial Property is
excavated to a depth of 2 feet.

For the Adjacent Residential Area, all properties where soil sampling indicated total lead
concentrations greater than 500 ppm will be remediated. For those properties that could not
be sampled due to a lack of access, the decision to remediate will be based on a statistical
treatment of the data for that decision unit.

In order to effectively use the data from soil samples that were collected and analyzed to
make remediation decisions for those properties that could not be sampled due to a lack of
property access, a series of 46 decision units within the Adjacent Residential Areas were
delineated. Each decision unit covers a one to three block area. Decision units were
constructed based on two considerations: 1. The area was small enough that no major trend
was obvious in lead concentration vs. distance from the source; and 2. A sufficient number
of samples were available to generate valid statistics.

Of the decision units requiring remediation, two units will require remediation to a depth of
3 inches, 15 to a depth of 6 inches, and 24 to a depth of 1 foot. Five decision units, all in
Madison, will not require remediation based on the decision rules approved by the USACE
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and USEPA. One of ten TCLP-lead analyses yielded a lead leachate level in excess of the
regulatory limit. Additional TCLP-lead analysis is recommended to delineate residential
areas where stabilization will be required prior to disposal. It is estimated that
approximately 97,000 cubic yards of material may require excavation and disposal from the
Adjacent Residential Area. Since most of the decision units around the outer boundary of
the study area require some degree of remediation, sampling and analysis may be required
for additional areas not included in the current study.

An estimated 10,400 cubic yards of material from the Remote Fill Areas will require
excavation and disposal. Of this amount, it is estimated that approximately 5,800 cubic yards
of material will require stabilization prior to disposal. Additional reconnaissance and
resident contact is recommended in the area around 3108 Colgate Avenue where additional
remote fill sites are suspected.

Analysis for groundwater samples collected from twelve of the monitoring wells on or near
the Main Industrial Property indicated concentrations of several metals above the Maximum
Contaminant Levels (MCLs) promulgated under The Safe Drinking Water Act. Samples
from five wells contained lead concentrations greater than the MCL of 0.015 mg/l; samples
from three wells contained arsenic concentrations greater than the MCL of 0.050 mg/l. In
addition, cadmium, zinc, nickel and copper were all detected at relatively high concentrations
in at least one of the samples analyzed.
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GLOSSARY OF PROJECT DEFINITIONS

The following definitions apply to terms commonly used in the text of this document:

Accuracy

"Adjacent”
Residential Areas

a (Alpha)

Analytical Batch

ASTM

Batch

SIMC114V

Nearness of a measurement of the mean (x) of a set of measurements
to the true value. Accuracy is evaluated by the percent recovery of
sample spikes, analysis of laboratory control samples, and reference
materials.

Residential areas that are contiguous with the NL Site.

The desired false positive rate for the statistical test to be used. The
false positive rate for the statistical procedure is the probability that
the sample area will be declared to be "clean™ when it is actually
"dirty."”

The basic unit for analytical quality control is the analytical batch.
The analytical batch is defined as samples which are analyzed together
with the same method sequence and the same lots of reagents and with
the manipulations common to each sample within the same time period
or in continuous sequential time periods. (e.g., groundwater, surface
water, soil, sediment, etc.

Applicable or Relevant and Appropriate Requirements
American Society for Testing and Materials
A group of samples which behave similarly with respect to the

procedures being employed for those samples and which are being
processed as a unit.
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BFB

Calibration
Blank

CCB

CCC

ccv

CDAP

CERCLA

CFR

CHSO

CLP
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The false negative rate for the statistical procedure is the probability
that the sample area will be declared to be "dirty"” when it is actually
"clean” and the true mean is P,. The desired sample size is selected
so that the statistical procedure has a false negative rate of 3 at P,.

Bromofluorobenzene

Usually an organic or aqueous solution that is as free of analyte as
possible and prepared with the same volume of chemical reagents used
in the preparation of the calibration standards and diluted to the
appropriate volume with the same solvent (water or organic) used in
the preparation of the calibration standard. The calibration blank is

used to give the null reading for the instrument response versus
concentration calibration curve.

Continuing Calibration Blank
Continuing Calibration Compounds
Continuing Calibration Verification Standard

Chemical Data Acquisition Plan

Comprehensive Environmental Response, Compensation, and Liability
Act

Code of Federal Regulations
Corporate Health and Safety Officer
Certified Industrial Hygienist

U.S. Environmental Protection Agency Contact Laboratory Program
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Co-Located
Samples

Comparability

Completeness

CVAA
DFTPP
DOT
DQCR
DQO

Duplicate

ESE

Environmental
Samples

IMCL 14V
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Two or more separate samples taken from the same location. but not

homogenized.

A measure of the confidence with which one data set can be compared

with another.

A measure of the amount of valid sample data obtained from the
measurement system compared to the amount of sample data that are
analyzed. Valid results are those results which meet or exceed quality
control criteria and satisfy quality assurance objectives.

Cold Vapor Atomic Adsorption Spectrometry
Decalfuorotiphenyl-phosphine
Department of Transportation

Daily Quality Control Report

Data Quality Objective

Duplicate samples are two samplies taken and analyzed independently.
In cases where aliquoting is impossible, as in the case of volatiles, co-
located samples must be taken for the duplicate analysis.

Environmental Science and Engineering, Inc., analytical laboratory

subcontractor

An environmental sample or field sample is a representative sample of
any material (aqueous, nonaqueous, or multi-media) collected from
any source for which determination of composition or contamination
is requested or required.

Page G-3

October 1, (992

(



EP TOX

FAA

Field Blanks

FOM

FS

GC/MS

GC/ECD

GFAA

GPM

HAB

Homogenized

HSA

HSC

HSO

ICP
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Extraction Procedure Toxicity

Flame Atomic Absorption

A sample matrix that is as free of analyte as possible and is transferred
from one vessel to another at the sampling site using the sampling
technique as closely as possible, including a typical holding time in the

sampling equipment, and preserved with the appropriate reagents.
This serves as a check on reagents and environmental contamination.

Field Operations Manager

Feasibility Study

Gas Chromatography/Mass Spectrometry

Gas Chromatography/Electron Capture Detection
Graphite Furnace Atomic Adsorption

Gallons Per Minute

Hand Auger Boring

In the context of this CDAP, this is interpreted to mean as well mixed
and uniform as reasonably possible.

Hollow Stem Auger
Health and Safety Coordinator
Health and Safety Officer

Inductively Coupled Argon Plasma Emission Spectrometry
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[DPH

I[EPA

Main Industrial
Properties

Matrix Spike (MS)

Matrix Spike
Duplicate (MSD)

MCL

Method Detection
Limit (MDL)
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Identification

Inner Diameter

Illinois Department of Public Health
Illinois Environmental Protection Agency

This consists of Taracorp, Trust 454, BV&G Transport, and Rich Oil
Properties

A matrix spike is employed to provide a measure of accuracy for the
method used in a given matrix. A matrix spike analysis consists of
adding a predetermined quantity of stock solutions of certain analytes -
to a sample matrix prior to sample extraction/digestion and analysis.
The concentration of the spike should be at the regulatory standard
level, or the reporting limit for the method if the sample is free of the

analyte.

A second matrix spike sample prepared identically to the matrix on
which a duplicate analysis was performed to assess the reproducibility
of the matrix spike analysis.

Maximum Contaminant Levels promulgated under the Safe Drinking
Water Act.

The minimum concentration of a substance that can be measured and
reported with 99 percent confidence that the analyte concentration is
greater than zero and is determined from analysis of a sample in a
given matrix containing the analyte.
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Method Blank A sample matrix that is as free of analyte as possible and contains all
the reagents in the same volume as used in the processing of the
samples. The method blank must be carried throughout the complete
sample preparation procedure and contains the same reagent
concentrations in the final solution as in the sample solution used for
analysis. The reagent blank is used to monitor for possible
contamination resulting from the preparation or processing of the

sample.

NL Site NL Site is for the National Lead/Taracorp Superfund Site which
includes the industrial property, the residential areas, and remote fill
locations.

NTU Nephelometric Turbidity Units o

"OD Outer Diameter

P Cumulative Binomial Probability

PA Program Administrator

P, The criterion for defining whether the sample area is clean or dirty.

According to the attainment objectives, the sample area attains the
cleanup standard if the proportion of the sample area with contaminant
concentrations greater than the cleanup standard is less than P;.

P, The value under the alternative hypothesis for which a specified false
negative rate is to be controlled. Think of P, as the value less than P,
(P, < Py that designates a very clean area that must, with great
certainty, be duignated clean by the statistical test.

PCB Polychlorinated Biphenyl

PDFI Pre-Design Field Investigation
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Sample

PM

PPE

Ppm

Precision

PSPR

QAPP

QA/QC

QCSR

RCRA

Remote Fill

Reporting Limit
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A material of known composition that is analyzed concurrently aith
test samples during a measurement process. It is used to verify the

performance of the analytical system. These samples are provided by
the USACE during the laboratory validation process.

Project Manager

Personal Protective Equipment

Parts Per Million

Precision is the agreement between a set of replicate measurements

without assumption or knowledge of the true value. Precision is
evaluated as the relative percent difference or relative standard -

“deviation for replicate or split samples.

Plan for Satisfaction of Permitting Requirements
QQuality Assurance Program Plan

Quality Assurance/Quality Control

Quality Control Summary Report

CLP Routine Analytical Services

Resource Conservation and Recovery Act

Locations where material from the Taracorp Pile has been used as fill
material.

The reporting limit is the lowest level that can be reliably achieved
within specified limits of precision and accuracy during routine

laboratory operating conditions as defined in the Laboratory QAPPs.
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Representativeness  The degree to which a single measurement is indicative of the
characteristics of a larger sample or area; or the degree to which data
represents field conditions.

RI Remedial Investigation

Rinsate Usually reagent water that is as free of analyte as possible and is
transported to the site, opened in the field, and poured over or through
the sample collection device, collected in a sample container, and
returned to the laboratory. This serves as a check on sampling device
cleanliness and potential cross-contamination.

ROD Record of Decision
RPD ' Relative Percent Difference, calculated as
R -
RPD (%) = _'_‘_I_U_ x 100
(R, +R))2

where R; = first sample value (original)
R, = second sample value (duplicate)

SAS CLP Special Analytical Services

SLLR St. Louis Lead Recyclers

SOP Standard Operating Procedures

SPCC System Performance Calibration Compounds
SSHP Site Safety and Health Plan

SSO Site Safety Officer
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STS

TAL

TCLP

Trip Blank

USACE

USACE-MRD

USACE PM

UsC

USDA

USEPA

USGS

wCC
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Sample Tracking System

Target Analyte List

Toxicity Characteristic Leaching Procedure

A sample of reagent water that is as free of organic analyte as possible
and is transported to the sampling site and returned to the laboratory
without being opened. This services as a check on sample
contamination originating from the container or sample transport.
US Army Corps of Engineers

USACE Missouri River Division Laboratory .-
USACE Project Manager

Unified Soil Classification System

US Department of Agriculture

US Environmental Protection Agency

US Geological Survey

Woodward-Clyde Consultants
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FINAL REPORT
NL/TARACORP SUPERFUND SITE PREDESIGN FIELD INVESTIGATION

1.0
PROJECT DESCRIPTION

1.1 INTRODUCTION

Work Order #0021 of Woodward-Clyde Consultants (WCC) Indefinite Delivery Contract
with the U.S. Army Corps of Engineers, Omaha District (USACE), Contract No. DACW45- _
90-D-0008 consists of the pre-design field investigation (PDFI) for the NL/Taracorp
Superfund Site (NL Site), located in Madison County, Illinois. This report presents the
results of the PDFI.

1.1.1 Project Overview

The objective of the PDFI was to provide information for the design of the remedial action
for the NL Site. To accomplish this, a variety of tasks were completed. These included an
extensive field sampling program om both the industrial and surrounding residential
properties. The goal of the field sampling program was to delineate areas where surficial
soils will require excavation to achieve the cleanup levels established in the Record of
Decision (ROD) for this site (500 ppm for the residential areas and 1,000 ppm for the Main

Industrial Property).

Additional activities have been completed that are required prior to, or concurrent with, the
initial stages of the remedial design. These activities include:

. Identification of a RCRA-compliant landfill and the associated estimated
disposal costs for contaminated material that cannot be disposed of on site.
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J Development of a Plan for Satisfaction of Permitting Requirements (PSPR) —
to include a list of permits required in conjunction with the remedial action
contemplated.
J A scope of work for a treatability study.
. A borrow evaluation to aid in the predesign of the RCRA cap for the
Taracorp pile.
Each of these tasks has been completed and will be discussed later in this report. The
specific objectives of the site investigation included the following: ‘
. Evaluate the horizontal and vertical extent of lead contamination in soil in the
Main Industrial Property. .-
. Evaluate the horizontal and vertical extent of lead contamination in soil in the
Adjacent Residential Areas.

. Determine the lateral and vertical extent of fill containing hard rubber battery
casing material in the Remote Fill Areas identified by the USEPA.

. Estimate the volume of material requiring excavation and/or treatment in all
the above areas.

. Determine possible sites from which suitable borrow material may be obtained
to construct a RCRA-compliant cap for the Taracorp waste pile.

o Measure priority pollutants in groundwater at the Taracorp/SLLR site.
To accomplish these objectives, the following tasks were completed:

. Development of a Chemical Data Acquisition Plan (CDAP) for the PDFI.
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. Development of a PSPR including a list of permits that will be required in
conjunction with the remedial action.

o A Interior visual inspection of residences (upon request) within the site area
to identify potential sources of lead contamination.

o Completion of all field activities and laboratory analytical work required for
the PDFI, as outlined in the CDAP.

. Evaluation of potential borrow sites from which suitable material may be
obtained to construct a RCRA-compliant cap to cover the Taracorp waste pile.
The use of on-site borrow was evaluated. The quantity of borrow needed for
the cap has also been estimated.

o Preparation of maps indicating the proposed extent of remediation consistent
with the ROD. Maps were also produced which delineate the spatial extent
of the hard rubber fill material.

o Potential disposal sites, aiternatives, and limitations for disposal of the hard
rubber battery casing material were identified. Disposal costs were also
estimated.

o A Scope of Work for a treatability study for soil classified as hazardous waste
was developed.

o This Pre-Design Field Investigation Report was prepared.
1.2 SITE INFORMATION

The NL Site is located within the cities of Granite City, Madison, and Venice, in Madison
County, Illinois. It is approximately two miles east of downtown St. Louis, Missouri
(Figure 1). The NL Site is located at the southern end of Granite City and at the northern
border of Madison.
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1.2.1 General Site Features and Geologic Conditions

The site is located within the portion of the Mississippi River Valley known as the American
Bottoms. It is outside of the 100 year flood plain. The area is underlain by a sequence of
Quatemary age alluvial, glaciofluvial and glaciolacustrine sedimentary deposits associated
with the Mississippi River Valley. These deposits generally extend to a depth of
approximately 100 feet and tend to become coarser with depth. These deposits
unconformably overlie the local bedrock, which is comprised of Mississippian age limestone,
sandstone and shale of the upper Valmeyeran Group. The Remedial Investigation (RI)
conducted by O’'Brien & Gere in 1988 described the surficial soils as typically silty clay to
fine sandy loams of the Riley-Landes-Parkesville Association that are generally under grass
or forest cover. The site area is a typical river floodplain, tending to be flat and poorly
drained. Flooding is a common problem during heavy rains.

1.2.2 Study Areas

This investigation concentrated on three principle areas: The Main Industrial Property
(currently owned by Taracorp, Trust 454, BV&G Transport, and Rich Oil), the Adjacent
Residential Areas (Granite City and Madison), and the Remote Fill Areas containing hard
rubber battery casing material from the Taracorp waste pile (Figures 2 and 3).

1.2.2.1 Main Industrial Property

The Main Industrial Property coasists of approximately 30 acres of property that is the
location of a former secondary lead smelting facility (NL/Taracorp) and a battery recycling
operation (St. Louis Lead Recyclers (SLLR)), a trucking company (BV&G Transport), and
a fuel oil distributor (Rich Oil). Two separate waste piles, the Taracorp pile and the SLLR
pile, cover portions of the site. These have a combined volume of approximately 91,000
cubic yards. Approximately 80 percent of the material present is blast furnace slag (O’Brien
& Gere,1988), with the remainder being a mixture of broken battery case material and lead

oxide dust.
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1.2.2.2 Adjacent Residential Area

The Adjacent Residential Area around the Main Industrial Property include approximately
500 acres within the cities of Granite City and Madison, [llinois. The estimated boundaries
of this area were delineated in the ROD. Residences consist of small to moderate size homes
on modest size lots. The lead contamination present in the soil is believed to be due to
airbomne particulate failout from the secondary lead smelting operations (Figure 2).

1.2.2.3 Remote Fill Areas

The ROD identified a number of areas where material containing hard rubber battery case
material from the Taracorp waste pile was used as fill and paving material. These areas
include Eagle Park Acres and Venice (south and southeast of Madison), three areas north of
Granite City, and three areas within Granite City (Figure 2 and 3). T

1.3 PREVIOUS INVESTIGATIONS

A Remedial Investigation (RI) at the NL Site was completed by O’Brien and Gere in
September, 1988. The USEPA wrote a letter dated January 10, 1989, which contained an
addendum to the RI report. A Feasibility Study (FS) documenting the formulation and
evaluation of remedial alternatives for the site was completed by O'Brien and Gere in
August, 1989. On January 10, 1990. USEPA released an addendum to the FS report. The
extent of contamination, as defined by the RUFS for each of the areas of concem, is
presented below.

1.3.1 Main Industrial Property

A series of samples were taken to characterize the nature of the material present in the waste
piles. Four types of samples were collected: Blast furnace slag samples, materials from the
upper strata of the primary pile, samples of drummed material, and material from the SLLR
pile.

Four composite slag samples were analyzed. The concentration of lead present in these
samples was highly variable, ranging from 15,000 to 37,300 mg/kg. Results of EP Toxicity
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analyses on these samples indicated that the slag should be characterized as a hazardous
waste due to elevated concentrations of lead. Ten samples of the surficial material from the
Taracorp Pile were analyzed. The concentrations of lead present in these samples were also
highly variable. ranging from 45,000 to 279,000 mg/kg. Five of these samples were
analyzed for EP Toxic metals, with four of the five exceeding the EP Toxicity Standard for
lead and one of five for cadmium. Two samples from drummed material were analyzed:
Elevated levels of lead and cadmium were detected. The drummed waste was found to
exceed the EP Toxicity Standard for both lead and cadmium. Three samples were analyzed
from the SLLR pile. The lead concentrations detected in these samples ranged from 105,000
to 286,000 mg/kg. These samples were found to exceed the EP Toxicity Standard for lead.

In addition to the sampling of the waste piles, O'Brien & Gere (1988) conducted a
hydrogeologic investigation of the Main Industrial Property that included groundwater
sampling of the twelve existing monitoring wells located within the NL Site area. The -
results of this study indicated that samples collected from wells on site and around the
perimeter of the site contained levels of lead that were very similar to the levels observed
in the upgradient background wells.

1.3.2 Adjacent Residential Areas

Soil samples were taken from a total of 40 locations that were within one haif mile of the
Taracorp property. The majority of these locations were within the Adjacent Residential
Areas. Samples were collected from depth intervals of 0 to 3 inches and 3 to 6 inches. The
analyses of these samples yielded soil lead concentrations ranging from 136 to 9,250 mg/kg
for depths of O to 3 inches, and 45 to 14,700 for depths of 3 to 6 inches. Only one sample
was analyzed for EP Toxicity and was found not to exceed the EP Toxicity Standard for

lead.
1.3.3 Remote Fill Areas

Sixteen samples were analyzed from the Remote Fill Areas in Venice and Eagle Park Acres.
Samples were collected from depth intervals of O to 3 inches and 3 to 6 inches. Lead
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concentrations for the samples collected from Venice ranged from 200 to 126.000 mg kg.
Lead concentrations for the samples collected from Eagle Park Acres ranged from 63 to
4,030 mg-kg.

1.3.4 Record Of Decision (ROD)

The ROD for the NL Site was issued on March 30, 1990. The ROD requires the removal
of soil and battery casing materials with lead concentrations greater than 500 parts per
million (ppm) in residential areas, and the removal of soil and battery casing material with
lead concentrations greater than 1,000 ppm in the Main Industrial Property. These areas
would then be restored to their original state. All of the contaminated material that is
excavated will be either incorporated into the main Taracorp waste pile or removed to a
RCRA-compliant or special waste landfill, as appropriate. The enlarged and reconfigured
Taracorp waste pile will then be covered with a RCRA-compliant cap. i

"In addition, the ROD required that an inspection of the interior of each affected home be
offered to residents as part of an effort to identify other potential sources of lead exposure.
Based on these inspections a list of recommendations on ways to reduce exposure from
indoor sources was provided to the residents.

1.4 PRE-DESIGN FIELD INVESTIGATION

The ROD requires removal of soil from the industrial and residential areas with lead
concentrations greater than 1,000 and 500 ppm, respectively. The soil sampling, analytical
testing, and mapping efforts that were conducted as part of the PDFI attempted to delineate
the levels and areal extent of the contamination in these areas. This report discusses the
activities that were conducted and the standard operating procedures that were utilized to
implement the field investigation phase of the project.
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2.0
FIELD ACTIVITIES

Review of the data presented in the RI/FS reports (O’Brien & Gere, 1988, 1989) for the NL
Site indicated that insufficient information was available for remedial analysis and design.
The horizontal and vertical extent of lead contamination in surficial soils had not been
adequately defined or documented to estimate the quantities of material requiring excavation
and treatment. The following discussion outlines field activities conducted as part of the
PDFI to collect the additional required data necessary to make these assessments.

2.1 SOIL SAMPLING PROGRAM

Analytical soil samples collected from the Main Industrial Property, the Adjacent Residential -
Areas, and the Remote Fill Areas were analyzed for Total Lead (EPA method 3051/6010 or
7420), and/or the Toxicity Characteristic Leaching Procedure for Lead (TCLP-Lead) (EPA
method 1311/1310/6010 or 7420) in accordance with USEPA SW-846 guidelines and
protocols (Table 1).

Analytical soil samples were delivered at the end of each workday by WCC personnel to
Environmental Science and Engineering, Inc. (ESE) in St. Louis, Missouri, a USACE
approved laboratory. Sample handling, documentation, and custody transfer were done in
accordance with USEPA SW-846 chain-of-custody protocols. Additional samples were
collected for Quality Control/Quality Assurance (QC/QA). The QC soil samples consisted
of sample duplicates, and matrix spike/matrix spike duplicates. These samples were each
collected at rates of 5 percent of the total number of samples collected, respectively, and
were also analyzed by ESE. The QA samples consisted of sample duplicates. These
samples were collected at a rate of 10 percent of the total number of samples taken and were
analyzed by USACE’s Missouri River Division (MRD) Laboratory.

In addition, soil samples were collected to determine the physical characteristics of the soils

underlying the Main Industry Property. The samples were analyzed by WCC’s Clifton, New
Jersey, Laboratory (WCC-Clifton). These samples were tested for: Grain Size Distribution,
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Atterberg Limits, and Moisture Content. Refer to Tables 2 and 3 for the soil sample
breakdown by location, depth, and collection frequency.

2.1.1 Main Industrial Property

From the previous investigation completed for the RI\FS, analytical results indicate several
areas of high concentrations of Total Lead on and around the Taracorp and SLLR piles. As
part of the PDFI, a soil sampling program was undertaken that would allow better definition
of the areal and vertical extent of areas where lead concentrations exceeded the clean up
standards for the Main Industrial Property of 1,000 ppm established in the ROD.

2.1.1.1 Sampling Locations

A total of 15 borings were drilled and sampled to define the horizontal and vertical lead
contamination in excess of 1,000 ppm. These included ten borings from the Trust 454
property, three borings from the BV&G Transport property and two borings from the Rich
Oil property. Surface and subsurface soil samples to a depth of 15 feet on the Main
Industrial Property were collected.

Three additional borings were drilled and sampled on the Taracorp property. Soil samples
were collected from these borings to determine physical characteristics and suitability of the
on-site soil for use as a cap or liner material for the Taracorp pile. Refer to Figure 4 for
boring locations.

2.1.1.2 Sampling Procedures

The test borings were advanced by using either a truck mounted Acker Mack 88 drill rig or
a truck mounted CME-7S drill rig. Drilling was conducted from November 15 through
November 22, 1991. The first six borings were advanced using 4 1\4 inch inside diameter
(1.D.) Hollow Stem Augers (HSA), and were sampled with a 2 inch I.D. stainless steel split
spoon sampler. Due to the amount of spoils generated by the 4 1/4 inch HSA’s, it was
decided to switch to 2 1\2 inch I.D. HSAs. The remaining 12 borings were drilled with the
smaller diameter augers. The spoils were disposed of onto the SLLR pile. 105 soil samples
were collected from depths of 0 to 15 feet and were analyzed for Total Lead (method
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3051 6019). 19 QC samples were collected for Total Lead duplicate analysis., and matrix
spike and matrix spike duplicate analysis. These samples were analyzed by ESE. 9 QA
samples were collected for duplicate Total Lead analysis and 6 QA samples were collected
for duplicate geotechnical analysis. These were shipped to the USACE-MRD. An additional
96 soil samples were collected and sent to WCC-Clifton for geotechnical testing (moisture
content, grain size distribution, and Atterberg Limits). No soil samples for Total Lead or
TCLP-Lead analysis were collected from the Taracorp property. Refer to Tables 3 and 4
for a sample summary with location, depth and frequency.

The soil samples collected were logged by a WCC geologist on boring logs using USACE
format. Each soil sample was homogenized. Then a 4 oz. plastic sample jar was filled with
a representative portion of the homogenized soil. The sample jar was then sealed with a
teflon lined cap. The jar was identified by a sample label containing the sample identification _
number, date and time of collection, depth interval, type of analysis, and sampler’s initials.
Soil samples for geotechnical analysis were collected in an eight ounce glass jar. The jar
lid was sealed with three wraps of electrical tape and documented in a similar manner to the
analytical samples. A sample collection sheet was completed for each sample collected. All
samples were logged on a chain of custody form that accompanied the samples to the
laboratory. The frequency at which these samples were collected is outlined in Table §.
After completion, the borings were tremie grouted to the ground surface with a
cement/bentonite mixture.

The Standard Operating Procedures (SOP’s) that were followed for soil sampling activities
in the Main Industrial Property included: soil sampling (SOP No. 1), sample identification,
handling, and documentation (SOP No. 5), decontamination (SOP No. 6), boring
abandonment (SOP No. 7), and identification and description of sampling points (SOP No.
9). These procedures can be found in the CDAP and the SSHP.

2.1.2 Adjacent Residential Area
Soil sampling in the Adjacent Residential Area within the cities of Granite City and Madison,

Illinois, was conducted from November 4, 1991 through December 10, 1991, from March
2, 1992 through May 27, 1992 and from August 12 and 13, 1992. (Figure 2). A hand
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augering apparatus was used to sample surface and subsurface soils to a depth of | foot.
5,011 soil samples were collected from the Adjacent Residential Areas. In addition 507 QC
and 507 QA samples were collected.

2.1.2.1 Sampling Locations

Soil sampling was conducted in the Adjacent Residential Area to determine the lateral and
vertical extent of lead contamination in excess of 500 ppm. Two hand auger borings (HAB)
were planned in each residential yard, with one in the front yard and one in the back. In
instances where a large portion of the yard was tilled, covered with asphalt, concrete, or no
front or backyard existed then only one boring was completed. In cases where an entire yard
was paved or tilled, no borings were completed. Whenever possible, borings were placed
away from any painted structures and out from under trees or drain spout runoff areas.
Boring locations were sketched in field logbooks or on pre-drawn 8 1/2 X 11 inch plats of
each residence (Appendix K). This information was later transferred to maps of the
residential areas having a scale of 1 inch = 50 feet.

One property that was sampled, 2317 Cleveland Avenue, is outside of the boundaries defined
in the ROD. Because of the resident’s concern about the potential effects on his family’s
health, the USEPA and USACE requested that WCC sample this location.

2.1.2.2 Sampling Procedures

Upon arrival at each house the members of each sampling team donned the appropriate
personal protective equipment (PPE). Required PPE consisted of Tyvek coveralls, rubber
boots, latex surgical gloves, nitrile outer gloves and safety glasses. A decontamination zone
was set up behind the work vehicle in the following manner:

] A large sheet of plastic bordered by large plastic orange warning cones was

laid out on the pavement behind the vehicle.  All the necessary
decontamination equipment was laid out on this plastic.
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. Two large wash tubs were used for an Alconox wash and clear water ninse.
Garden sprayers were used for an alcohol rinse and a final deionized water

rinse.
. A resealable bucket was used to store excess soil from the HAB's.
. Decontaminated sampling equipment and sample jars were placed in a plastic

divider box for transport to the residence.

Upon entering a property, WCC personnel attempted to speak with the resident to inform
them of the soil sampling to be conducted on their property. If no one was home, sampling
proceeded according to procedures outlined in the CDAP. Any resident comments or
concerns were documented in the field log book. At each boring, a 4 inch diameter sod plug
was cut and removed. The top 3 inches of soil were removed from the boring by eithes
using a 3 1/2 inch ID stainless steel hand auger apparatus or a stainless steel spoon. Each
person that collected and handled soil samples wore latex surgical inner gloves, then nitrile
outer gloves, with a second pair of latex surgical gloves over the nitrile outer gloves to
prevent cross contamination. The soil collected from the O to 3 inch depth interval was
placed into a stainless steel mixing bowl and homogenized using a large stainless steel spoon.
After the soil was homogenized, a 4 ounce sample jar was filled with a representative portion
of the homogenized soil. The jar was then sealed with a teflon lined cap and set aside. The
HAB team member removed the outer surgical gloves and replaced them with clean ones
before proceeding. The boring was then advanced to the 6 inch depth using a clean hand
auger bucket. The soil from the 3 to 6 inch depth interval was removed from the auger and
placed in another stainless steel mixing bowl and the process repeated. The boring was then
advanced to the 12 inch depth using a clean hand auger bucket, and the 6 to 12 inch sample
collected following these same procedures.

After all three soil samples were collected, the boring was backfilled to a depth of 6 inches
with bentonite chips. The boring was then filled to the ground surface with soil remaining
in the sample mixing bowls, using the soil collected from the deepest horizon first. After
the hole was backfilled the sod plug was replaced and all samples, bowls, spoons, and other
equipment were returned to the decontamination area. Sample jars were decontaminated and
labeled with pertinent information, labels taped, and sample jars placed in an iced cooler.
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Excess soil on the hand auger apparatus, bowls, and spoons was scraped into a resealable
tub along with any remaining soil from the boring. This excess soil was later disposed of
into a labeled drum located at the Taracorp pile. Soiled outer surgical gloves were placed
in trash bags for disposal.

Each HAB crew utilized multiple sets of hand augers. This allowed the second HAB
location on a residential lot to be sampled while the equipment from the first HAB was being
decontaminated. The equipment was decontaminated in accordance with SOP No. 6 from
the CDAP. The equipment was scrubbed in an Alconox wash, rinsed in clean tap water,
sprayed with isopropyl alcohol, and finally rinsed with double deionized water from a
pressurized hand sprayer. The clean equipment was placed in clean plastic bags and put into
a plastic tub so that it could be easily moved to another boring location.

While one member of the HAB team was collecting soil samples, a second team member
documented all samples and procedures in the field logbook, and noted boring locations and
details concerning the yard on the 8 1/2 X 11 inch residential plat. For sampling completed
during November and December, 1991, the residential plats were not yet available. For
properties sampled during this period, a sketch of each yard was made in the field log book.
Indicated on the sketch was the location and approximate size of the house, any sheds or
garages, and the location of any gardens or significant plantings. The location of each
boring was measured from two permanent features such as the comer of the house, garage,
a fence, or sidewalk. Also noted in the logbook were the sample identification number,
sample collection times, any contact with residents, weather conditions, levels of PPE, and
the names of HAB personnel and any visitors. After each sample was collected and
decontaminated, the HAB team member added the sample times to the sample labels,
wrapped the sample jars with clear wide tape, completed the sample collection field sheets
for the sample, entered the sample identification number on a chain-of-custody form, and
placed the sample in an iced cooler.

Prior to moving the decontamination area to the next location, the water from the
decontamination process was poured into a 100 gallon wastewater tank which was carried
in the vehicle. The wash tubs were then rinsed and placed in the vehicle. The contents of
the 100 gallon tank were emptied onto either the Taracorp or SLLR pile at the end of each
work day. The remaining equipment was placed into the vehicle and the plastic sheeting
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picked up and put into a plastic trash bag. After all of the decontamunation equipment was
broken down and loaded into the work vehicle, the members of the team then removed their
nitrile gloves. boot covers (if worn), Tyveks, and finally their surgical gloves. Disposable
PPE was then placed in a plastic trash bag and properly disposed of.

Standard Operating Procedures were followed for field activities including soil sampling
(SOP No. 1), sample identification, handling, and documentation (SOP No. §), calibration
and maintenance (SOP No. 1, and 3), and decontamination (SOP No. 6). boring
abandonment (SOP No. 7), and identification and description of sampling points (SOP
No. 9). Those procedures can be found in the CDAP and the SSHP.

2.1.3 Remote Fill Areas

In previous USEPA investigations and during the RUFS public comment period, it was ~
determined that the areas where hard rubber battery casing material from the Taracorp and
SLLR piles had been used for fill material were more extensive than presented in the RU/FS.

The USEPA had identified this type of fill material in the following areas:

o Five (5) alleys in Venice

o Six (6) areas in Eagle Park Acres

o Missouni Avenue (old Illinois Rt. 3)
. Schaeffer Road

. A farmer’s field near Sand Road

o 2230 Cleveland Avenue

During the course of the PDFI, three additional Remote Fill Areas were identified:
. 1628 Delmar Avenue
. 3108 Colgate Avenue

. 128 Roosevelt Street in Eagle Park Acres.

The location of these areas is shown in relation to the NL Site in Figures 2 and 3.
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2.1.3.1 Sampling Locations

A total of 72 soil borings were drilled and completed in the Remote Fill Areas using both
HAB’s and a truck mounted drill rig. A total of 85 soil samples were collected for Total
Lead and 52 for TCLP-Lead. In addition, 19 QC and 13 QA samples were collected. Due
to their variability, specific sampling programs were developed for each of the Remote Fill
Areas. Descriptions of sampling locations for each of these areas follows.

2.1.3.1.1 Venice Alleys Five alleys in Venice, Illinois, have been documented by USEPA
personnel to have fill material present containing rubber battery casing material (Figure 5).
A total of 20 borings were completed in the five alleys to delineate the vertical extent of the
remote fill. To delineate the areal extent of the remote fill, a visual inspection was
completed in each of the five alleys. Two soil borings were completed in the unpaved
portions of the alley between Broadway Street and Lincoln Street (Figure 6); five borings
in the alley between Hampden Street and Abbot Street (Figure 7); four soil borings in the
alley between Granville Street and Weber Street (Figure 8); four soil borings in the alley
between Klein Avenue and Oriole Street (Figure 9); and five borings in the Slough Road

Alley (Figure 10).

2.1.3.1.2 Eagle Park Acres A total of nine of the properties were sampled in the Eagle
Park Acres subdivision (Figure 11). Eight of these were identified by USEPA prior to this
investigation:

. 108 Carver

o 111 Carver

o 202A Harrison
o 203 Harrison
o 205 Harrison

° 100 Hill
o 203/205 Terry
o 208 Terry

The ninth property, 128 Roosevelt, was brought to the attention of WCC personnel by the
residents of Eagle Park Acres. To estimate the areal extent of fill in each of the lots
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imvestigated in Eagle Park Acres. a visual inspection was completed at each of these
properties. To estimate the depth of fill, two HAB's were completed at 108 Carver, 111
Carver. and 100 Hill; three HAB’s at 205 Harrison, and 128 Roosevelt; four HAB's at
202A Harmson. 203 Harrison,and 203/205 Terry; and five HAB's at 208 Terry. Figures
12 through 19, are maps of each of these properties indicating the areal extent of the fill
material and the HAB locations.

2.1.3.1.3 Missouri Avenue At this location fill material from the Taracorp pile was used
as paving material for parking areas for trucks and farm equipment. To determine the
vertical extent of the remote fill material in several locations on this property four HAB's
and three drill rig borings were completed. A visual inspection was conducted to determine
the areal extent of the fill material. Figure 20 is a map of this location indicating the extent
of the fill material and the locations of both drill rig borings and HAB's.

2.1.3.1.4 Qther Remote Fill Areas Several other Remote Fill Areas were investigated.
Two of these were north of Granite City in farmers fields at Sand Road and Schaeffer Road.
The other three areas were at residential locations within Granite City: 2230 Cleveland
Avenue, 3108 Colgate Avenue, and 1628 Delmar Avenue. To determine the depth of remote
fill, HAB's were completed at Sand Road, Schaeffer Road, 2230 Cleveland Avenue, and
1628 Delmar Avenue (three at each location); Four HAB's were completed at 3108 Colgate
Avenue. Visual inspections were completed at each property to determine the area extent
of the fill material. Figures 21 through 25 are maps of each of these properties indicating
the extent of the fill material and the HAB locations.

2.1.3.2 Sampling Procedures

2.1.3.2.1 Venice Alleys. Borings in the Venice Alleys were completed using a CME-75
truck mounted rig with 2 1/2 inch I.D. HSA’s. Continuous split spoon samples were taken
for visual inspection to a depth of 1 foot below the base of fill using a 2 inch I.D. stainless
steel split spoon sampler. Twenty borings were completed with a total of ten analytical
samples (two per alley) collected from within the fill material for TCLP-Lead analysis. One
QC sample was collected and delivered to ESE for analysis. One QA sample was collected
and shipped by express courier to USACE-MRD. The Venice Alley samples were collected,
documented, and transported using the same procedures and protocols discussed in Section
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2.1.2.2. Boring logs are included in Appendix C. The borings were backfilled with
bentonite chips upon completion. The spous from the borings were drummed and taken to
the SLLR pile. The drum was labeled and secured.

2.1.3.2.2 Eagle Park Acres. All of the sampling in Eagle Park Acres was completed
using HAB's. The use of a drill rig was not required in this area. Each HAB was advanced
to a depth of approximately 1 foot below the base of fill. The depths at which samples were
collected was dependent on the thickness of fill present at each location. The same HAB and
sample collection procedures and protocols that were utilized in the Adjacent Residential
Areas were used here (Section 2.1.2.2). A total of 72 samples were collected for Total Lead
analysis and 25 samples collected for TCLP-Lead analysis. Six QC samples and nine QA
samples were also collected. These were sent to ESE and USACE-MRD, respectively, for
analysis. These samples were documented and transported using the same procedures and
protocols discussed in Section 2.1.2.2. Boring logs are included in Appendix C. i

- 2.1.3.2.3 Missouri Avenue. Both HAB apparatus and a drill rig were used to complete the
sampling program at the Missouri Avenue remote fill location. HAB sampling was
conducted on December 10, 1992. Drill rig borings were completed on June 29, 1992. It
was necessary to utilize a drill rig to complete the sampling program due to the presence of
smelter slag in the fill. The HAB apparatus was unable to advance through this material.
A total of four HAB’s and three drill rig borings were completed at this location (Figure
20). Eight samples were collected for TCLP-Lead analysis and delivered to ESE for analysis
according to the same procedures and protocols discussed in Section 2.1.2.2. No QC or QA
samples were collected. Boring logs are included in Appendix C.

2.1.3.2.4 Qther Remote Fill Locations. At Sand Road, Schaeffer Road, 2230 Cleveland
Avenue, 3108 Colgate Avenue, and 1628 Delmar Avenue, all sampling was completed using

HAB'’s. Schaeffer Road sampling was completed in December, 1991, while sampling at the
other four locations was completed during the spring of 1992. A total of 13 samples were
collected from these locations for Total Lead analysis, while 21 samples were collected for
TCLP-Lead analysis. Samples were delivered to ESE for analysis. Two QC and three QA
samples were collected and sent to ESE and USACE-MRD, respectively, for analysis.
Sample collection procedures and protocols followed were as described in Section 2.1.2.2
of the report. Boring logs are included in Appendix C.
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2.1.4 Sample Tracking System (STS)

A computerized Sample Tracking System (STS) was utilized to organize and manage the
sampling process. With the CDAP and QAPP as input, the Sample Tracking System was
used to report holding times for each field collected analytical sample by analysis. matrix,
and location. The sample tracking system also specified the required number of QA/QC
samples based on the number of samples collected to date and the QAPP sampling
requirements.

The STS is a relational database management system allowing the Sample Custodian to
perform queries on data. A unique sample ID, composed of the sample’s matrix, location,
depth, data, and type, allowed for easy sample tracking (See SOP No. 5 in the CDAP).

The STS allowed the Sample Custodian to track the samples from sampling request to receipt
at lab, to receipt of the laboratory results. The STS was used to track holding times and the
number of actual samples (sample, duplicate, field blank, matrix spike, and matrix spike
duplicate) taken.

The STS has the ability to handle several rounds of data for a project, as well as more than
one lab for analysis. The ability to track re-samples is also provided, allowing the Sampling
Custodian to track the re-sampie back to its original sample. This may prove extremely
useful if additional sampling is required for this project.

2.1.5 Property Access Organization And Assistance

During the fall of 1991, at the request of the USEPA and USACE, WCC provided assistance
in identification and verification of residential property address information for properties
to be sampled within the study area. The initial address information provided to WCC by
the USEPA consisted of photocopies of property tax records obtained from the Granite City
and Madison tax assessor’s offices.

This information was organized by WCC personne! alphabetically by street, then by
ascending house number. Copies of airphoto based tax maps were purchi :d from the
Madison County tax office. Each individual residence identified in the USEPA property
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records was plotted on the tax maps. By reviewing the tax maps and corresponding tax
classification codes on a lot by lot basis, additional residential properties previously not
identified by USEPA were added to the access list. This increased the total number of
residential properties in the sampling area from approximately 1,250 to 1,595. The status
of property access for soil sampling as indicated by the USEPA was noted for each property.
The property list with owner, resident, and access information was entered into a Property
Access Computer Database. This greatly simplified sorting and updating when additional
listings were requested, or when additional property access was received and needed to be
added to the database. A copy of the property list is included in Appendix F.

A listing of the residential properties that had not been included in the original USEPA list,
as identified by WCC, was forwarded to the USEPA on November 22, 1991. The USEPA
then attempted to contact the owners of these properties requesting access to the properties
for the purpose of collecting soil samples. o

Information concerning additional property access was incorporated into the database by
WCC as it was received from USEPA between November, 1991 and July, 1992. The
information received from USEPA consisted of copies of the access agreements completed
by the owners of property within the sampling area. Both positive and negative responses
were included. This information was entered into the database and incorporated into the
project file.

Additional assistance was provided to USEPA by WCC during April and May, 1992. This
involved contacting by telephone those property owners who had not responded to the
Written USEPA requests for property access. Both WCC and USEPA personnel were
involved in this effort. This information was also incorporated into the database.

An additional attempt to gain property access by telephone contacts was made by WCC
during August, 1992. Additional access was required for several residential decision units
where additional sampling was required to make a valid remediation assessment. Access was
obtained for an additional 13 properties.

A final property access status report was generated by WCC and forwarded to the USEPA
on August 20, 1992. The reported included four lists:
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. Resident owned properties, Granite City
. Rental properties, Granite City
. Resident owned properties, Madison

. Rental properties, Madison
As much of the following information as was available was included in the list:

. Property address

° Landowner’s name and address

. Leasee’s name and address, if applicable

. Property access status

. Property sampled by WCC?

. Comments (eg - duplex, paved, abandoned, vacant, etc.)

As a result of combined USEPA and WCC efforts, access for soil sampling was obtained for
and soil sampling attempted on a total of 898 of the 1,595 residential properties identified
within the study area. Of these 898 properties, 54 could not be sampled because the entire
yard was either pavement, gravel, or under cultivation.

2.2 GROUNDWATER INVESTIGATION

Four additional monitoring weils were installed in the area of the Main Industrial Property
to better determine the vertical extent of possible groundwater contamination (Figure 4).
One weil, MW-103-91 was installed in November, 1991. The other three wells, MW-104-
92, MW-109-92, and MW-111-92 were installed during June, 1992. MW-104-92 was a
replacement for MW-108-92. MS-111-92 was installed at 1628 Delmar Street, one half
block north of the Taracorp property, as a deep upgradient background well. MW-108-92
was drilled to a depth of 25 feet where petroleum residue was encountered at the top of
groundwater. Soil and water samples were collected for laboratory analysis prior to
abandoning the borehole.

Based on groundwater data from existing on-site monitoring wells, the RI/FS concluded that
contaminant concentrations in wells on the Main Industrial Property were comparable to
levels found in the upgradient background wells. The four new wells were drilled and

89° Sriev Page 20 March 24, 1993



Woodward-Clyde
Consultants

installed to depths of 69 to 72 feet (approximately 50 feet below the top of groundwater) to
evaluate the possibility of any deeper groundwater contamination. Well drilling, installation.
and development logs are provided in Appendix D.

2.2.1 Monitoring Well Installation

The monitoring wells were drilled and sampled with a truck mounted CME-75 drill rig.
MW-103-91, was advanced using 4 1/4 inch HSA's. Due to difficulties encountered during
the installation of MW-103-91, the remaining three wells were advanced using 6-1/4 inch
HSA’s. All drilling, sampling, installation, and development was performed under the
supervision of a WCC Geologist or Engineer. Soil samples were collected at 5 foot intervals
to define the physical characteristics and lithology of the formation. For MW-104-92, MW-
108-92, MW-109-92, and MW-111-92, analytical samples were collected every 3 feet to a
depth of 25 feet. These samples were delivered to ESE in St. Louis for Total Lead analysis. -
A two inch L.D. stainless steel split spoon was used for sampling. Two geotechnical soil
samples were collected from the middle of the screened intervals of each well. One sample
from each well was shipped to WCC-Clifton for grain size analysis, while the other sample
was shipped to the USACE-MRD.

Each monitoring well was drilled to a depth of approximately 70 feet. Due to problems
encountered with heaving and running sand while drilling, water was continually added
through the top of the HSA's to attempt to maintain a positive head on the well to minimize
the sand run up into the bottom of the HSA’s. This additional water added to the formation
was produced back from each well during development in addition to that required for well
development purposes. Boring logs from the four monitoring wells are included in
Appendix D.

After each well was advanced to its total depth, the monitoring well was installed inside the
HSA’s. The monitoring wells were constructed of 2 inch I.D. stainless steel 304 casing and
a 10 feet section of stainless steel 304 continuous wire wrap 0.010 inch slot well screen.
Stainless steel centralizers were installed 2 feet above the screen, and 27 feet below ground
surface in MW-103-91. Due to problems encountered while installing the filter pack and
bentonite seal in MW-103-91 and in MW-109-91 the upper centralizer was eliminated on the
other two wells.
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The filter pack was installed through the augers using a tremie pipe. The filter sand was
slowly poured into a funnel attached to a tremie pipe and then washed down to the bottom
of the well. For MW-103-91, a 1/2 inch diameter tremie pipe was used; however, due to
bridging problems, a 1 inch diameter tremie pipe was used for the other three wells. A
medium grained number 4/16 silica sand was used as filter pack material on MW-103-91.
Due to turbidity during the development of MW-103-91, aumber 20/40 silica sand was used
as filter pack material on the other three wells. The augers then were bumped up several
inches at a time to allow the sand to fall into the open hole around the well screen. The
filter pack was installed to a depth of 2 feet above the top of the screen. A 1 foot layer
(minimum) of buffer sand was placed on top of the filter pack. A bentonite slurry seal
approximately 5 to 6 feet thick was installed above the buffer sand. A slurry seal was used
instead of bentonite pellets due to the depth of the well, the height of the water column, and
the risk of the pellets creating a bridge around the centralizers. The bentonite slurry was
allowed to set for a minimum of 4 hours. The remaining annular space was then grouted
to the ground surface with a cement/bentonite mixture.

After the grout was allowed to set overnight, any remaining borehole void was grouted with
cement to the ground surface. A well protector with a locking cap was installed over
monitoring well MW-103-91. A flush mount water meter type protective cover was installed
over the other three monitoring wells. A 3 foot square by 4 inch thick concrete pad was
poured around the well protector. Three 2 inch by § foot protective steel cement filled posts
were placed around MW-103-91 and concrete pad for added protection. Protective posts
were not installed around the flush mount completions. Refer to SOP No. 2 in the CDAP
for detailed procedures and specifications for monitoring well installation. Upon completion
of each well, the spoils were placed onto the Taracorp or SLLR pile. Monitoring well
installation logs are included in Appendix D.

As required by the CDAP, the four wells were registered with the Illinois Department of

Health in Springfield, Ilinois. Copies of the well construction reports that were filed are
included in Appendix D.
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2.2.1.1 Monitoring Well Development

Before beginning well development procedures, water level, total depth, and riser height
measurements were verified, and well volumes were calculated by a WCC
Geologist/Engineer. Water quality instruments such as the pH meter, salinity-temperature-
conductivity (SCT) meter, and turbidity meter were properly serviced and calibrated, and
calibrations documented in the appropriate field logbook. The development technique that
was utilized involved alternately surging and pumping the well until the development water
parameters stabilized and water turbidity was reduced to acceptable levels. The water
produced during the development of these four wells was discharged onto either the Taracorp
or SLLR piles.

Monitoring well MW-103-91 was developed during the week of December 5, 1991. The
initial development procedure involved alternate surging then pumping with a gasoline
powered centrifugal pump. The pump was set up downwind to minimize any potential
impact on water samples from the well. The pump discharged water at a constant rate of
2.5 gallons per minute (GPM). Pumping at this rate did not induce any measurable
drawdown. While pumping, the intake hose was moved up and down across the entire
screened interval. Water samples were collected and field parameters (pH, temperature,
conductivity, turbidity) were measured every five to ten well volumes. The results were
documented on the well development forms. These completed forms are included in
Appendix D. The well continued to be developed until ail the field parameters stabilized
and were reproducible to within 10 percent over three consecutive sets of readings.
Approximately 630 gallons of water were removed over a 6 hour period using this
procedure. As specified in SOP No. 3, the last five well volumes (approximately 45 gallons)
were removed by hand using a stainless steel bailer. The water was very clear while
pumping, but became turbid again while the final bailing was being performed. After
consultation with USACE personnel, it was decided to continue development using a 2 inch
diameter electric submersible pump. It was hoped that the use of the higher capacity pump,
with flow rates up to 9 GPM, would more effectively develop the well.

As with the centrifugal pump, the generator was set up downwind to minimize any potential
impact to the well. The submersible pump was set above the screened interval.
Development was resumed using the submersible pump with periodic surging, and continued
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until rield parameters had restabilized and were reproducible to within 10 percent over three
consecutive sets of readings. An additional 1,080 gallons of water were removed over a 3
hour period. No measurable drawdown was noted. Oance the field parameters had
stabilized, an additional five well volumes were removed by hand using a stainless steel
bailer. As had occurred previously, the bailer acted to surge the well and mobilized fines
from the formation, thus causing an increase in turbidity. This was after approximately
1,710 gallons of water had been produced over a two day period. After additional
consultation with USACE personnel, it was decided that due to the well graded sand within
the screened interval and limitations on the pumping rate in the small well diameter,
complete well development in a reasonable timeframe was not feasible. However, MW-103-
92 was sufficiently developed to yield representative samples and valid analytical results.
WCC was instructed to discontinue development at that point.

The remaining three wells, MW-104-92, MW-109-92, and MW-111-92, were developed ~
from June 22 through June 29,1992. The same procedures were followed using a 2 inch
submersible pump. During the course of development, approximately 1,680 gallons of water
was produced from MW-104-92, 2,280 gallons from MW-109-92, and 1,020 gallons from
MW-111-92. Each well was developed until the well parameters stabilized to within 10
percent for at least three sets of readings. Once stabilized, as specified in SOP No. 3, a
minimum of five well volumes were removed from each well using a stainless steel bailer.
As with MW-103-91, the bailer acted to surge the well and mobilize fines from the
formation, thus causing an increase in turbidity in each of the wells. Pumping and surging
was resumed until the parameters restabilized. When an additional five well volumes were
removed by bailing, there was an increase in turbidity. As with MW-103-91, WCC, in
consultation with USACE personnel decided that complete development could not be
accomplished in a reasonable timeframe, and development was discontinued; and as with
MW-103-91, development was sufficient to yield representative samples and valid analytical
results.

2.2.2 Groundwater Sampling

Groundwater sampling was conducted on July 13,14, and 15, 1992, by WCC personnel.
Twelve of the 18 monitoring wells were purged and sampled. Eight of those were existing
wells on or near the Taracorp property. The eight existing wells were constructed of 2 inch
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[.D. PVC screens and risers, and were generally 25 to 35 feet in depth. The four 2 inch
1.D. suainless steel, 70 feet deep wells installed by WCC, were also sampled. Four of the
existing wells, MW-102, MW-105§, MW-106S, and MW-108S were dry, with screen
settings of 20 to 25 feet, and could not be sampled. Two of the existing wells, MW-103S
and 105D, were bent and damaged and could not be sampled. A well information summary
table is included in Appendix D. QA/QC samples were collected in accordance with the
CDAP (Table 2).

2.2.2.1 Field Procedures

Prior to initiating any intrusive activities at a well site, the sampling team would don a
polycoated Tyvek, latex undergloves, and neoprene outergloves. The well cover was
unlocked or the flush mount cover removed. A member of the sampling team lowered an
electronic water level indicator into the well to measure the water level and total depth of
the well from the top of the riser. The indicator was decontaminated with deionized water
as it was removed from the well casing. Conductivity and pH meters were calibrated with
prepared standards and both PVC and stainless steel bailers were decontaminated prior to
use. The decontamination procedure consisted of a wash in Alconox soap and a tap water
rinse, followed by an alcohol rinse and a final deionized water rinse.

A new length of clean nylon rope was attached to a PVC bailer. For the existing wells, the
PVC bailer was used to purge a minimum of five well volumes from the well. The purge
water was placed in a 100 gallon waste water tank to be disposed of on the Taracorp pile.
After purging, the rope attached to the PVC bailer was switched to a stainless steel bailer
for sampling. Sample jars were filled, in order, for volatiles, semi-volatiles, pesticides and
PCB’s, and metals. If required, bottles for QA/QC were also filled. A separate jar was
filled to measure field parameters (pH, conductivity, temperature, and water clarity). The
sample jars were decontaminated, dried, and labeled as specified in SOP No. 3. Samples
were then packed in iced coolers to be maintained at a temperature of 4 degrees C. Field
sampling sheets were completed for each sampie. Information on sampling sheets included
the time of sampling, sampling team members initials, and required analysis.
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Both bailers were then decontaminated in accordance with SOP No. 6. The used rope and
used PPE equipment were put into plastic trash bags for proper disposal. The well was
locked and the flush mount cover reinstalled where necessary.

In the case of the four newly installed wells, a submersible pump was used instead of a
bailer to purge the five well volumes. In these instances, a water level was first measured
in the well. An electric generator was set up downwind from the well. A new length of
nylon rope and Tygon tubing was attached to the pump assembly. This assembly was then
lowered into the well after being connected to the pump power converter and generator.
After the removal of the five well volumes, the Tygon tubing and pump cable were
decontaminated and the nylon rope was switched to a decontaminated stainless steel bailer
for sampling as in the previous method.

At the end of each day of sampling, chain-of-custody forms were completed and the sample- -
jars packed in iced coolers for shipment to Ortek Laboratories, in Green Bay, Wisconsin via
Federal Express priority overnight delivery. QA samples collected each day were packed
in iced coolers and shipped to the USACE-MRD, via Federal Express priority overnight
delivery.

2.2.3 Permeability Testing

Aquifer permeability testing was performed on the four new monitoring wells installed by
WCC at the NL Site on July 21, 1992. Slug testing was conducted by WCC personnel to
determine the in-situ hydraulic conductivity of the screened interval of each of the wells.
This was accomplished by displacing a known volume of water within the well and recording
the water level recovery with respect to time. Displacement was achieved by dropping a
solid stainless steel or PVC slug into the well causing a sudden increase in water level.
Water level changes are measured with a pressure transducer and recorded as a function of
time with a digital data logger. Rising head tests are performed in the same manner by the
rapid removal of the slug and the recording of the subsequent recovery in water level. Data
was recorded using a Hermit data logger model 1000C. The slugs used were a 4 foot
stainless steel slug and an 8 foot PVC slug. After the first test was run on MW-103-91
ysing the stainless steel slug, it was decided to use the PVC slug in order to produce a larger

displacement.
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After measuring the initial water level in the well. the transducer was placed a minimum of
10 feet below the water level. A new length of nylon rope was attached to the slug. The
rope was of sufficient length to submerge the slug | foot below the water level when dropped
from a height of 4 to 5 feet above the static groundwater level.

After connecting the Hermit, the slug was dropped into the water producing an
"instantaneous” rise in the water level. The fall in head as a function of time was then
recorded by the data logger. The slug was not removed until the data logger indicated that
the water level in the well had re-equilibrated and that the test was complete. The slug was
then rapidly removed from the well in order to produce a drop in the water level. The
Hermit was disconnected after indicating that the water level had re-equilibrated and the test
was complete. The slug was then removed from the well and decontaminated. The used
rope was discarded and rcplaced'with a new clean length of rope prior to testing the next
well. The estimated hydraulic conductivities measured for each well are shown in Table 6- -

.2.3  RESIDENTIAL HOME INSPECTION SURVEY

In the affected residential areas, a visual inspection of the interior of a resident’s home was
conducted to identify possible sources of lead exposure when requested by the resident. The
interior home surveys were voluntary, and appointments were scheduled at a time convenient
for each resident. Names and addresses of residents who requested inspections were
provided by the USEPA. A visual inspection of the interior of each home was conducted
under the direction of an EPA Certified Lead Paint Inspector and a Certified Industrial
Hygienist. The inspection results were summarized and provided to the residents of each

home after USEPA review.
2.3.1 Residential Contact Procedures
The residents that had requested an inspection were contacted to schedule an appointment

time. The contact procedures that were followed were those identified in SOP No. 11 in the
CDAP.
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A letter was sent to the resident and non-resident owners approximately three weeks prior
to the inspection. This letter explained the intent and scope of the home survey. A sample
of a letter that was sent to residents is included as Appendix J.

Approximately one week after the letters were sent, WCC initiated attempts to contact the
resident or non-resident owners by telephone. As many as four attempts were made. if
necessary. These calls were made at various times during the day and evening to allow for
varying work schedules. If no phone number was available for a resident, the resident’s
home was visited to attempt to contact the resident in person.

Upon contacting a resident, WCC verified the resident was interested in an interior home
inspection, and an appointment was scheduled for an inspection. Appointments were
scheduled to accommodate the resident’s scheduling needs. Appointment times varied from
8:30 a.m. to 7:00 p.m. during weekdays and from 9:00 a.m. to 3:00 p.m. on Saturdays._-
Contact attempts and appointments were documented and recorded in the survey tracking

system.

WCC attempted a minimum of four telephone contacts unsuccessfully for 45 residents or
landowners and conducted fifteen resident visits where no  :phone number existed. Ninety
residents of Granite City and 41 residents of Madison wh. .1ad requested a home inspection
decided not to have their homes inspected when contacted by WCC. 212 of the home
inspections that were scheduled were actually completed. An additional seventeen home
inspections were scheduled but could not be completed. Table 7 lists number of contact
attempts, home inspections completed, home inspections attempted, and letters sent to
residents.

2.3.2 Inspection Procedures
To conduct the interior home inspection, the inspectors followed the procedures outlined in
SOP No. 11. The inspections were performed by an EPA Certified Lead Paint Inspector or

a Certified Industrial Hygienist or both. Occusafe, Inc. conducted the inspections under
subcontract to WCC.
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Prior to conducting any home inspections, the two-person team was briefed on site heaith
and safety requirements applicable to their task, general site information, inspection
requirements, information to be provided to the residents, and types of residential questions
to refer to the USEPA. Each day the crew was briefed with appointment times and locations
of the homes to be surveyed.

For each inspection, the inspectors would identify him/herself to the resident with an ID card
and give a brief description of the project and the inspection procedures. One team member
would obtain and verify the following information on the residents at that address:

. Resident name, address, and phone number

o Landlord’s name, address, and phone number

. Number of years living in house

. Number of residents living in home -

The second teamm member would question the resident regarding paint and plumbing
renovations. With the resident accompanying them, the team members would visually
inspect paint and plumbing conditions for each accessible room. General housekeeping
conditions were also noted. These included dust, furniture, and carpet conditions. The
findings were recorded on the home inspection form; a sample completed form is included
as Appendix J. Each inspection took approximately 20 to 30 minutes.

Internal quality control was performed by WCC personnel by accompanying the home
inspectors during several home surveys throughout the project. Quality control checks
included: '

. Proper identification and communication between the inspectors and the
residents

° Complete, consistent, and accurate visual inspection

| Professional conduct

After completion of the home inspection survey forms, each form was checked for
completeness and clarity by WCC personnel.
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2.3.3 Inspection Reports and Results
Home inspections were completed during the following periods:

. November 19 - 21, 1991
. December 2 - 5, 1991

. April 28 - May 2, 1992
. May 5 - 6, 1992

One Saturday, May 2, 1992, was scheduled to accommodate the residents needs. Home
interior inspections were completed for 212 residences (Table 7). Seventeen additional
inspections were attempted, but for unknown reasons the residents were not present during
their scheduled appointment time. WCC attempted to contact the "no show" residents again
to attempt to reschedule an appointment time. After two "no shows" by a resident; ~

inspection attempts were stopped.

For each completed inspection, a summary and recommendation letter was sent to the
resident and non-resident owner (if applicable). The summary letter included:

. Address of home inspected
. Potential lead sources
o Summary of paint and plumbing conditions identified in the inspection.

A fact sheet was attached to the inspection summary letter which listed recommendations to
reduce potential lead exposure. The recommendations were provided by an USEPA - Region
V toxicologist. Dependent on the inspection results, the recommendations that were
applicable to the resident were identified on the fact sheet.

Each summary and recommendation letter was forwarded to the USEPA for review and
signature. An example of a typical summary and recommendation letter is presented in
Appendix J. A total of 191 letters were sent to residents and 76 to non-resident owners.
Both tenant and landowner received resuits if the home was rental property. The names and
addresses of residents and non-resident owners who received these letters are included in
Appendix J.
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2.3.4 Home Survey Tracking System

WCC utilized a computer tracking system to assist with scheduling, management, and report
generation of this task. The tracking system kept record of the following items:

° Resident name, address, and telephone number

o Landowner name, address, and telephone number if rental property

o Home inspection access

. Contact attempts - time, date, method, if contacted, by whom, and comments
o Appointment date - time, date, instructions for inspectors and by whom

o Inspection attempt completed

A detailed summary of this information for each resident has been included in the project

file. Information for each resident includes:

o Home inspection appointment log form
o Home inspection survey form (if completed)
. Summary and recommendation letter (if completed)

o Detail report of survey tracking system
An example of a typical resident file is included in Appendix J.
2.4 FIELD SURVEYS
2.4.1 Aerial Survey and Photogrametric Mapping

An aerial survey of the Main Industrial Area and Adjacent Residential Area of the NL Site
was completed by WCC'’s contractor, Surdex, in August, 1991. The 1927 North American
Datum State Plane was used as the ground control datum. The deliverable items generated
from this survey included:

o Topographic maps of the Main Industrial Property drawn at a scale of one
inch = 30 feet with a 1 foot contour interval on paper and in digital
Intergraph format.
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. Planimetric maps of the Adjacent Residential Areas drawn at a scale of | inch
= 50 feet on paper and in digital Intergraph format.

. One 8 1/2 x 11 inch plat of each residential lot that was included in the
original sampling plan (Appendix K).

. Aerial photographs that were taken during tﬁe August, 1991 aerial survey.

All of the deliverables from this tasks will be delivered to the USACE Project Manager (PM)
at the conclusion of the project.

2.4.2 Ground Survey

The ground surveys consisted of three parts: a field survey performed by WCC personnel ~
to locate HAB's, an instrument survey of soil borings and well locations on the Main
Industrial Property and Remote Fill Areas, and a supplementary ground survey used for the
planimetric mapping based on the aerial survey.

The majority of the field survey was completed by WCC personnel as part of the sampling
documentation process. Each HAB was referenced to at least two fixed points on that lot.
For vacant lots where reference péints might be difficult to relocate in the future, HAB’s
were referenced to fixed points on neighboring lots. These measurements and the HAB
locations were then depicted on the 8 1/2 x 11 inch plats.

For borings and monitoring wells located in the Main Industrial Property and Remote Fill
Areas, WCC personnel located the boring and well locations by placing a wooden stake and
wooden lathe in the ground at the location. Pertinent information was written on the lathe.
The contract ground survey team then used these markers to locate the borings and wells to
be surveyed.

The survey of borings in the Main Industrial Property and Remote Fill Areas was conducted
by L.G. Zambrana Consultants of St Louis, Missouri, while the supplementary ground
survey for planimetric mapping was conducted by County Engineering of Warrenton,
Missouri. The locations of the soil borings and the monitoring wells were established to the
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nearest foot. The elevations of the soil borings were established to the nearest 0.1 foot. The
elevations of the monitoring well risers was established to the nearest 0.01 foot.
Supplementary survey data included: curb and gutter elevations, building corner elevations,
and manhole and drainage inlet locations and elevations. The final deliverables were:

o Survey field notes, a plot of the ground survey points

o a listing of the points coordinates with respect to the 1927 North American
Datum State Plane

. survey plot in digital Intergraph format on computer disk

The digital Intergraph format allowed the ground survey information to be incorporated
directly onto the 1 inch = 30 foot Main Industrial Property maps.

All ground survey data and field documentation is included in Appendix H.
2.5 FIELD DOCUMENTATION

Field documentation was sufficient to reconstruct the details of the sampling process without
relying on the memories of the field team members. This documentation included the
following items.

2.5.1 Sample 1.D., Documentation, Handling

2.5.1.1 Sample Identification Codes

Each sample was assigned a unique sample identification. The identification consists of
sample matrix code, street code, lot number, boring number, sample depth code, and sampie
type. The codes are listed in Table 8 with their appropriate description. An example
follows to demonstrate the operation of the sample identification:

SMP1629200B0OOL.

S Sample Matrix (In this case, the sample matrix is soil)
MP  Street Code (In this case, the sample location is on Maple Street)
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1692 Lot Number (In this case, the sample was taken at lot/house number 1692.)
2 Boring Number (In this case, the sample was taken from the 2nd boring on the

property)
00B  Sample Depth (In this case, the sample was taken between 3 to 6 inches from the

boring indicated)
O0OL  Sample Type (In this case, the sample was analyzed for Total Lead)

2.5.1.2. Sample Collection Field Sheets

Sample collection field sheets were completed at the time that samples were collected. The
field sheets contained pertinent information concerning the location of the sampling site, the
date sampled, the WCC sample number, the sample matrix (soil or groundwater), the time
sampled, the samplers initials, a description of the sample container, analysis requested, and
type of sample preservation. Space was included for QA/QC data, the Federal Express
airbill number, and the name and address of the analytical laboratory. The member of the
field team responsible for documentation would fill in the time sampled, date shipped, and
sign the form at the time of sampling.

2.5.1.3 Chain-of-Custody Procedures

Chain-of-custody (COC) protocols were followed in both the field ind laboratory in order
to properly document the possession and transfer of the samples from collection to storage,

analysis, and disposal.

2.5.1.3.1 Field Procedures, At the time of sample collection the COC form was completed
for the sample collected. The sample identification number, sample date, sample time, size
of sample container, analysis requested, sample preservation, and the sampler’s signature
were recorded on the COC form along with any pertinent remarks for the laboratory.
Separate COC forms were completed for samples going to ESE, and for the samples going
to the USACE-MDR for QA analysis. Corrections to the record were done with a single
strike mark, dated, and initialed. Entries were in ink.

Upon return to the field office at the end of the day, the sample count was verified and each
sample was checked against the COC record to ensure that sample numbers and sample times
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were correct. The person relinquishing custody of the samples then signed and dated the
COC record. A Federal Express airbill was then completed for those samples sent to the
USACE-MRD for QA/QC analysis. The airbill number was recorded on the COC record
and the COC record was then placed inside a Ziploc-type plastic bag and taped to the inside
of the cooler lid. Samples going to ESE were delivered by WCC field personnel. The COC
record was signed and dated by the person relinquishing the samples and the person
delivering the samples. The record was then placed in a Ziploc-type bag and taped to the
inside lid of the cooler. Two custody seals were signed and dated. One seal was placed on
each side of the cooler so that the cooler could not be opened without breaking the seals.
The coolers were then securely closed using fiberglass strapping tape. A copy of the COC
form was retained by the sampling team for the project file and original was sent with the
samples. A copy of the Federal Express airbill was also retained as part of the
documentation for the COC records.

2.5.1.3.2 Laboratory Procedures, Upon arrival at the lab, the sample cooler was opened
by cutting the custody seals and strapping tape. The sample count was verified and the COC
record signed and dated. The time the samples were received was added to the COC by the
person delivering the samples for WCC and the person receiving the samples for the
laboratory. Any discrepancies or errors on the COC were reported to the WCC Field
Operations Manager or WCC task leader by the laboratory sample custodian for clarification
or resolution. The samples were then placed into the laboratory walk-in cooler for storage
prior to analysis. Copies of COC’s are included in the appropriate data report from the
laboratory.

2.5.2 Field Logbooks

Bound field logbooks were used to record field data, sample collection activities, pertinent
observations and resident contacts. Field books were maintained for each field activity. The
books contained sequentially numbered pages with an index at the front. Information in the
index included the street address of each sample location and the page within the book on
which the information could be found. At the beginning of each day the arrival time at the
sample location was entered along with samplers names, type of personal protective
equipment, and a brief summary of the weather. Each individual entry contained the
property address, documentation of any contact with residents, a description of the location
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of each boring, sample numbers and sample collection times. HAB field books from the fall
of 1991 included a sketch of the property showing the house, any garages or sheds, trees.
gardens, paved areas, fences, and the boring locations. For HAB sampling conducted during
the spring of 1992, 8 1/2 x 11 inch plats of each property were provided for recording this
information. At the end of each day a list of all SOP’s followed during sampling activities
were added along with the signature of the person recording the information. Entries into
log books were made in ink and any mistakes were crossed out with a single line and dated
then initialed. A similar fieldbook was maintained for activities relating to monitoring wells,
industrial area borings and remote fill borings.

2.5.3 Boring and Well Logs

WCC personnel completed a soil boring log at the time of sampling for each boring
completed by the truck mounted drill rig and for HAB’s completed in Remote Fill Areas.
Soil boring logs and well logs contained the project number and name, location, drilling
contractor and driller, and type of drill rig. Starting date and time as well as completion
date and time were included. A small sketch of the site indicating the boring location was
included along with sizes and types of drilling and sampling equipment. Space was provided
to show the quantities and types of samples sent to the laboratory for Total Lead, TCLP-
Lead, or geotechnical analysis. The final disposition of the hole was also noted (backfilled,
grouted, or monitoring well installation). The sample description noted on the log followed
the Unified Soil Classification System (USC) and the WCC format for continuous logging.
Recovery and blow counts were included along with ATD groundwater information. Logs
were signed by a WCC geologist or engineer. Boring logs are included in Appendix C.

2.5.4 Monitoring Well Installation Reports

Monitoring well installation reports were completed showing the well number, project name,
project number, location, date, and installation method. A boring log was included along
with a graphic description of the well. This graphic depiction included ground elevation,
type of riser pipe, pipe I.D., riser elevation, backfill, seal material, and their elevations.
Filter pack material type and slot size along with the elevation was included. Other
information included the diameter of the well screen, bottom of screen elevation, bottom of
riser, bottom of boring elevations, boring diameter, lengths of screen, riser pipe stickup,

IMCI 14V Page 36 March 24, 1993



Woodward-Clyde
Consultants

seal. depth to seal material, depth to screen. and total depth of hole were included. Well
installation reports were signed by a WCC geologist or engineer. Well installation reports
are included in Appendix D.

2.5.5 Monitoring Well Development Logs

Monitoring well development logs were completed for each of the four wells installed as part
of this investigation. General information documented on these forms included: Well
number, project name, project number, date, well depth, water level, measuring point, well
casing volume, and weather conditions. Sampling measurements included time, discharge.
pumping water level (if measurable), water quality parameters, total discharge, casing
volumes removed, and method of water disposal.

Quality assurance information that was documented included: Sampling method, water level -
measurement method, whether bailer ropes were new or cleaned, water quality instrument
calibrations, and pertinent comments. Development logs were signed by the WCC geologist
or engineer overseeing the development. The monitoring well development logs are included

in Appendix D.
2.5.6 Resident Home Interior Inspection Survey Forms

A Home Interior Inspection Form was completed for each residence where an inspection was
conducted. The form was set up in a checklist format. For each room inspected, the form
required documentation of the paint condition, date the paint was last stripped and/or
repainted, history of plumbing renovations, potential for lead pipes, and lead solder joints.
For the overall house, the form required documentation of dust conditions, and furniture and
carpeting conditions.

After completion of these forms by the home inspection teams, a QC review was completed
by the WCC task leader. An example home inspection form is included in Appendix J.
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2.5.7 Daily Quality Control Reports

At the end of each day, Daily Quality Control Report (DQCR) forms were completed. The
reports were compiled and sent to the USACE once every two weeks. The forms listed the
USACE-PM, project name. job number, date. day, and weather conditions. Other pertinent
information included any sub-contractors on site, equipment used, a list of all work
performed for the day, and the addresses of those properties that wcre sampled. The number
of samples taken at each property was included and broken down into those samples that
were for regular analysis and those that were for QA/QC. Any activities related to QC were
described. Also included was a description of PPE levels, activities, any problems
encountered, and any corrective action that was taken. The work progress expectations for
the next day were outlined before the form was signed by the WCC employee. Copies of
the DQCRs are included in Appendix L. '

2.6 FIELD CORRECTIVE ACTIONS

Field corrective actions were taken if nonconformances with the established quality control
procedures were identified. Any deviation identified from the quality control procedures
were expeditiously corrected and documented. Quality control procedures were monitored
by the Task Leaders, Field Operations Manager, and QA/QC Coordinator. Field task
procedures that deviated from the standard operating procedures where corrective actions
were taken are described below.

Corrective action was taken during the development of Monitoring Well 103-91. After
developing the well for two days and having problems obtaining stabilized water quality
parameters, the Field Operations Manager identified in SOP No. 2 that a submersible pump
should have been used instead of a centrifuge lift pump. The monitoring well task leader
was notified and the type of pump was switched immediately and development was

completed.

With the residential soil sampling task several residential yards were not identified correctly
and therefore the sample bottles were mislabeled. After obtaining more property information
the sample identification problems were identified and corrected. The sample bottles, log
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book, field data sheets. and sample tracking system were corrected. Resident identification
numbers corrected are inciuded in Section 4.4 of the QCSR.

On December 4. 1991, 3 QA field duplicate soil samples were sent by accident to ESE
instead of the USACE-MRD. The ESE Sample Custodian identified the problem. The
mistake was corrected by ESE; ESE shipped the preserved samples directly to the USACE-
MRD. The sample identification numbers are included in Section 4.4 of the QCSR.

The QA samples collected from the screened intervals of monitoring wells MW-110-62,
MW-104-92 were sent by accident to the wrong laboratory (WCC-Clifton). Upon
identification of the problem, the geotechnical samples were sent to USACE-MRD.

2.7 INTERNAL FIELD QUALITY CONTROL CHECKS

Field quality control cﬁecks included the review of all field documentation by the Task
Leader(s) or Field Operations Manager. In addition the Task Leader(s) conducted daily
random spot checks of the field team(s) performance.

2.7.1 Soil Sampling Tasks

For the Hand Auger Boring (HAB) and drilling rig boring teams, the task leader or his or
her designee conducted random spot checks and observed:

. Sampling procedures

. Decontamination procedures
o Health and safety procedures
. Field documentation
o Boring abandonment

Field data sheets, sample bottle labels, and chain-of-custody were checked on a daily basis
for correctness and completeness prior to shipping the coolers to the laboratory. The quality
control checks were performed by the Sample Tracking Task Leader or the Field Operations

Manager.
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The field documentation recorded in log books was checked for accuracy and completeness
and was compared to the chain-of-custody and sampling ID summary log books by the Soil
Sampling Task Leader or by his or her designee.

The individual residential maps (8'2 x 11 inch) were checked for completeness and clarity
by the Field Operations Manager.

2.7.2 Monitoring Well Installation and Development Tasks

For the installation and development of the monitoring wells, the task leader or his or her
designee conducted random spot checks and observed:

o Sampling procedures

. Installation and development procedures
e Decontamination procedures

o Health and safety procedures

o Field documentation

The field log books were checked for clarity and completeness by the task leader.

2.7.3 Groundwater Sampling Tasks

For the Groundwater Sampling Team, the task leader or his/her designee conducted random
spot checks and observed:

o Sampling procedure

i Decontamination procedures
o Health and Safety procedures
o Field documentation

o Sample Packing

Field data sheets, sample bottle labels, and chain-of-custody were checked on a daily basis
for correctness and completeness prior to shipping the coolers to the laboratory. The quality
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control checks were performed by the Sample Tracking Task Leader or the Field Operations

Manager.

The field documentation recorded in log books was checked for accuracy and completeness
and was compared to the chain-of-custody and sampling ID summary log books by the Soil
Sampling Task Leader or by his or her designee.

2.7.4 Residential Home Inspection Survey

Inspection reports were checked on a daily basis for clarity and completeness by the Home
Survey Task Leader.

Internal quality control was performed by WCC personnel by accompanying the home
inspectors during several home surveys throughout the project. Quality control checks
included:

° Proper identification and communication between the home inspectors and the
residents

. Complete, consistent, and accurate visual inspection

. Professional conduct
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3.0
LABORATORY METHODOLOGY AND ANALYSIS

3.1 SOIL ANALYSIS

3.1.1 Laboratory Methodology

Soil samples collected from the NL Site were analyzed fr Total Lead concentration using
either SW-846 Method 6010 or Method 7420. For the extraction procedure, SW-84A
Method 3051, microwave digestion, was used for all samples. All samples collected in 15+
were analyzed by the inductively coupled argon plasma spectrophotometer (ICP), Methou
6010. Due to schedule delays in the soil sampling task and the laboratory workload
problems that this created, approval was given by the USACE to change the analysis method
to the flame atomic absorption (FAA), direct aspiration, Method 7420. Samples collected
in 1992 were analyzed by the FAA, Method 7420.

Selected soil samples were also analyzed by the Toxicity Characteristic Leaching Procedure
(TCLP). SW-846 Methods 1311 was used to perform the extraction. 7= resulting leachate
was then analyzed for lead using either “ethod 6010 or 7420, depen. .g upon the sample
collection date.

Soil sample and QC sample analyses were conducted by ESE. QA sample analyses were
conducted at the USACE-MRD Laboratory. Summaries of analytical methodology are listed
in Table 1. A summary of analytical reporting limits are listed in Table 9. Requirements
for sample containers, preservatives, and holding times are listed in Table 10.

3.1.2 Laboratory Data Quality Control Objectives for Soil Samples
The analytical method specific Data Quality Objectives (DQOs) for soil samples collected
from the NL Site included precision, accuracy, and sensitivity criteria. The QA objective

was to achieve the QC acceptance criteria required by the analytical protocols in SW-846.
The laboratory QC level of effort for analytical testing is shown in Table 11.
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For both Towal Lead and TCLP-Lead analysis, laboratory accuracy was determined by
assessing the recovery of lead from standard control matrix samples. Recovery values were
compared to control limits established under SW-846 guidelines. For Total Lead analyses.
the control limits are 75 to 125 percent. Standard matrix spikes were performed on 314
samples, a frequency of 6 percent. 95 percent of the matrix spike analyses were within the
target range of 75 to 125 percent. For TCLP-Lead analyses, the control limits are 75 to 125
percent. Standard matrix spikes were performed on ten samples. a frequency of 16 percent.
100 percent were within the target range of 75 to 125 percent.

Matrix spike (MS) and Matrix Spike Duplicate (MSD) analyses are used to assess the effects
of the sample matrix on the precision and accuracy of the analyses. MS and MSD analyses
were performed on a total of 285 and 279 samples, respectively, a frequency of 5 percent
MS and S percent MSD samples. The recovery for 73 percent of the matrix spike samples
were within the established control range of 75 to 125 percent. The RPD for 24 percent of
the MS/MSD pairs exceeded the limit of 20 percent. The majority of samples that were out
of range were attributed to sample inhomogeneity, or matrix interference.

The representativeness of the data generated from soil sample analyses were evaluated
through the collection and analysis of field duplicates. A total of 281 field duplicates
(5 percent of the total number of samples) were analyzed. In general, the data generated by
the analysis of field duplicates was consistent with that of the corresponding samples.

The sensitivities for analytical testing are the reporting limits shown in Table 9. These
reporting limits were achieved for a vast majority of the soil samples that were analyzed.
In general, the samples with higher reporting limits were samples with extremely high
contaminant levels that required dilution prior to analysis to stay within the calibration range
of the analytical equipment.

Completeness is defined as the measure of the amount of valid data obtained from a
measurement system compared to the amount that was expected to be obtained under correct
normal conditions. The completeness goal was set at 80 percent to generate a sufficient
amount of valid data to support the NL Site field investigation objectives. The valid data set
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contains all QC analyses verifying precision and accuracy for the analytical protocol. In
addition. all data were reviewed in terms of stated goals in order to assess the sufficiency
of the data base.

Completeness for the Total Lead and TCLP-Lead soil analyses was 100 percent.
3.2 GROUNDWATER ANALYSIS
3.2.1 Laboratory Methodology

Groundwater samples collected from the NL Site were analyzed for priority pollutants.
Specifically, samples were analyzed for the following groups of contaminants:

¢ Volatile organics

¢ Semivolatile organics

* PCBs / Pesticides

* Target Analyte List (TAL) Metals

Samples were analyzed in accordance with EPA SW-846 procedures and protocols. The
specific SW-846 methods and analytical techniques that were used are listed in Table 1.
Chromatography/Mass Spectrometry (GC/MS) instrumentation was used for volatile and
semivolatile organic analyses. PCBs and pesticides were analyzed using Gas
Chromatography/Electron Capture Detection (GC/ECD). Metals were analyzed by the
following analytical techniques: Graphite Furnace Atomic Absorption Spectrophotometry
(GFAA) for lead, arsenic, and selenium; Cold Vapor Atomic Absorption Spectrophotometry
(CVAA) for mercury; and ICP for antimony, beryllium, cadmium, chromium, copper,
nickel, silver, thallium, and zinc. '

Groundwater sample and QC sample analyses were conducted by Ortek Environmental
Laboratories (Ortek) in Green Bay, Wisconsin, in accordance with the appropriate SOP’s and
the Ortek QAP™ Appendix M). All QA sample analyses were conducted at the USACE-
MRD.
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3.2.2 Laboratory Quality Control Objectives for Groundwater Samples

The analytical method specific Data Quality Objectives (DQOs) for groundwater samples
collected from the NL Site included precision, accuracy, and sensitivity criteria. The QA
objective was to achieve the QC acceptance criteria required by the analytical protocols in
SW-846. The laboratory QC level of effort for analytical testing is shown in Table 11.

For groundwater metal analyses, laboratory accuracy was determined by assessing the
recoveries of compounds of interest from standard control matrix samples. Recovery limits
for these samples are summarized in Table 12. The percent recoveries for all standard
control samples were within the control range. Laboratory precision is evaluated by
measuring the RPD between each analyte in standard control samples pairs. The RPD limits
for each analyte are presented in Table 12. The RPDs for control samples associated with
project groundwater samples were below the established control limits.

For the groundwater metals analyses, one environmental matrix spike per SW-846 method
was analyzed to determine laboratory accuracy. Each sample was spiked with a known
quantity of the constituents of concem. Percent recovery for the tests and the SW-846
methods were within the quality control limits of 75 to 125 percent.

For organic analyses including volatiles, semi-volatiles, PCB’s and pesticides; matrix spike.
matrix spike duplicates and surrogate spike analyses were conducted to assess the precision
and accuracy of the analyses. Percent recovery and RPD QC limits for surrogate spike and
MS/MSD analytes are presented in Table 13. Surrogate spike analyses were conducted for
each sample and percent recovery was calculated. If surrogate recoveries were out of
control, the sample was reanalyzed. For volatile organic analysis, surrogate recoveries
indicated the presence of matrix interference for samples from the monitoring wells. The
volatile organic data for these three wells were qualified as estimated. For semi-volatile
analyses, surrogate recoveries indicated the presence of matrix interference for samples from
two monitoring wells. Due to the low surrogate recoveries the semi-volatile analytical data
for these two wells, MW-101 and MW-108D, were qualified as unusable. Matrix spike and
matrix spike duplicate analyses were within the control limits for precision and accuracy for
all analyses except for the samples that had matrix interference indicated by the surrogate
spike analyses.
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The sensiuvities for analvtical testing are the reporting limits shown in Table 9. These
reporting limits were achieved for a majonty of the groundwater samples that were analyzed.
In general, the few samples with higher reporting limits were samples with high contaminant
concentration levels that required dilution prior to analysis to stay within the calibration
range of the analytical equipment.

The representativeness of data generated for the groundwater investigation was evaluated
through the collection and analysis of field duplicates, equipment rinsate blanks, trip blanks
and laboratory control samples. Two field duplicates, two blanks, and two trip blanks were
analyzed (16 percent of the total number of samples). In general the data generated by the
analysis of field duplicates was consistent with that of the corresponding samples. No
significant contamination was detected in field or trip blanks.

3.3 GEOTECHNICAL SOIL ANALYSIS

Geotechnical data was intended to be used for an estimate of particle size and sorting and
for an evaluation of soil characteristics, classifications, and descriptions. Fifty percent of
the samples were analyzed for grain size and ten percent were analyzed for Atterberg Limits.
Samples were analyzed for moisture content. Analyses were performed by WCC-Clifton.

Grain size analyses were performed in accordance with ASTM standard D421 (sieving) and
D422 (hydrometer analysis).

Testing for Atterberg Limits was performed in accordance with ASTM standard D2487.
A moisture content analysis was performed on each sample submitted from the Main
Industrial Property. Tests were conducted in accordance with ASTM standard D2216-80.

3.4 DATA VALIDATION, REDUCTION, AND REPORTING

The analytical data generated by the analytical laboratories were checked for accuracy and
completeness. The data validatior ->cess for this --ject consisted of data generation,
reduction, and three levels of review
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The first level of review was conducted by the analytical laboratory (ESE, Ortek. WCC-
Clifton) which had the initial responsibility for the correctness and completeness of the data.
All data were generated and reduced following guidelines specified in the ESE-QAPP (CDAP
Appendix B) and Ortek-QAPP (Appendix M, this report). The laboratories evaluated the
quality of the work based on an established set of guidelines. The review process checked
that:

o Sample preparation information was correct and complete

. Analysis information was correct and complete

o The appropriate SOPs were followed

o Analytical results were correct and complete

° QC samples were within established control limits

. Blank correction procedures were followed

o Special sample preparation and analytical requirements were met

. Documentation was complete (anomalies in preparation and analysis were

documented; Out of Control forms, if required, were completed; holding
times were documented)

In-house analytical data reduction and QA review was performed under the review and
direction of the ESE and Ortek Laboratory QA Directors. The Laboratory QA Directors and
Project Managers were responsible for advising WCC’s Project Manager of any data which
were rated as "preliminary”, "unacceptable”, or with other notations that would caution the
user of possible unreliability. The sequence of data reduction, QA review, and reporting by
the laboratories were as follows:

e Raw data produced by the analyst was given to an independent reviewer

o The independent reviewer assessed the data for attainment of quality control
criteria as outlined in EPA SW-846, Third Edition and/or established EPA
methods

. Upon acceptance of the raw data the final report was prepared and reviewed
by the Project Manager to ensure that the data met the overall objective of the

client
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Data Reduction and reporting procedures were those specified in SW-846. as was indicated
in the laboratory QAPP’s.

Full analytical and QC documentation were prepared and retained by the laboratories. This
documentation was not retained in hard copy format, but rather on electronic digital media.
As needed the laboratories will provide hard copies of the retained information.

The laboratories reported the data in the same chronological order that the samples were
analyzed, along with supporting QC data. The following was included in the hard copy of
each analytical data package:

. Cover sheet listing the samples included in the report and narrative comments
describing problems eacountered in analysis

o Tabulated results including matrix specific detection limits for inorganic and
organic compounds identified and quantified

o Analytical results for QC sample spikes, sample duplicates, standard
procedural blanks, and laboratory control samples

o Tabulation of instrument detection limits determined according to SW-846

For organic analyses, the data packages included matrix spikes, matrix spike duplicates,
surrogate spike recoveries, and initial and continuing calibrations. The data reduction and
validation steps were documented, signed, and dated by the analyst. The data packages were
then forwarded to WCC for an independent review that included data validation.

For inorganics analyses, the data packages included matrix spikes, matrix spike duplicates,
surrogate spike recoveries, and initial and continuing calibrations. The data reduction and
validation steps were documented, signed, and dated by the analyst. The data packages were
then forwarded to WCC for an independent review that included data validation.

The second level of review was performed by WCC to provide an independent validation of
the laboratory data package. The validation process was conducted in accordance with
"USEPA Guidelines for the Validation of Laboratory Data" (USEPA, 1988), and was
structured to check that:
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. QC samples were within established guidelines

. Documentation was complete and correct (anomalies in the preparation and
analysis were documented; Out-of-Control forms, if required, were
completed; holding times were documented: corrective action forms were
completed, if required and action was taken to correct the deficiency)

. The data was ready for incorporation into the final report

° The data package was complete and ready for data archive

The data validation review was structured so that all QC and holding time data were
reviewed. If no problems were found, the review was considered complete. If any problems
were identified, the WCC Project Manager resolved the problems with the laboratory.

The reviewer identified any questionable or out-of-control QC data and contacted the
laboratory to correct the deficiencies. Decisions to repeat sample collection and analysis -
were made by the Prdject Manager based on the extent of the deficiencies and their
importance in the overall context of the project.

This data review process was documented in an office memorandum, signed by the reviewer.
The reviewed data was then released to the Project Manager with a narrative statement
incorporated into the memorandum that the data was acceptable, acceptable with reservation,
or not acceptable, and include the reasons for this determination.

The third level of review was conducted by the WCC Project QA/QC Officer or his/her
representative who randomly audited representative project data packages. This QA audit

reviewed:

o Holding times were met
° Documentation was complete
N QC results were complete and accurate

Qualifiers were assigned to data when result from the above items were out of control. The
following code letters were used to describe, or qualify laboratory data:
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U - The compound was analyzed for but was not detected. The associated
numerical value is attributed to contamination and is considered to be
the sample quantitation limit.

J - The associated numerical value is an estimated quantity.

uJ - The compound was analyzed for but was not detected. The sample
quantitation limit is an estimated quantity.

R - The data are unusable (whether the compound is present or not).
Resampling and reanalysis are necessary for verification.

The WCC assessment of the data package was accomplished by the joint efforts of the WCC
Project QA/QC Officer and Project Manager. The data assessment by the Project Manager
was based on the assumption that the sample was properly collected and handled as specified
in the CDAP.

3.5 LABORATORY SYSTEMS AUDITS

A systems audit of both ESE and Ortek laboratory operations was conducted by WCC
personnel prior to the start of the field phase of the project to review the total data generation
process. This audit included an on site review of basic laboratory capabilities, general
laboratory facilities, sampling and analysis procedures, and the effectiveness of the
laboratory’s QA program. The audit of ESE was conducted in July, 1991, and the audit of
Ortek was conducted in November, 1991.

The results of the audits indicated that each of the laboratories had the qualified personnel,
facilities, and equipment necessary to meet project requirements for analyses of soil or water
samples.

As suggested in the report for the ESE audit, a follow-up audit of ESE was conducted in
June, 1992. The results of the follow up audit at ESE indicated that the laboratory
performance on the NL Site project was meeting project goals and standards. One concern
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was raised in the area of TCLP analysis. The WCC auditor was concemed that matrix
etfects may compromise the data. A review of TCLP analysis data indicated that the results
were acceptable and no further action was taken.

Copies of the audit reports are included in Appendix M.
3.6 LABORATORY CORRECTIVE ACTION

Corrective action was applied when any measurement system failed to follow the laboratory
QAPP or CDAP Data Quality Objectives. The laboratory QA Supervisor reviewed the data
generated to verify that all quality control samples were within the established control limits.
Data generated with laboratory control samples that did not fall within control limits were
considered suspect, and the sample analysis was repeated or samples results were reported
with qualifiers if analysis was not possible. -

Corrective action was also applied after WCC conducted an independent data validation of
the laboratory data package. When nonconformances were identified by the WCC data
review specialist, the Project Manager and laboratory’s Project Manager were notified and
corrective action was applied.

3.6.1 Soil Analysis

Laboratory corrective actions conducted for the soil analyses by ESE included the following
actions.

At WCC'’s request, all samples collected for TCLP - lead analysis were ground prior to
sample preparation. WCC requested this change in procedure, because soil samples from
the Remote Fill Areas contained large pieces of battery casing material. These pieces may
have been filtered out in the sample preparation. Since the battery casing material is a
primary lead source, the material should be included in the sample analysis. This procedural
change in sample preparation began with samples collected after January 1, 1992. For each
TCLP - lead sample this procedural change was labeled on the chain-of-custody under
remarks as "pulverize sample”.
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For each laboratory data package. several sample identification numbers were reported
incorrectly in the report. Using the Sample Tracking System, these labeling errors were
identified. ESE was notified, labels on the sample containers were checked for correct
identification, and the corrections were included in the final report.

Several sample matrix spike/ matrix spike duplicate analyses failed to meet quality control
limits. At WCC’s request, these matrix spike/ matrix spike duplicate samples were
reanalyzed. The laboratory sample identification numbers were:

WWC4*949 WWC5*50
WWC5*70 WWC5%91
WwWC5*150 WWC5*549
WWC5*609 WWC5+*789
WWC6*529 WWC6*549
WWC6*569 WWC6*589
WWC6%609 WWC6*629
WWC6*649

For each laboratory data package, several items from the laboratory’s quality control
summary were missing. An example of these items may have included:

. Soil moisture content calculations (percentage of a data set)

o For a specific analysis date - method blank, continuing calibration
verification, standard and sample matrix spike and replicate summary

o Chain-Of-Custodies

After identification of these items by the data reviewer, ESE was contacted, and the missing
information was incorporated into the data validation and the respective laboratory data
package.

For the sample identified as SHA0202100CT, to be analyzed for TCLP-Lead, the extraction
vessel blew up during the extraction process. ESE immediately notified WCC of the
problem. The following corrective action was taken by WCC: ESE was instructed to use
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the sample to be analyzed for Total Lead at this location and depth interval for the TCLP-
Lead analysis. The Total Lead sample was identified as SHA0202100CL.

3.6.2 Groundwater Analysis

No laboratory corrective actions for the groundwater analysis were required.
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1.0
FIELD AND LABORATORY RESULTS: DISCUSSION AND CONCLUSIONS

4.1 MAIN INDUSTRIAL PROPERTY - SOIL

A total of 105 analytical soil samples were collected from 15 borings. Samples were
collected from the ground surface to a depth of 15 feet (Table 4). An additional 23
analytical soil samples were collected from fr .- monitoring wells. These samples were
collected from the ground surface to a depth ot feet. Two wells, MW-104-92 and MW-
109-92, were located in unpaved areas. Therefc  sample results from these two wells were
incorporated into the sample data set used for remediation determinations for the Main
Industrial Property. Total Lead concentrations for this data set ranged from below the
detection limit of 6.5 mg/kg to 345,000 mg/kg (based on dry weight) (Table 14). Samples
with total lead concentrations greater than 1,000 ppm cleanup standard were found to a
maximum depth of 10 feet in boring BV0002. Two-thirds of the borings had lead
concentrations greater than the cleanup standard in the top 1 foot interval. Four borings,
BV0003, TROOOS, TR0006, and TR0O007, had concentrations greater than 1,000 ppm in the
2 to 4 foot sampling depth (Table 14).

Based on the area and depths delineated in Figure 26, 27 and 28, it is estimated that 35,000
cubic yards of soil exceed the cleanup standard and thus must be incorporated into the
Taracorp pile. This estimate is based on the assumption that the upper 2 feet of material will
be excavated from the unpaved portions of the Main Industrial Property. In addition,
approximately 6,400 cubic yards of battery casing material and soil contained in the SLLR
pile (O’Brien & Gere, 1988) will need to be incorporated into the main pile.

The immediate area around boring BV0002, on the BV&G Transport property may require
more extensive excavation. Fill material was identified as deep as 10 feet in this boring.
Cer: irmation sampling is recommended in this area during the -*mediaticn process to
ver.y that material with total lead concentrations above the 1,000 - cleanup .tandard has
been removed.

$IMC1 14V Page 54 March 24, 1993



Woodward-Clyde
Consultants

The analytical result for one soil sample from boring TR0O008 (depth interval D) (Table 14)
is an estimated value. The result was qualified as estimated due to RPD and Recovery being
outside of control limits for the matrix spike analysis. This is thought to have occurred due
to sample inhomogeneity. This result is noted by the qualifier "J".

The BV&G Transport property may require more extensive excavation due to the depth of
fill noted in boring BV(0002. However, with only three samples per depth interval,
analyzed from this property, additional sampling is recommended to more accurately
delineate the extent of soil lead concentrations with greater than 1,000 ppm.

To avoid unnecessary excavation during remediation, it is recommended that contaminated
soil on the Main Industrial’ Property be removed in 2 foot lifts. After the first lift is
removed, a series of confirmation samples should be taken to verify that the soil with greater
than the 1,000 ppm total lead content has been removed. In those areas where the results )
of the confirmation sampling indicate that the total lead concentrations still exceed 1,000
ppm, an additional 2 foot layer would be removed.

The process would be repeated until all sections of the Main Industrial Property meet the
cleanup standard.

4.1.2 Geotechnical Analysis

Soil borings indicated that a variable thickness of cinder, slag, and battery casing fill material
overlie a layer of silts and clays. Beneath these layers, an extremely porous and permeable
well graded sand extends to a depth of at least 70 feet as indicated by the monitoring wells.
A summary of geotechnical laboratory results is shown in Table 15.

Grain size analyses indicated that the sands on the site ranged from coarse to fine, with most
of the sand being in the medium to fine range. The sands ranged from silty sands to clean,
poorly graded sands, with an occasional trace of silt. Trace amounts of mica were
frequently noted. Occasionally gravel was encountered, usually in the shallow soils as black
cinder slag. Hydrometer tests indicated that the silt percentages ranged from 2 to 70
percent. Percentages of clays greater than 2um ranged from 1 to 72 percent with only five
of the 50 samples having greater than 20 percent clay.
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The results of the Atterberg limits testing indicated the liquid limit for the clay samples to
be between 57 and 88 percent. A liquid limit value of greater than 50 percent indicates a
high plastic clay. High plasticity clays typically have low permeability. As shown in
Figures 27 and 28 these clays form a nearly continuous impermeable barrier near the ground

surface across the site.

Moisture values ranged from 3.6 to 46.2 percent. Moisture content tended to be independent
of depth, but did tend to be a function of lithology, tending to be higher in the high plastic
clays than in the sands.

Samples collected and analyzed from the screened interval of the 4 newiy installed ~ells
indicated that the material consisted of well graded coarse to fine sands. Well MW-111-92
was installed in a different deposit that contained no coarse sand component. This was
consistent with field observations. The sands were very clean with silt percentages of only ~
6 to 11 percent.

Part of the Scope of Work for the PDFI was to evaluate the possibility of using subgrade
soils from the Trust 454 property as borrow material. Based on the results of test borings
completed on the Trust 454 property, the subsurface materials appear to consist of
interbedded and variable sands, silts, and clays. In general, the natural soil appeared to be
approximately SO percent sandy material. In addition, there is up to 6 feet of miscellaneous
fill material present across the Trust 454 property.

The sandy component of the soil would not be usable for the drainage layer without
processing to remove the fines. The clay soil may be usable, but would require additional
analytical testing for Total Lead content and for TCLP-Lead. If the clay soil passes TCLP-
Lead and had a Total Lead concentration below 1,000 ppm, there still would be the
additional cost of separating the clay from the sand, and of having approximately 70 percent
of the excavated material not be usable. Therefore, it does not appear that using on site
borrow material is a viable option at this time.
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4.2 ADJACENT RESIDENTIAL AREA

A towal of 5,011 soil samples were analyzed from the Adjacent Residential Area (Table 16).
Three depth intervals were sampled: 0 to 3 inches, 3 to 6 inches. and 6 to 12 inches. The
range of total lead concentrations for these intervals were:

J 0 to 3 inches (A) <5.1 to 14,800 mg/kg
. 3 to 6 inches (B) <5.2 to 20,100 mg/kg
. 6 to 12 inches (C) <5.6 to 14,500 mg/kg

Of the 844 properties that were sampled 584 properties were found to have total lead
concentrations in excess of the 500 ppm cleanup standard, and will require remediation. Of
these 586 properties, 139 will require remediation to a depth of 3 inches, 220 to a depth of
6 inches, and 225 to a depth of 1 foot. A complete listing of sampled properties and.
analytical results is included in Appendix G.

In order to effectively apply the data from soil samples collected from the Adjacent
Residential Area to properties that could not be sampled due to a lack of property access,
a series of 46 decision units were delineated, ranging in size from one to three city blocks.
The size of the decision unit was based on two factors: 1. A small enough area had to be
selected such that there was major trend in lead concentration vs. distance from the source;
and, 2. An area was required to have a sufficient number of samples to generate valid
statistics. A map showing the layout of all 46 decision units is provided in Figure 30. For
the purposes of data analysis and decision making, the sample data within each unit was first
sorted by depth interval prior to any statistical tests. This is necessary to make
determinations concerning the depth of soil excavation required in areas where remediation
will be needed.

To determine if properties in the Adjacent Residential Area that were not sampled meet the
500 ppm cleanup standard specified in the ROD, the soil sample data set from each depth
interval and decision unit was statistically tested. The statistical test consisted of a
nonparametric test for proportions or percentiles based on the binomial distribution. This
allowed each property to be judged on a pass/fail basis. The method was selected from the
USEPA document, Methods for Evaluating the Attainment of Cleanup Standards. Volume
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. Soils and Solid Media. Section 7.4.3, (Feb., 1989). The application of the percentile
method to the NL Site was approved by the USEPA - Region V; and USACE.

The null hypothesis for the statistical test assumes a decision unit requires remediation until
proven "clean”. The statistical test is based on the percent of the soil samples with lead
concentrations at or above the cleanup standard. The decision criteria for the statistical test
were selected and approved by USEPA - Region V and USACE. The decision criteria used

were:

P, =25%, 1 - P, = 75 percent of the unit is "clean"
a = 5%, Type I Error, 5% probability of declaring a unit is "clean" when it is .1y
P, = 2%, 2 percentile of a "clean" unit area is unnecessarily being remediated

A goal was set by USEPA - Region V and USACE to have an estimated beta (8) error (Type
I Error) less than 25 percent. This Type II error is the percent of error that a "ciean" unit
ared is unnecessarily being remediated and is dependent on the number of samples and

decision criteria.

The nonparametric statistical test for propv ~ions uses the binomial distribution to determine
if the subject data set meets the decis. criteria of the statistical test. The binomial
distribution is a statistical distribution whuch determines the probability of the num:er of
successes or failures that occur in a set number of trails (e.g., probability distribution of a
cotn toes).

Given the number of samples per decision unit that exceed the S00 ppm cleanup standard,
the total number of samples and P, = 25%, the cumulative binomial probability (P) was
determined using a binomial distribution statistical table (Barnes, 1988). The binomial
probability (P) was compared to a (Type I Error = 5%) to determine if the subject data
being tested fell within the decision criteria and to determine if the nu.. hypothesis was
correct (remediate unless proven "clean”). If the binomial probability (P) was greater than
a, the null hypothesis was correct and the decision was to remediate. If P is less than a,
then the null hypothesis was not correct and the decision is not to remediate. The following
is an example of the statistical test for a typical residential decision unit:
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Statistical Test for Decision Unit #15, Depth Interval 0 - 3 inch
x =3 where X = number of samples with lead concentration that exceed
500 ppm
n=19 where n = total number of samples
P, =25%
P = Cumulative Binomial Probability

Using x, n, and P,, find Cumulative Binomial Probability (P) from binomial distribution
statistical table (Barnes, 1988),

= 0.263 P > = a (a = 0.05); therefore "Remediate"

A summary of the statistical results for each decision unit is included in Table 19. The
analytical data and statistical evaluation for each decision unit is provided in Appendix G.

Ten samples with a broad range of lead concentrations were selected for TCLP-Lead analysis
(Table 17). A graph showing the relationship of Total Lead to TCLP-Lead is included as
Figure 29. As the graph illustrates, the total lead concentration must exceed 5.0 mg/kg
before this material will fail TCLP. Only one of the ten residential soil samples analyzed
for TCLP-Lead yielded a lead leachate concentration above the 5 mg/L regulatory limit
(Table 17). The sample from 1015 Greenwood Street in Decision Unit 43, with a total lead
concentration of 12,800 mg/kg, yielded a lead leachate concentration of 48.6 mg/L. This
would suggest that some stabilization may be required for areas with very high total lead
concentrations. However, one sample from 2211 Edison Avenue in Decision Unit 2 with
a higher total lead concentration (14,800 mg/kg) yielded a very low lead leachate
concentration (0.13 mg/L). Based on this information, additional TCLP-Lead testing may
be advisable in the residential area before any decisions concerning stabilization of soil are
made.

The volume of soil requiring excavation was estimated for each decision unit based on the
depth of contamination above the cleanup standard and the estimated total unpaved residential
area. The estimated unpaved area and excavation volume for each decision unit is presented
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in Table 18. The total volume of soil in the Adjacent Residential Areas requiring
excavation and remediation is estimated to be 97,000 cubic yards.

A total of six samples were collected from 2317 Cleveland Boulevard. This property is
outside of the Adjacent Residential Area delineated by the USEPA in the original scope of
work. WCC was instructed by USEPA and USACE to sample the property after the resident
had requested it. The three samples from the front yard yielded total lead concentrations
ranging from 1,150 to 1,770 mg/kg while the three in the backyard ranged from 68 to 234
mg/kg. The elevated lead levels found on this property outside of the study area suggest that
possible additional soil sampling may be required beyond the existing study boundaries.

4.2.1 Granite City

Of the 613 properties that were sampled in Granite City, 470 properties were found to have ’
total soil lead concentrations in excess of the 500 ppm residential cleanup standard. Of the
470 properties sampled, 112 will require remediation to a depth of 3 inches, 184 to a depth
of 6 inches, and 174 to a depth of 12 inches. Analytical results for individual residences are
included in Appendix G.

For those properties where access for soil sampling could not be obtained, remediation
decisions will be based on a statistical analysis of the data collected from each decision unit.
All of the thirty decision units in Granite City were determined to have a binomial
probability greater than a of § percent for at least one horizon, and will require some degree
of remediation. One decision unit will require excavation to 3 inches, twelve to a depth of
6 inches, and seventeen to a depth of 12 inches. Summaries of the estimated depth and
volumes requiring remediation for the various units are presented in Tables 18 and 19 and
in Figure 31. The volumes listed in Table 18 were determined based on the estimated total
unpaved residential area for each decision unit multiplied by the required depth of
remediation. The soil volumes for those properties that did not exceed the cleanup standard

are not included.

For decision units 8 and 17, only nine and two samples per sampling level were collected,
respectively, due to a lack of property access and a high percentage of commercial property.
The binomial probabilities for these units indicate that remediation to a depth of 1 foot is
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required. However, due to the limited number of samples analyzed. the estimated f value

for both units is greater than 45 percent.

As a qualitative check of the recommendations for these units, they were compared to the
recommendations for the surrounding units. In both cases, all of the surrounding decision
units require some remediation. Therefore, despite the high estimated B error, the decision
to remediate seems appropriate.

The other decision units in Granite City had a sufficient number of samples to achieve an
estimated B of less than the goal of 25 percent.

4.2.2 Madison

Of the 231 properties that were sampled in Madison, 114 properties were found to have total
soil lead concentrations in excess of the 500 ppm residential cleanup standard. Of the 114
properties samples 27 will require remediation to a depth of 3 inches, 36 to a depth of 6
inches, and 51 to a depth of 12 inches. Analytical results for individual residences are
included in Appendix G.

For those properties where access for soil sampling could not be obtained, remediation
decisions will be based on a statistical analysis of the data collected from each decision unit.

Eleven of the sixteen decision units in Madison were determined to have a binomial
probability greater than a of 5 percent and will require some degree of remediation. One
decision unit will require excavation to a depth of 3 inches, three decision units to 6 inches,
and seven decision units to 12 inches. Five decision units will require no remediation. A
summary of the estimated depths and volumes requiring remediation for these units is
presented in Tables 18 and 19, and Figure 31. The estimated volumes listed in Table 18
were determined based on the estimated total unpaved residential area for each decision unit
multiplied by the required depth of remediation.

A sufficient number of samples were collected for all of the decision units in Madison to
achieve an estimated 8 of less than the goal of 25 percent.
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4.3 REMOTE FILL AREAS

A total of eighty four soil samples for Total Lead and fifty two for TCLP-Lead were
analyzed from the Remote Fill Areas. The range of Total Lead concentrations in these
samples was 19.4 mg/kg to 68,400 mg/kg. Forty five of these samples, (53 percent)
contained lead concentrations in excess of the 500 mg/kg clean up standard. The TCLP-
Lead concentrations in these samples ranged from less than 0.11 mg/L to 440 mg/L.

Seventeen of these samples, (30 percent) contained more than the 5.0 mg/L regulatory limit

for hazardous waste (Table 20).

For the Remote Fill Areas, remediation recommendations were based primarily on the
presence or absence of hard rubber battery casing material. The main purpose of soil
sampling in the majority of these areas was to determine the vertical extent of this material
and to determine if the material would require classification as hazardous waste, requiring
stabilization prior to disposal. For Venice Alleys, Missouri Avenue, and Schaeffer Road
only TCLP-Lead samples were taken. The only issue to resolve at these locations was
whether stabilization was required. However, at Eagle Park Acres, Sand Road, 2230
Cleveland Avenue, 3108 Colgate Avenue, and 1628 Delmar Avenue where the degree of
remediation is not as well defined, samples for both Total Lead and TCLP-Lead were
collected and analyzed. At these locations soil total lead concentrations will also be
considered in remediation recommendations. The areal extent and depth of fill, analytical
results and soil volume estimates for excavation and remediation are discussed for each
location. The volume calculations for the Remote Fill Areas are included in Appendix G.

4.3.1 Venice Alleys

Borings and visual inspections were conducted in five alleys in the city of Venice that were
documented by USEPA personnel to contain fill material derived from the Taracorp/SLLR
piles (Figure 5). The ROD states that any battery casing material identified in the Venice
Alleys will be excavated and either consolidated with the Taracorp pile or disposed of at an
appropriate off site disposal facility. Since any material identified as fill potentially contains
battery casing material, the volume estimates cited are for removal of all fill material. The
areal extent, depth of fill, TCLP results, and soil volume estimates for excavation and
remediation are discussed for each alley (Table 21 and 22).
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Lincoln Avenue Alley: Soil sampling and a visual inspection were conducted for the portion
of the alley north of Lincoln Avenue between Sixth and Seventh Streets (see Figure 6). The
western section of the alley, near Sixth Street (approximately 400 feet in length), is asphalt
paved and used as part of a church parking lot. The remaining section to the east is
approximately 675 feet long with trace amounts of battery casing material scattered
throughout. The section of the alley containing the battery casing material is approximately
12 feet wide. Two soil borings were completed: VE0OQ1 was located approximately 55 feet
east of the church parking lot and was drilled to a depth of 4 feet; VEOOO2 was located
approximately 220 feet west of Seventh Street and was drilled to a depth of 4 feet. Battery
casing material was only present in the upper 3 inches of each boring; however, in VEOOO2
coarse brown-black fill material that could have been derived from the Taracorp pile
extended to a depth of 2 feet.

TCLP-Lead analysis was performed on a sample from the fill material in boring VE0002. -
The results of this analysis indicated that leachable lead in that sample was below the
detection limit for that analysis (less than 0.65 mg/l). Based on this analysis it would appear
that no material in this alley will require stabilization prior to disposal.

Assuming that the remote fill material gradually thickens from west to east, as the borings
would suggest, a prism of soil will require excavation that is less than 3 inches thick next
to the church parking lot and thickens to approximately 3 feet at Seventh Street. This
equates to a fill volume of approximately 230 cubic yards (Table 21).

Abbot Street Alley: Soil sampling and a visual inspection were conducted for the alley north
of Abbot Street. A two block area extending from Third Street west past Second Street to
the Railroad Right of Way (RR ROW) was investigated (Figure 7). The portion of the alley
between Second Street and Third Street is approximately 660 feet in length; borings VE00O3
and VEOOO4 were drilled to a depth of 6 feet, and were located approximately 155 feet and
410 feet west of Third Street, respectively. The portion of the alley between Second Street
and the RR ROW is approximately 600 feet in length; borings VEOOOS and VEO0QO6 were
drilled to depths of 10 and 4 feet, respectively, and were located approximately 85 feet and
280 feet west of Second Street, respectively. The part of the alley containing battery casing
material is approximately 12 feet wide, with trace amounts of battery casing material
scattered throughout the entire length of the alley.
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Boring VEQOO7 was drilled to a depth of 4 feet and was located approximately 100 feet 2ast
of the RR ROW, on the south side of the alley next to the fence line. This location marks
the edge of a visible accumulation of battery casing material (less than 50 percent surface
coverage) that extends past the end of the alley. It can be traced to both the east and west
over a distance of approximately 100 feet along the RR Row access road (Figure 7).

Two soil samples, one each from borings VEOOO4 and VEQOOS, were collected for TCLP-
Lead analysis (Table 22). The results of these analyses indicate that the fill material here
should be classified as hazardous waste, with leachable lead concentrations of 6.8 and 7.52
mg/l. Therefore any material excavated from this alley will require stabilization prior to

disposal.

For the section of Abbott Street Alley between Second and Third Streets, the vertical extent
of battery casing material ranges from approximately 2.5 feet at VEOOO3 on the east end of
the alley to approximately 4.5 feet at VEOOO4 on the west end of the alley. Assuming this
thickens gradually and uniformly from east to west, an estimated 530 cubic yards of fill will
require excavation from this portion of the Abbott Street Alley.

From Second Street to the RR Row, the vertical extent of fill material ranges from 1.5 feet
in VEOQO7 at the west end, to 1.5 feet in VEQQOS in the center, to 9.5 feet in VEOOOS at the
east end. Allowing for the thickening at VEOOOS, an estimated 695 cubic yards of fill will
require excavation from this portion of the Abbott Street Alley.

While completing the visual inspection of the Abbot Street Alley, an additional accumulation
of battery casing material was also noted at the west end of the Hampden Avenue Alley, next
to the RR ROW (Figure 7). The alley only contained a trace amount of battery casing
material which appeared to be restricted to the ground surface, therefore no additional
sampling was recommended. However, a visible accumulation of slag mixed with a trace
of battery casing material was noted on private property at the northwest end of the alley,
next to the RR ROW. No samples were taken here due to a lack of property access. Based
on the visual inspection at this location and assuming that approximately 2 feet of material
will require excavation, it is estimated that approximately 185 cubic yards of fill could
require excavation and removal at this location.
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The combined total fill volume requiring excavation from the three areas within Abbot Street

Allev is approximately 1,410 cubic yards.

Weber Street Alley: Soil sampling and a visual inspection were conducted for the portion
of the alley north of Weber Street. A two block area extending from Third Street west past
Second Street to the RR ROW was investigated (Figure 8). The portion of the alley between
Second and Third Streets is approximately 660 feet in length; borings VEOOO8 and VEOQQ9
were drilled to depths of 10 and 6 feet, respectively, and were located approximately 105
and 400 feet west of Third Street, respectively. The portion of the alley between Second
Street and the RR ROW is approximately 430 feet in length; borings VEOO10 and VEOO11
were each drilled to a depth of 4 feet, and were located approximately 155 and 303 feet west
of Second Street, respectively. The part of the alley containing battery casing matenal is
approximately 12 feet wide, with trace amounts scattered throughout the entire length of the
alley. One 75 foot length of the alley immediately west of Second Street was noted to
contain more battery casing material than other portions of the alley, with approximately 30
to 50 percent of the ground surface covered with this material.

TCLP-Lead analysis was performed on three samples, one each from borings VEO0OOS,
VEOOQ9, and VEOO11 (Table 22). The sample from VEQO1L1 at the west end of the alley
yielded sufficient leachable lead to be classified as hazardous (5.64 mg/l), but the average
of the four analyses (1.98 mg/l) is well below the regulatory threshold of 5.0 mg/l. This
would indicate that the portion of the material excavated from the west end of the alley may
require stabilization prior to disposal.

For the section of the alley between Second and Third Streets, the depth of fill ranged from
3 feet in VEOOQ9 near Second Street, to 9 feet in VEOOO8 near Third Street. Assuming that
the depth of fill gradually and uniformly deepened between the two borings, an estimated
590 cubic yards of fill will require excavation and removal from this section of alley.

For the west section between Second Street and the RR ROW, the depth of fill ranged from
2 feet at VEQO10, to 1 foot at VEOO11. Assuming a uniform depth change between the two
borings, an estimated 110 cubic yards of fill will require excavation and removal from this
section of the alley.
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For the two block section of the Webster Street Alley. an estimated 700 cubic yards of fi!]

will require excavation and removal.

Klein Avenue Alley: Soil sampling and a visual inspection were conducted for the alley
north of Klein Avenue (Figure 9). A one block area, approximately 880 feet in length,
extending from Brown Street north to the RR ROW was investigated. Borings VEOO!2 and
VEOQO13 were each drilled to a depth of 4 feet, while VEOO14 and VEQOLS were driiled to0
a depth of 6 feet. The four borings were located approximately 260 feet, 390 feet, 550 feet.
and 800 feet north of Brown Street, respectively. The part of the alley containing battery
casing material is approximately 11 feet wide with a trace concentration of battery casing
material throughout the alley. The depth to which battery casing material was noted ranged
from a surficial accumulation to a depth of 2 feet.

TCLP-Lead analysis was performed on two samples from two borings (Table 22). Both
samples yielded leachable lead levels that were below the detection limit (0.65 mg/l). Based
on these analyses it would appear that no stabilization will be required at this location prior
to disposal.

For the Klein Avenue Alley, the fill thickness from north to south ranged from ! foot in
VEQ0012, to 2 feet in VEOO13, and VEQOI4, to 4 feet in VEOO1S. Assuming changes in the
depth of fill between these borings are gradual and uniform, the estimated volume of fill
requiring excavation and removal is approximately 390 cubic yards.

Slough Road Alley: Soil sampling and a visual inspection were conducted for the Slough
Road Alley (Figure 10). The alley is located off of Bremen Road, west of Route 3 on the
north side of the toll plaza for the McKinley Bridge. This alley differs in both layout and
usage from the other Venice alleys that were investigated. The Slough Road Alley does not
run through a residential neighborhood. Only one residence is located here. The alley has
a unique configuration: The southernmost 400 feet is approximately 80 feet in width; the
next 500 foot section widens to approximately 300 feet across, primarily to accommodate
parking for a tavern located here; the northernmost section extends approximately 600 feet
to the base of the embankment for Route 3. This section is approximately 23 feet wide, is
overgrown, and appears abandoned with a highway barricade located approximately in the
middle. Five soil borings were completed in the Slough Road Alley. Two borings, VE0016
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and VVEOO!L7. were drilled in the abandoned north section. and were located approximately
60 feet and 215 feet south of the barricade. More than 50 percent of the ground surface was
covered with battery casing material in this portion of the alley. Three borings, VEOO1S.
VEO0O19. and VEO0Q20, were located in the north end of the parking lot (Figure 10). A trace
concentration of battery casing material was noted on the ground surface across the north 250
feet of this area. The depth to which battery casing material extended ranged from S inches

to 1 foot.

Two soil samples were analyzed for TCLP-Lead (Table 22). The results of these analyses
indicate that the fill material here should be classified as hazardous waste, with a leachable
lead concentration of 93.4 and 2.59 mg/l for an average of 48.0 mg/l. Based on these
results, any material excavated from this alley will require stabilization prior to disposal.

VEQ016 and VEOO17 in the abandoned north section encountered fill to a depth of 1 foot. ~
Assuming the depth of fill is consistent over this section, an estimated 240 cubic yards of fill
will require excavation and removal.

In the parking area, north of Tavern, VEOO18 and VEOO19 encountered fill to a depth of 1
foot. VE0020 encountered fill to a depth of 2.5 feet. In order to estimate a volume for this
irregular shaped area, it was assumed that the 2.5 feet of fill in VEQO20 extended out for a
20 foot radius around the boring, and that fill was present to a depth of 1 foot over the rest
of the area. Based on these assumptions approximately 680 cubic yards of fill will require
excavation and removal from this area.

The total estimated volume of fill that will require excavation and removal from the Slough
Road Alley is approximately 920 cubic yards.

4.3.2 Eagle Park Acres

Nine properties were inspected and sampled in the Eagle Park Acres subdivision (Figure
11). Eight properties were originally identified by USEPA prior to this investigation:

. 108 Carver
] 111 Carver
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. 203 Harrison
. 205 Harrison
. 100 Hil

o 203 Terry

o 205 Terry

. 208 Terry

One property that was sampled was brought to the attention of WCC personnel by residents
of Eagle Park Acres: 128 Roosevelt. The areal extent and depth of fill, TCLP results, and
soil volume estimates for excavation and remediation are discussed for each property.

108 Carver: Two HAB’s were completed to a depth of 1.5 and 2 feet, and a third was
attempted on this property. Both the completed and attempted HAB's were located within
the driveway and old garage foundation where the battery casing material was documented
(Figure 12). The part of the driveway that is in front of the old garage and next to the rear
half of the house is paved with asphalt, but has visible pieces of battery casing material in
the pavement. One HAB was attempted here but was unable to penetrate the pavement.
Boring CAQ108-1 was located inside the old garage foundation. Fill containing abundant
battery casing material (up to approximately 35 percent) to a depth of 6 inches was
documented. Approximately 20 to 50 percent of the ground surface was covered with
battery casing material. CAOQ108-2 was located outside of the old foundation and away from
the asphalt pavement where a trace accumulation of battery casing material was noted.

A total of three samples were collected for Total Lead analysis and one for TCLP-Lead
(Table 23). One sample was analyzed for Total Lead analysis from CA0108-1, of the old
garage foundation. This sample was collected from a depth of 6 to 12 inches and contained
154 mg/kg Total Lead. Two samples were analyzed from CAQ108-2, outside of the
foundation, and yielded 4,350 and 1,810 mg/kg from the 0 to 6 inch and 6 to 12 inch
samples, respectively.

The sample analyzed for TCLP-Lead was from CAOQ108-1, inside the foundation. The
results of this analysis yielded a lead leachate concentration of 4.0 mg/l. This is less than
the 5.0 mg/1 regulatory limit, and should not require stabilization prior to disposal.
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For the purpose of soil volume estimation, the entire area is assumed to contain battery
casing matenal, both inside and outside of the old garage foundation (approximately 1,500
square feet) to a depth of 1 foot. Based on this assumption. an estimated 56 cubic yards of
material will require excavation and removal.

111 Carver: A visual inspection here only found one piece of battery casing material in the
driveway. WCC personnel asked the resident where accumulations of battery casing material
were located, but the resident could not recall. Two soil borings were completed to a depth
of 1 foot in the driveway (Figure 13). No battery casing material was detected in either
boring.

Two samples were collected for Total Lead analysis (Table 23). Since only the one
fragment of battery casing material was observed, no samples were collected for TCLP-Lead
analysis. However, analysis of the two samples yielded an average total lead concentration
of 458 mg/kg. Based on this data, the property would be considered clean and no
remediation would be required. However, since both analyses yielded Total Lead
concentrations that were only slightly less than the 500 ppm cleanup standard, additional
sampling may be necessary to be sure the property is clean.

202A Harrison Street: A total of four HAB's were completed on this property (Figure 14).
These ranged in depth from 2 feet to 5.25 feet. All four HAB’s were located in areas where
there were visible accumulations of battery casing material on the ground surface. Borings
HA0202-1 and HA0202-2 were located along a driveway containing accumulations of battery
casing material covering up to 5O percent of the ground surface; HA0202-3 was also located
in the driveway within a circular area approximately 120 foot in diameter with 50 to 90
percent of the ground surface. HA0202-4 was located in a former garden area with a battery
casing material covering 20 to 50 percent of the ground surface. Battery casing material
extends to a depth of 6 inches within the driveway but appears to be restricted to surficial
matenial in the former garden area.

A total of 12 soil samples were analyzed for Total Lead and four for TCLP-Lead (Table 24).
Six of the twelve samples yielded total lead concentrations in excess of the SO0 ppm cleanup
standard. Samples analyzed from the three HABs completed in the driveway indicated
elevated lead concentrations (752 to 2,320 mg/kg) to a depth of 1 foot. HA0202-3, which
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was completed in an area of battery casing material with greater than 50 percent surface
coverage. was found to have 622 mg/kg at a depth of 2 to 3 feet.

Samples from HA0202-4, located in the former garden area on the west side of the property.
were found to contain 106 and 151 mg/kg. Excavation in the garden area should be based
solely on visual identification of battery casing material.

One of four samples analyzed for TCLP-Lead contained a lead leachate level of 440 mg/L,
well in excess of the S mg/L regulatory limit (Table 23). Even though the other three were
well below 5.0 mg/L, fill from this location should be classified as hazardous and stabilized

prior to disposal.

Based on the results of the three borings completed in the driveway, volumes were calculated
for three different sections of the driveway. The area with only a trace of battery casing
material closest to Harrison Street covered an area of approximately 272 square feet. No
borings were completed in this area; however, the nearest boring HA0202-1 documented fill
to a depth of 1.5 feet. Assuming this depth of fill extended out to the street, approximately
15 cubic yards of fill would require excavation.

The largest portion of the driveway has up to 50 percent surface coverage with battery casing
material and covers an area of approximately 2,980 square feet. Assuming an average depth
of fill of 2 feet (based on HA0202-1 and HA0202-2, with 1.5 and 2.5 feet of fill
respectively), an estimated 220 cubic yards of fill will require excavation.

The area around HA0202-3 has the heaviest concentration of battery casing material (50 to
90 percent), and an estimated 4 feet of fill. With an area of approximately 500 square feet,
an estimated 75 cubic yards of fill will require excavation.

HA0202-4 in the former garden found battery casing material only at the ground surface.
It is anticipated that approximately 3 inches of fill would be removed from the 3,100 square
foot area equating to an approximate volume of 30 cubic yards.

In total. approximately 340 cubic yards of fill will require excavation and disposal at this

location.
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203 205 Harrison Street: A total of seven HAB's were completed on these two adjacent
properties (Figure 15). The seven HAB's were located within what residents had described
as an old drainage slough that was supposedly filled in with material from the Taracorp pile
approximately 30 years ago. Borings HA203-1 through HA203-4 were located with the
slough area on the southwest half of the 203 Harrison property, and ranged in depth from
3 to 4 feet. Borings HA205-1, HA0205-2, and HA0205-3 were located within the slough
area on the northeast part of the 205 Harrison property. These HAB's were approximately
4 feet deep. No battery casing material was noted on the ground surface, nor was any
battery casing material found in any of the borings.

A total of 19 soil samples were analyzed for Total Lead and five samples for TCLP-Lead.
Total Lead concentrations ranged from 20.4 to 1800 mg/kg, with eight of 19 samples
exceeding the 500 ppm cleanup standard (Table 23). Two HABs, HA203-3 and HA205-3,
found lead concentrations above the cleanup standard to a depth of 3 feet; three HABs,
HA203-4, HA205-1, and HA205-2, to a depth of 2 feet; one, HA203-2, to a depth of 6
inches. HA203-1 did not have any samples above the cleanup standard, and is probably
outside of the former limits of the slough.

Five samples analyzed for TCLP-Lead yielded lead leachate concentrations that were well
below the regulatory limit of 5.0 mg/L; the leachate levels in these samples ranged from less
than 0.19 to 0.54 mg/L. Based on these results, it does not appear that any material from
this location will require stabilization prior to disposal.

The depth of fill encountered in the seven HABs completed on these properties ranged from
approximately 9 inches to 3.5 feet. While the actual fill profile within the former slough
area is probably irregular, for the purpose of volume calculations it was assumed to be
rectangular in shape with an average depth of 3 feet and an approximate area of 11,500
square feet. Based on these assumptions, an estimated fill volume of 1,275 cubic yards of
material will require excavation and disposal at this location.

100/203 Hill Street: Two HAB’s were completed on these two adjacent properties
(Figure 16). These were completed to depth of 1 foot and 1.5 feet. Both HAB’s were
located within areas where battery casing material was visible on the ground surface. The
areal extent of the battery casing material at this location was difficult to determine due to
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tall grass and underbrush: however, two main areas of banery casing material were noted:
one major area approximately 50 feet by 70 feet in the south comer of the property and a
much smaller area approximately 10 feet in diameter in the south comer of the property.
Both borings were completed in the larger area. HIO100-1 was located within a part of the
larger area, an oval shaped area approximately 20 feet by 35 feet, that had a visible
accumulation of battery casing material (20 to 50 percent surtace coverage). Within this oval
approximately 30 percent of the upper 8 inches of soil was battery casing material. HI0100-
2 was placed in a part of the larger area that had a trace accumulation of battery casing
material. This second boring only contained the battery casing material at the ground

surface.

A total of five samples were analyzed for Total Lead and two for TCLP-Lead (Table 23).
Samples from HIO100-1, within the area with the most battery casing material, were
analyzed from depths of 0 to 6 inches, 6 to 12 inches, and 12 to 18 inches, with Total Lead
concentrations of 17,900, 1,580, and 843 mg/kg respectively. TCLP-Lead analysis on the
0 to 6 inch sample yielded a lead leachate concentration of 152 mg/L.

Samples from HI100-2, where only trace amounts of battery casing material were observed,
were analyzed from depths of O to 6 inches and 6 to 12 ‘nches. These samples contained
Total Lead concentrations of 360 and 90.2 mg/kg, respect: y. TCLP-Lead ana. on the
0 to 6 inch sample yielded a lead leachate concentration of i.36 mg/L.

Based on these results, any material removed from the area around HIOI00-1 will be
considered hazardous waste and will require stabilization prior to disposal. Material
removed from the rest of this property will probably be classified as special waste, and will
not require stabilization prior to disposal.

Based on the two HABs completed on this property, fill was encountered to a depth of 2.5
feet within the main concentration of battery casing material, and to a depth of 3 inches
within the area containing a trace accumulation. These areas cover approximately 630 and
2,500 square feet, respectively, and will require excavation and disposal of approximately
60 and 25 cubic yards of fill respectively, or a total of approximately 85 cubic yards of fill
material.
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203:205 Terry: A total of four borings were completed to a depth of 1.5 feet on these two
adjacent vacant lots. All four borings were located within the areas with a significant
accumulation of battery casing material (Figure 17). The bulk of the battery casing material
was near the southwest property boundary along a driveway, and was spread out in
diminishing quantities back toward the northwest property line. Borings TE0203-2 and
TEO0203-4 were located in the northwestern driveway and encountered fill with 20 to 30
percent battery casing material to a depth of 6 inches. TE0203-1 was located approximately
160 feet northeast of the driveway in a location with battery casing material covering over
50 percent of the ground surface. Fill with battery casing material was noted to a depth of
O inches. TE0203-3 was located approximately 380 feet northeast of the driveway near the
edge of where the battery casing material could be seen at the surface.

A total of 12 samples were collected for Total Lead analysis and five were collected for
TCLP-Lead (Table 23). Total Lead concentrations ranged from 41.5 to 45,200 mg/kg, -
with 7 of 12 samples exceeding the 500 ppm cleanup standard. The three HABs located in
the area with the heaviest concentration of battery casing material found everything above
the cleanup standard to a depth of 1 foot. TE0203-3 was in an area with considerably less
surface coverage of battery casing material and found 6 inches of material above the cleanup
standard.

The five samples analyzed for TCLP-Lead yielded lead leachate concentrations ranging from
52.3 to 321 mg/L, with all of S analyses above the 5.0 mg/L regulatory limit. Based on
these results, all material from this location will require stabilization prior to disposal.

The four HABs identified fill material ranging in depth from 6 inches to 1 foot, but found
Total Lead or TCLP-Lead concentrations above the cleanup standards to a depth of 1 foot
in all borings. Therefore, it is recommended that the entire area where battery casings were
identified (almost 12,000 square feet) be excavated to a depth of 1 foot. This equates to an
approximate fill volume of 440 cubic yards.

204 Terry: A signed access agreement was received by USEPA for this property; however,

the resident refused to grant access when contacted by WCC personnel. Therefore, no
sampling or visual inspection was performed.
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208 Terrv: A towal of five HAB's were completed on this property. While a trace
accumulation of battery casing material was noted over most of the property, tall grass and
underbrush covered most of this piot, making an accurate assessment of the surficial extent
of battery casing material very difficult. Boring TE0208-3 was completed within a
depression dug for a house foundation but abandoned. The other four HAB's were completed
outside the perimeter of the foundation area (Figure 18). These ranged in depth from 1.5

to 3 feet.

A total of ten samples were collected for Total Lead analysis and four samples were
collected for TCLP-Lead (Table 23). Total Lead concentrations ranged from ~ - 4 to 4,070
mg/kg, with five of ten samples exceeding the 500 mg/kg cleanup standard. Fc: TE0208-3,
located within the foundation, Total Lead concentrations were below 100 mg/kg. TE0208-4
and TEOQ208-5, on the south side of the foundation, yielded the highest Total Lead
concentrations, with up to 4,070 mg/kg to a depth of 1 foot. TE0208-1 and TE0208-2, on -
the north side of the foundation, found elevated Total Lead concentrations only in the upper
6 inches of soil (2,170 and 474, respectively).

Four samples analyzed for TCLP-Lead were well below the regulatory limit of 5.0 mg/L;
the Lead Leachate levels in these samples ranged from 0.51 to 1.79 mg/k. Based on these
results, it does not appear that material from this location will require stabilization prior to

disposal.

TE0208-1 and TE0208-2, located southwest of the foundation area, encountered fill and
traces of battery casing material to a depth of 6 inches. Boring TE0208-3, located within
the foundation, also encountered traces of battery casing material to a depth of 6 inches.
TE0208-4 and TE0208-5, located southeast of the foundation area, noted fill and traces of
battery casing material to a depth of 1 foot.

Due to tall grass and heavy underbrush, an accurate identification of the areal extent of
battery casing material was difficult. Based primarily on Total Lead results, it is
recommended that the front half of the property (approximately 10,600 square feet) be
excavated to a depth of 6 inches; and that the back portion, south of the abandoned
foundation (approximately 8,500 square feet) be excavated to a depth of 1 foot. The
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abandoned foundation does not appear to require any excavation. For the entire property.
this equates to an approximate fill volume of 510 cubic vards that will require excavation and

remediation.

210 Terry: The presence of battery casing material was documented by USEPA; however,
no property access was ever obtained and no sampling or visual inspection was performed.

128 Roosevelt: A total of three HAB's were completed on this property (Figure 19). These
ranged in depth from 2.5 to 3 feet. A visual inspection noted only trace amounts of battery
casing material scattered throughout the property. RS0128-1 was completed on the southeast
side of the residence, while RS0128-2 and RS0128-3 were completed to the rear of the
residence at the northeast portion of the property. No battery casing material was noted in
any of the HAB's.

A total of nine analytical samples were collected for Total Lead analysis and two samples
for TCLP-Lead (Table 23). Total Lead concentrations ranged from 53.2 to 1,670 mg/kg,
with two of nine samples exceeding the cleanup standard. In RSO128-1, on the south east
side of the house, the sample from one to 2 feet was found to contain 1,670 mg/kg of Total
Lead. In RS0128-3, on the north west side of the house, the sample taken from 6 to 12
inches contained 745 mg/kg. In RS0128-2, in the backyard, no samples exceeded the
cleanup standard; however, the 6 to 12 inch sample yielded a Total Lead concentration of
474 mg/kg.

The samples analyzed for TCLP-Lead yielded a lead leachate concentrations of 1.13 and
0.30 mg/L. Therefore, fill excavated from this location should not require stabilization prior
to disposal.

No battery casing material was identified here, but Total Lead concentrations were greater
than or almost equal to the cleanup standard (500 ppm) in one sample from each HAB.
Based on the analytical data, it is recommended that the entire yard (approximately 11,250
square feet) be excavated to a depth of 1 foot. This equates to an estimated fill volume of
420 cubic yards that will require excavation and disposal.
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4.3.3 Missouri Avenue

Borings and visual inspections were conducted at the Missouri Avenue (old Route 3) remote
fill location, which is located approximately 1.2 miles north of the Main Industrial Property.
Four HAB and three rig borings were completed at this location (Figure 20). The property
extended approximately 370 feet back from Missouri Avenue, with frontage on the roadway
of approximately 190 feet. The property owner indicated that he was leasing the adjacent
property to the north from the railroad. This leased property is approximately 120 feet by
290 feet. The visual inspection documented a heavy concentration battery casing material
in the south east comer of the property covering an area approximately 60 feet by 90 feet
that is used to park tractor trailers and farm equipment. This area represents the heaviest
concentration of this material present on the property. A less dense concentration of battery
casing material extends approximately 60 feet west towards a large garage and shed. Trace
accumulations of battery casing material were noted covering the majority of the gravel drive
and parking areas over the rest of the property. Traces of battery casing material extended
beyond the property boundary onto land that the resident had under lease from the Railroad.

OR0007, ORO0008, OR0009, and OR0010 were completed using HAB apparatus in
December, 1991. OR0007 was abandoned due to refusal at a depth of 1 foot where smelter
slag was encountered. OR0008 was located in the southwest corner of the property and was
advanced to a depth of 2 feet. Only a trace of battery casing material was noted at the
ground surface. OR0009 and OR0010 were located at the west end of the leased railroad
property. These HAB’s were advanced to depths of 2.6 and 2.9 feet, respectively, and
encountered battery casing material to depths of 1.5 and 1 foot, respectively.

Borings OR0013, OR0014, and OR00!S were completed using a drill rig on June 29, 1992.
OR0O013 and OR0014 were drilled on the east side of the garage in an area with a trace
accumulation of battery casing material on the ground surface. Slag and battery casing
material were noted to a depth of 1 foot in OR0013, and to a depth of 2 feet in OR0014.
OR0015 was drilled in the area where OR0007 hit refusal due to slag at a depth of 1 foot.
OROO15 encountered slag, battery casing material, and fill to a depth of approximately 2
feet. An exact depth determination was not possible due poor sample recovery and cave-in
from the shallow part of the boring.
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EXECUTIVE SUMMARY

NL/Taracorp Superfund Site
Pre-Design Field Investigation

Overview

The Pre-Design Field Investigation (PDFT) for the NL/Taracorp Superfund Site (NL Site),
in Madison County, Illinois, was conducted as part of Woodward-Clyde Consultants (WCC)
indefinite delivery contract with the United States Army Corps of Engineers, Omaha District
(USACE) (Contract No. DACW45-90-D-0008).

The objective of the PDFI was to provide information for the design of the remedial action
at the NL Site. A variety of tasks were completed to accomplish this objective. These -
included an extensive field sampling program on both the industrial and residential
properties. The goal of the field sampling program was to delineate areas where surficial
soils will require excavation to achieve the clean up levels established in the Record of

Decision (500 ppm for residential areas and 1,000 ppm for industrial areas).
Additional tasks that were completed as part of this investigation include:

° Identification of a RCRA-compliant landfill and the associated estimated
disposal costs for contaminated material that cannot be disposed of on site

. Development of a Plan for Satisfaction of Permitting Requirements (PSPR)
. A scope of work for a treatability study

o A borrow evaluation to aid in the predesign of the RCRA cap for the
Taracorp pile

o An interior inspection of residences (upon request) within the boundaries of
the study area to identify potential sources of lead contamination
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. Assistance to USEPA in acquisition and organization of property access
information
. Preparation of maps indicating the proposed extent of remediation for all areas
investigated

. Preparation of maps of the Main Industrial Property, including known
utilities, and site features

The PDFI concentrated on three principle areas: the Main Industrial Property (Taracorp,
Trust 454, BV&G Transport, and Rich Oil), the Adjacent Residential Area within the cities
of Granite City and Madison, and the Remote Fill Areas.

The Main Industrial Property consists of approximately 30 acres of property that includes .
a former secondary lead smelting facility (NL/Taracorp) and a battery recycling operation
(St. Louis Lead Recyclers (SLLR)). Two separate waste piles, the Taracorp pile and the
SLLR pile, cover portions of the industrial property.

The Adjacent Residential Areas include approximately 500 acres within the cities of Granite
City and Madison, Illinois. An estimated 1,595 residential properties are included within
this area. The lead contamination present in the soil is believed to be due to airborne
particulate fallout from the secondary iead smelter.

Fill material derived from the Taracorp or SLLR piles has been documented at eight areas
in the vicinity of the NL Site. These Remote Fill Areas include Eagle Park Acres, Venice
Township, three areas north of Granite City, and three areas within Granite City.

Scope of Work

To collect the required data for remedial analysis and design, an extensive soil sampling
program was conducted for the Main Industrial Property, the Adjacent Residential Area, and
the Remote Fill Areas.
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A total of 105 analytical soil samples for total lead analysis and 96 geotechnical soil samples
for physical testing were collected from the Main Industrial Property. These samples were
collected from 18 test borings completed during November, 1991. Samples were collected
from depths of 0 to 15 feet. Since it is almost entirely paved, no soil for total lead analysis
was collected from the Taracorp property.

A total of 5,011 soil samples were collected from the Adjacent Residential Area for total lead
analysis, with ten of these samples selected for TCLP-lead analysis. Samples were collected
from depths of O to 1 foot. Sampling was conducted from November, 1991 through August,
1992.

A total of 136 soil samples were collected from 72 soil borings completed in the Remote Fill
Areas. These samples were analyzed for total lead and/or TCLP-lead analysis. Samples
were collected from the following locations: l

o Five alleys in Venice Township

. Nine properties in Eagle Park Acres

g Missouri Avenue (old Ilinois Route 3)
. Schaeffer Road

. Sand Road

o 2230 Cleveland Avenue

o 3108 Colgate Avenue

. 1628 Delmar Avenue

These samples were collected between November, 1991, and June, 1992.

Four deep monitoring wells (approximately 70 feet) were installed and developed on or near
the Main Industrial Property. These wells were installed to supplement the existing network
of fourteen shallow wells. Groundwater sampling was conducted during the week of July
13, 1992. Twelve of the eighteen wells were sampled for priority pollutants. Of the six
wells that could not be sampled, four were dry and two were damaged. Aquifer permeability
testing was performed on the four new wells on July 21,1992, with hydraulic conductivities
ranging from 8.07 x 10 to 2.15 x 10 cm/sec.
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Interior visual home inspections were offered to residents living in the Adjacent Residential
Area to identify possible sources of lead exposure. These inspections were entirely voluntary
and scheduled at the convenience of the residents. A total of 212 inspections was completed.

To supplement the field sampling program, an aerial survey and photogrametric mapping of
the NL Site were conducted. This effort generated topographic maps of the Main Industrial
Property, planimetric maps of the Adjacent Residential Area, and field plats for each
residential lot that was to be sampled.

Conclusions and Recommendations

For the Main Industrial Property, it is recommended that the Trust 454, Rich Oil and
BV&G Transport Properties be remediated to a depth of 2 feet. It is recommended that
confirmation sampling be conducted after the initial excavation to verify that the material
with greater than 1,000 ppm lead has been removed. It is estimated that approximately
35,200 cubic yards of material will require excavation if the Main Industrial Property is
excavated to a depth of 2 feet.

For the Adjacent Residential Area, all properties where soil sampling indicated total lead
concentrations greater than 500 ppm will be remediated. For those properties that could not
be sampled due to a lack of access, the decision to remediate will be based on a statistical
treatment of the data for that decision unit.

In order to effectively use the data from soil samples that were collected and analyzed to
make remediation decisions for those properties that could not be sampled due to a lack of
property access, a series of 46 decision units within the Adjacent Residential Areas were
delineated. Each decision unit covers a one to three block area. Decision units were
constructed based on two considerations: 1. The area was small enough that no major trend
was obvious in lead concentration vs. distance from the source; and 2. A sufficient number
of samples were available to generate valid statistics.

Of the decision units requiring remediation, two units will require remediation to a depth of
3 inches, 15 to a depth of 6 inches, and 24 to a depth of 1 foot. Five decision units, all in
Madison, will not require remediation based on the decision rules approved by the USACE
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and USEPA. One of ten TCLP-lead analyses yielded a lead leachate level in excess of the
regulatory limit. Additional TCLP-lead analysis is recommended to delineate residential
areas where stabilization will be required prior to disposal. It is estimated that
approximately 97,000 cubic yards of material may require excavation and disposal from the
Adjacent Residential Area. Since most of the decision units around the outer boundary of
the study area require some degree of remediation, sampling and analysis may be required
for additional areas not included in the current study.

An estimated 10,400 cubic yards of material from the Remote Fill Areas will require
excavation and disposal. Of this amount, it is estimated that approximately 5,800 cubic yards
of material will require stabilization prior to disposal. Additional reconnaissance and
resident contact is recommended in the area around 3108 Colgate Avenue where additional
remote fill sites are suspected.

Analysis for groundwater samples collected from twelve of the monitoring wells on or near
the Main Industrial Property indicated concentrations of several metals above the Maximum
Contaminant Levels (MCLs) promuigated under The Safe Drinking Water Act. Samples
from five wells contained lead concentrations greater than the MCL of 0.015 mg/]; samples
from three wells contained arsenic concentrations greater than the MCL of 0.050 mg/l. In
addition, cadmium, zinc, nickel and copper were all detected at relatively high concentrations
in at least one of the samples analyzed.
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GLOSSARY OF PROJECT DEFINITIONS

The following definitions apply to terms commonly used in the text of this document:

Accuracy

"Adjacent”
Residential Areas

a (Alpha)

Analytical Batch

AST™M

Batch

9MC114V

Nearness of a measurement of the mean (x) of a set of measurements
to the true value. Accuracy is evaluated by the percent recovery of
sample spikes, analysis of laboratory control samples, and reference
materials.

Residential areas that are contiguous with the NL Site.

The desired false positive rate for the statistical test to be used. The
false positive rate for the statistical procedure is the probability that
the sample area will be declared to be "clean” when it is actually
"dirty." :

The basic unit for analytical quality control is the analytical batch.
The analytical batch is defined as samples which are analyzed together
with the same method sequence and the same lots of reagents and with
the manipulations common to each sample within the same time period
or in continuous sequential time periods. (e.g., groundwater, surface
water, soil, sediment, etc.

Applicable or Relevant and Appropriate Requirements
American Society for Testing and Materials
A group of samples which behave similarly with respect to the

procedures being employed for those samples and which are being
processed as a unit.
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f§ (Beta)

BFB

Calibration
Blank

CCB
cce
ccv
CDAP

CERCLA

CFR

CHSO

CLP
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The false negative rate for the statistical procedure is the probability
that the sample area will be declared to be "dirty" when it is actually
“clean” and the true mean is P,. The desired sample size is selected
so that the statistical procedure has a false negative rate of f§ at P,.
Bromofluorobenzene

Usually an organic or aqueous solution that is as free of analyte as
possible and prepared with the same volume of chemical reagents used
in the preparation of the calibration standards and diluted to the
appropriate volume with the same solvent (water or organic) used in
the preparation of the calibration standard. The calibration blank is
used to give the null reading for the instrument response versus
concentration calibration curve.

Continuing Calibration Blank

Continuing Calibration Compounds

Continuing Calibration Verification Standard

Chemical Data Acquisition Plan

Comprehensive Environmental Response, Compensation, and Liability
Act

Code of Federal Regulations
Corporate Health and Safety Officer
Cerntified Industrial Hygienist

U.S. Environmental Protection Agency Contact Laboratory Program
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COC

Co-Located
Samples

Comparability

Completeness

CVAA

DFTPP

DOT

DQCR

DQO

Duplicate

ESE

Environmental
Samples
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Chain of Custody

Two or more separate samples taken from the same location, but not
homogenized.

A measure of the confidence with which one data set can be compared
with another.

A measure of the amount of valid sample data obtained from the
measurement system compared to the amount of sample data that are
analyzed. Valid results are those results which meet or exceed quality
control criteria and satisfy quality assurance objectives.

Cold Vapor Atomic Adsorption Spectrometry
Decalfuorotiphenyl-phosphine

Department of Transportation

Daily Quality Control Report

Data Quality Objective

Duplicate samples are two samples taken and analyzed independently.
In cases where aliquoting is impossible, as in the case of volatiles, co-

located samples must be taken for the duplicate analysis.

Environmental Science and Engineering, Inc., analytical laboratory
subcontractor

An environmental sample or field sample is a representative sample of
any material (aqueous, nonaqueous, or multi-media) collected from
any source for which determination of composition or contamination
is requested or required.
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EP TOX
‘FAA

Field Blanks

FOM

FS

GC/MS

GC/ECD

GFAA

GPM
HAB

Homogenized

HSA
HSC
HSO

ICP
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Extraction Procedure Toxicity

Flame Atomic Absorption

A sample matrix that is as free of analyte as possible and is transferred
from one vessel to another at the sampling site using the sampling
technique as closely as possible, including a typical holding time in the
sampling equipment, and preserved with the appropriate reagents.
This serves as a check on reagents and environmental contamination.
Field Operations Manager

Feasibility Study

Gas Chromatography/Mass Spectrome: -

Gas Chromatography/Electron Cap:

Graphite Furnace Atomic Adsorption

Gallons Per Minute

Hand Auger Boring

In the context of this CDAP, this is interpreted to mean as well mixed
and uniform as reasonably possible.

Hollow Stem Auger
Health and Safety Coordinator
Health and Safety Officer

Inductively Coupled Argon Plasma Emission Spectrometry
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ID

1.D.

IDPH

[EPA

Main Industrial
Properties

Matrix Spike (MS)

Matrix Spike
Duplicate (MSD)

MCL

Method Detection
Limit (MDL)

IMCl1aV

Woodward-Clyde
Consultants

Identification

Inner Diameter

Illinois Department of Public Health
Illinois Environmental Protection Agency

This consists of Taracorp, Trust 454, BV&G Transport, and Rich Oil
Properties

A matrix spike is employed to provide a measure of accuracy for the
method used in a given matrix. A matrix spike analysis consists of
adding a predetermined quantity of stock solutions of certain analytes -
to a sample matrix prior to sample extraction/digestion and analysis.
The concentration of the spike should be at the regulatory standard
level, or the reporting limit for the method if the sample is free of the
analyte.

A second matrix spike sample prepared identically to the matrix on
which a duplicate analysis was performed to assess the reproducibility
of the matrix spike analysis.

Maximum Contaminant Levels promulgated under the Safe Drinking
Water Act.

The minimum concentration of a substance that can be measured and
reported with 99 percent confidence that the analyte concentration is
greater than zero and is determined from analysis of a sample in a
given matrix containing the analyte.
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Method Blank

NL Site

oD

PA

PDFI
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A sample matrix that is as free of analyte as possible and contains all
the reagents in the same volume as used in the processing of the
samples. The method blank must be carried throughout the complete
sample preparation procedure and contains the same reagent
concentrations in the final solution as in the sample solution used for
analysis. The reagent blank is used to monitor for possible
contamination resulting from the preparation or processing of the
sample.

NL Site is for the National Lead/Taracorp Superfund Site which
includes the industrial property, the residential areas, and remote fill
locations.

Nephelometric Turbidity Units

Outer Diameter

Cumulative Binomial Probability

Program Administrator

The criterion for defining whether the sample area is clean or dirty.
According to the attainment objectives, the sample area attains the
cleanup standard if the proportion of the sample area with contaminant
concentrations greater than the cleanup standard is less than P,.

The value under the alternative hypothesis for which a specified false
negative rate is to be controlled. Think of P, as the value less than P,

(P, < P,) that designates a very clean area that must, with great
certainty, be designated clean by the statistical test.

~ Polychlorinated Biphenyl

Pre-Design Field Investigation
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Performance A material of known composition that is analyzed concurrenﬂy with
Evaluation test samples during a measurement process. It is used to verify the
Sample performance of the analytical system. These samples are provided by

the USACE durnng the laboratory validation process.

PM Project Manager

PPE Personal Protective Equipment

ppm Parts Per Million

Precision Precision is the agreement between a set of replicate measurements

without assumption or knowledge of the true value. Precision is
evaluated as the relative percent difference or relative standard ~
deviation for replicate or split samples.

PSPR Plan for Satisfaction of Permitting Requirements

QAPP Quality Assurance Program Plan

QA/QC Quality Assurance/Quality Control

QCSR Quality Control Summary Report

RAS CLP Routine Analytical Services

RCRA Resource Conservation and Recovery Act

Remote Fill Locations where material from the Taracorp Pile has been used as fill
Areas material.

Reporting Limit The reporting limit is the lowest level that can be reliably achieved
within specified limits of precision and accuracy during routine
laboratory operating conditions as defined in the Laboratory QAPPs.
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Representativeness  The degree to which a single measurement is indicative of the
characteristics of a larger sample or area: or the degree to which data
represents field conditions.

RI Remedial Investigation

Rinsate Usually reagent water that is as free of analyte as possible and is
transported to the site, opened in the field, and poured over or through
the sample collection device, collected in a sample container, and
returned to the laboratory. This serves as a check on sampling device
cleanliness and potential cross-contamination.

ROD Record of Decision
RPD Relative Percent Difference, calculated as
R -
RPD (%) = 11_R’|_ x 100
(R, +R)f2

where R, = first sample value (original)
R, = second sample value (duplicate)

SAS CLP Special Analytical Services

SLLR St. Louis Lead Recyclers

SOP Standard Operating Procedures

SPCC System Performance Calibration Compounds
SSHP Site Safety and Health Plan

SSO Site Safety Officer
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TAL

TCLP

Tnp Blank

USACE

USACE-MRD

USACE PM

USC

USDA

USEPA

USGS

WCC
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Sample Tracking System

Target Analyte List

Toxicity Charactenistic Leaching Procedure

A sample of reagent water that is as free of organic analyte as possible
and is transported to the sampling site and returned to the laboratory
without being opened. This services as a check on sample
contamination originating from the container or sample transport.
US Ammy Corps of Engineers

USACE Missouri River Division Laboratory -
USACE Project Manager

Unified Soil Classification System

US Department of Agriculture

US Environmental Protection Agency

US Geological Survey

Woodward-Clyde Consultants
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FINAL REPORT

NL. TARACORP SUPERFUND SITE PREDESIGN FIELD INVESTIGATION

1.0
PROJECT DESCRIPTION

1.1 INTRODUCTION

Work Order #0021 of Woodward-Clyde Consultants (WCC) Indefinite Delivery Contract
with the U.S. Army Corps of Engineers, Omaha District (USACE), Contract No. DACW45-
90-D-0008 consists of the pre-design field investigation (PDFT) for the NL/Taracorp
Superfund Site (NL Site), located in Madison County, Illinois. This report presents the
results of the PDFI.

1.1.1 Project Overview

The objective of the PDFI was to provide information for the design of the remedial action
for the NL Site. To accomplish this, a variety of tasks were completed. These included an
extensive field sampling program on both the industrial and surrounding residental
properties. The goal of the field sampling program was to delineate areas where surficial
soils will require excavation to achieve the cleanup levels established in the Record of
Decision (ROD) for this site (500 ppm for the residential areas and 1,000 ppm for the Main

Industrial Property).

Additional activities have been completed that are required prior to, or concurrent with, the
initial stages of the remedial design. These activities include:

J Identification of a RCRA-compliant landfill and the associated estimated
disposal costs for contaminated material that cannot be disposed of on site.

BIMCII4Y Page 1 March 25, 1993



Woodward-Clyde
Consultants

. Development of a Plan for Satisfaction of Permirnting Requirements 1 PSPR)
to include a list of permits required in conjunction with the remedial action

contemplated.

. A scope of work for a treatability study.
. A borrow evaluation to aid in the predesign of the RCRA cap for the
Taracorp pile.

Each of these tasks has been completed and will be discussed later in this report. The
specific objectives of the site investigation included the following:

. Evaluate the horizontal and vertical extent of lead contamination in soil in the

-

Main Industrial Property. -

. Evaluate the horizontal and vertical extent of lead contamination in soil in the
Adjacent Residential Areas.

o Determine the lateral and vertical extent of fill containing hard rubber battery
casing material in the Remote Fill Areas identified by the USEPA.

° Estimate the volume of material requiring excavation and/or treatment in all
the above areas.

. Determine possible sites from which suitable borrow material may be obtained
to construct a RCRA-compliant cap for the Taracorp waste pile.

° Measure priority pollutants in groundwater at the Taracorp/SLLR site.
To accomplish these objectives, the following tasks were completed:

o Development of a Chemical Data Acquisition Plan (CDAP) for the PDFI.
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Development of a PSPR including a list of permits that w1l be required in

conjunction with the remedial action.

A interior visual inspection of residences (upon request) within the site area
to identify potential sources of lead contamination.

Completion of all field activities and laboratory analytical work required for
the PDFI, as outlined in the CDAP.

Evaluation of potential borrow sites from which suitable material may be
obtained to construct a RCRA-compliant cap to cover the Taracorp waste pile.
The use of on-site borrow was evaluated. The quantity of borrow needed for
the cap has also been estimated.

Preparation of maps indicating the proposed extent of remediation consistent
with the ROD. Maps were also produced which delineate the spatial extent
of the hard rubber fill material.

Potential disposal sites, alternatives, and limitations for disposal of the hard
rubber battery casing material were identified. Disposal costs were also
estimated.

A Scope of Work for a treatability study for soil classified as hazardous waste
was developed.

This Pre-Design Field Investigation Report was prepared.

SITE INFORMATION

The NL Site is located within the cities of Granite City, Madison, and Venice, in Madison
County, Illinois. It is approximately two miles east of downtown St. Louis, Missoun
(Figure 1). The NL Site is located at the southern end of Granite City and at the northern
border of Madison.

SIMC114V
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1.2.1 General Site Features and Geologic Conditions

The site is located within the portion of the Mississippi River Valley known as the American
Bottoms. It is outside of the 100 year flood plain. The area is underlain by a sequence of
Quaternary age alluvial, glaciofluvial and glaciolacustrine sedimentary deposits associated
with the Mississippi River Valley. These deposits generally extend to a depth of
approximately 100 feet and tend to become coarser with depth. These deposits
unconformably overlie the local bedrock, which is comprised of Mississippian age limestone.
sandstone and shale of the upper Valmeyeran Group. The Remedial Investigation (RI)
conducted by O’'Brien & Gere in 1988 described the surficial soils as typically silty clay to
fine sandy loams of the Riley-Landes-Parkesville Association that are generally under grass
or forest cover. The site area is a typical river floodplain, tending to be flat and poorly
drained. Flooding is a common problem during heavy rains.

1.2.2 Study Areas

This investigation concentrated on three principle areas: The Main Industrial Property
(currently owned by Taracorp, Trust 454, BV&G Transport, and Rich Oil), the Adjacent
Residential Areas (Granite City and Madison), and the Remote Fill Areas containing hard
rubber battery casing material from the Taracorp waste pile (Figures 2 and 3).

1.2.2.1 Main Industrial Property

The Main Industrial Property consists of approximately 30 acres of property that is the
location of a former secondary lead smelting facility (NL/Taracorp) and a battery recycling
operation (St. Louis Lead Recyclers (SLLR)), a trucking company (BV&G Transport), and
a fuel oil distributor (Rich Oil). Two separate waste piles, the Taracorp pile and the SLLR
pile, cover portions of the site. These have a combined volume of approximately 91,000
cubic yards. Approximately 80 percent of the material present is blast furnace slag (O’Brien
& Gere,1988), with the remainder being a mixture of broken battery case material and lead

oxide dust.
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1.2.2.2 Adjacent Residential Area

The Adjacent Residential Area around the Main Industnial Property include approximately
500 acres within the cities of Granite City and Madison, Illinois. The estimated boundaries
of this area were delineated in the ROD. Residences consist of small to moderate size homes
on modest size lots. The lead contamination present in the soil is believed to be due to
airborne particulate fallout from the secondary lead smelting operations (Figure 2).

1.2.2.3 Remote Fill Areas

The ROD identified a number of areas where material containing hard rubber battery case
material from the Taracorp waste pile was used as fill and paving material. These areas
include Eagle Park Acres and Venice (south and southeast of Madison), three areas north of |
Granite City, and three areas within Granite City (Figure 2 and 3).

1.3 PREVIOUS INVESTIGATIONS

A Remedial Investigation (RI) at the NL Site was completed by O’Brien and Gere in
September, 1988. The USEPA wrote a letter dated January 10, 1989, which contained an
addendum to the RI report. A Feasibility Study (FS) documenting the formulation and
evaluation of remedial alternatives for the site was completed by O’Brien and Gere in
August, 1989. On January 10, 1990. USEPA released an addendum to the FS report. The
extent of contamination, as defined by the RI/FS for each of the areas of concem, is
presented below.

1.3.1 Main Industrial Property

A series of samples were taken to characterize the nature of the material present in the waste
piles. Four types of samples were collected: Blast furnace slag samples, materials from the
upper strata of the primary pile, samples of drummed material, and material from the SLLR
pile.

Four composite slag samples were analyzed. The concentration of lead present in these
samples was highly variable, ranging from 15,000 to 37,300 mg/kg. Results of EP Toxicity
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analyses on these samples indicated that the slag should be characterized as a hazardous
waste due to elevated concentrations of lead. Ten samples of the surficial material from the
Taracorp Pile were analyzed. The concentrations of lead present in these samples were also
highly variable, ranging from 45,000 to 279,000 mg/kg. Five of these samples were
analyzed for EP Toxic metals, with four of the five exceeding the EP Toxicity Standard for
lead and one of five for cadmium. Two samples from drummed material were analyzed.
Elevated levels of lead and cadmium were detected. The drummed waste was found to
exceed the EP Toxicity Standard for both lead and cadmium. Three samples were analyzed
from the SLLR pile. The lead concentrations detected in these samples ranged from 105,000
to 286,000 mg/kg. These samples were found to exceed the EP Toxicity Standard for lead.

In addition to the sampling of the waste piles, O'Brien & Gere (1988) conducted a
hydrogeologic investigation of the Main Industrial Property that included groundwater
sampling of the twelve existing monitoring wells located within the NL Site area. The ~
results of this study indicated that samples collected from wells on site and around the
perimeter of the site contained levels of lead that were very similar to the levels observed

in the upgradient background wells.
1.3.2 Adjacent Residential Areas

Soil samples were taken from a total of 40 locations that were within one half mile of the
Taracorp property. The majority of these locations were within the Adjacent Residential
Areas. Samples were collected from depth intervals of O to 3 inches and 3 to 6 inches. The
analyses of these samples yielded soil lead concentrations ranging from 136 to 9,250 mg/kg
for depths of O to 3 inches, and 45 to 14,700 for depths of 3 to 6 inches. Only one sample
was analyzed for EP Toxicity and was found not to exceed the EP Toxicity Standard for
lead.

1.3.3 Remote Fill Areas

Sixteen samples were analyzed from the Remote Fill Areas in Venice and Eagle Park Acres.
Samples were collected from depth intervals of O to 3 inches and 3 to 6 inches. Lead
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concentrations for the samples collected from Venice ranged from 200 to 126.000 mg kg.
Lead concentrations for the samples collected from Eagle Park Acres ranged from 63 to
4.030 mg kg.

1.3.4 Record Of Decision (ROD)

The ROD for the NL Site was issued on March 30, 1990. The ROD requires the removal
of soil and battery casing materials with lead concentrations greater than 500 parts per
million (ppm) in residential areas, and the removal of soil and battery casing material with
lead concentrations greater than 1,000 ppm in the Main Industrial Property. These areas
would then be restored to their original state. All of the contaminated material that is
excavated will be either incorporated into the main Taracorp waste pile or removed to a
RCRA-compliant or special waste landfill, as appropriate. The enlarged and reconfigured .
Taracorp waste pile will then be covered with a RCRA-compliant cap.

In addition, the ROD required that an inspection of the interior of each affected home be
offered to residents as part of an effort to identify other potential sources of lead exposure.
Based on these inspections a list of recommendations on ways to reduce exposure from
indoor sources was provided to the residents.

1.4 PRE-DESIGN FIELD INVESTIGATION

The ROD requires removal of soil from the industrial and residential areas with lead
concentrations greater than 1,000 and 500 ppm, respectively. The soil sampling, analytical
testing, and mapping efforts that were conducted as part of the PDFI attempted to delineate
the levels and areal extent of the contamination in these areas. This report discusses the
activities that were conducted and the standard operating procedures that were utilized to
implement the field investigation phase of the project.
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2.0
FIELD ACTIVITIES

Review of the data presented in the RI/FS reports (O’Brien & Gere, 1988, 1989) for the NL
Site indicated that insufficient information was available for remedial analysis and design.
The horizontal and vertical extent of lead contamination in surficial soils had not been
adequately defined or documented to estimate the quantities of material requiring excavation
and treatment. The following discussion outlines field activities conducted as part of the
PDFI to collect the additional required data necessary to make these assessments.

2.1 SOIL SAMPLING PROGRAM

Analytical soil samples collected from the Main Industrial Property, the Adjacent Residential
Areas, and the Remote Fill Areas were analyzed for Total Lead (EPA method 3051/6010 or
7420), and/or the Toxicity Characteristic Leaching Procedure for Lead (TCLP-Lead) (EPA
method 1311/1310/6010 or 7420) in accordance with USEPA SW-846 guidelines and
protocols (Table 1).

Analytical soil samples were delivered at the end of each workday by WCC personnel to
Environmental Science and Engineering, Inc. (ESE) in St. Louis, Missouri, a USACE
approved laboratory. Sample handling, documentation, and custody transfer were done in
accordance with USEPA SW-846 chain-of-custody protocols. Additional samples were
collected for Quality Control/Quality Assurance (QC/QA). The QC soil samples consisted
of sample duplicates, and matrix spike/matrix spike duplicates. These samples were each
collected at rates of 5 percent of the total number of samples collected, respectively, and
were also amalyzed by ESE. The QA samples consisted of sample duplicates. These
samples were collected at a rate of 10 percent of the total number of samples taken and were
analyzed by USACE's Missouni River Division (MRD) Laboratory.

In addition, soil samples were collected to determine the physical characteristics of the soils

underlying the Main Industry Property. The samples were analyzed by WCC’s Clifton, New
Jersey, Laboratory (WCC-Clifton). These samples were tested for: Grain Size Distribution,
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Anterberg Limits. and Moisture Content. Refer to Tables 2 and 3 for the soil sample
breakdown by location, depth, and collection frequency.

2.1.1 Main Industrial Property

From the previous investigation completed for the RI\FS, analytical results indicate several
areas of high concentrations of Total Lead on and around the Taracorp and SLLR piles. As
part of the PDFI, a soil sampling program was undertaken that would allow better definition
of the areal and vertical extent of areas where lead concentrations exceeded the clean up
standards for the Main Industrial Property of 1,000 ppm established in the ROD.

2.1.1.1 Sampling Locations

A total of 15 borings were drilled and sampled to define the horizoatal and vertical lead”
contamination in excess of 1,000 ppm. These included ten borings from the Trust 454
property, three borings from the BV&G Transport property and two borings from the Rich
Oil property. Surface and subsurface soil samples to a depth of 15 feet on the Main
Industrial Property were collected.

Three additional borings were drilled and sampled on the Taracorp property. Soil samples
were collected from these borings to determine physical characteristics and suitability of the
on-site soil for use as a cap or liner material for the Taracorp pile. Refer to Figure 4 for
boring locations.

2.1.1.2 Sampling Procedures

The test borings were advanced by using either a truck mounted Acker Mack 88 drill rig or
a truck mounted CME-7S drill rig. Drilling was conducted from November 15 through
November 22, 1991. The first six borings were advanced using 4 1\4 inch inside diameter
(I.D.) Hollow Stem Augers (HSA), and were sampled with a 2 inch I.D. stainless steel split
spoon sampler. Due to the amount of spoils generated by the 4 1/4 inch HSA's, it was
decided to switch to 2 1\2 inch I.D. HSAs. The remaining 12 borings were drilled with the
smaller diameter augers. The spoils were disposed of onto the SLLR pile. 105 soil samples
were collected from depths of O to 15 feet and were analyzed for Total Lead (method
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3051 A01D). 19 QC samples were collected for Total Lead duplicate analysis. and matnx
spike and matrix spike duplicate analysis. These samples were analyzed by ESE. 9 QA
samples were collected for duplicate Total Lead analysis and 6 QA samples were collected
for duplicate geotechnical analysis. These were shipped to the USACE-MRD. An additional
96 soil samples were collected and sent to WCC-Clifton for geotechnical testing (moisture
content, grain size distribution, and Atterberg Limits). No soil samples for Total Lead or
TCLP-Lead analysis were collected from the Taracorp property. Refer to Tables 3 and 4
for a sample summary with location, depth and frequency.

The soil samples collected were logged by a WCC geologist on boring logs using USACE
format. Each soil sample was homogenized. Then a 4 oz. plastic sample jar was filled with
a representative portion of the homogenized soil. The sample jar was then sealed with a
teflon lined cap. The jar was identified by a sample label containing the sample identification _
number, date and time of collection, depth interval, type of analysis, and sampler’s initials.
Soil samples for geotechnical analysis were collected in an eight ounce glass jar. The jar
lid was sealed with three wraps of electrical tape and documented in a similar manner to the
analytical samples. A sample collection sheet was completed for each sample collected. All
samples were logged on a chain of custody form that accompanied the samples to the
laboratory. The frequency at which these samples were collected is outlined in Table §.
After completion, the borings were tremie grouted to the ground surface with a
cement/bentonite mixture.

The Standard Operating Procedures (SOP’s) that were followed for soil sampling activities
in the Main Industrial Property included: soil sampling (SOP No. 1), sample identification,
handling, and documentation (SOP No. §), decontamination (SOP No. 6), borng
abandonmeat (SOP No. 7), and identification and description of sampling points (SOP No.
9). These procedures can be found in the CDAP and the SSHP.

2.1.2 Adjacent Residential Area
Soil sampling in the Adjacent Residential Area within the cities of Granite City and Madison,

[llinois, was conducted from November 4, 1991 through December 10, 1991, from March
2, 1992 through May 27, 1992 and from August 12 and 13, 1992. (Figure 2). A hand
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augering apparatus was used to sample surface and subsurface soils to a depth of | foot.
5.011 soil samples were collected from the Adjacent Residential Areas. In addition 507 QC
and 507 QA samples were collected.

2.1.2.1 Sampling Locations

Soil sampling was conducted in the Adjacent Residential Area to determine the lateral and
vertical extent of lead contamination in excess of 500 ppm. Two hand auger borings (HAB)
were planned in each residential yard, with one in the front yard and one in the back. In
instances where a large portion of the yard was tilled, covered with asphalt, concrete, or no
front or backyard existed then only one boring was completed. In cases where an entire yard
was paved or tilled, no borings were completed. Whenever possible, borings were placed
away from any painted structures and out from under trees or drain spout runoff areas.
Boring locations were sketched in field logbooks or on pre-drawn 8 1/2 X 1 inch plats of*~
each residence (Appendix K). This information was later transferred to maps of the
residential areas having a scale of 1 inch = 50 feet.

One property that was sampled, 2317 Cleveland Avenue, is outside of the boundaries defined
in the ROD. Because of the resident’s concern about the potential effects on his family’s
health, the USEPA and USACE requested that WCC sample this location.

2.1.2.2 Sampling Procedyres

Upon arrival at each house the members of each sampling team donned the appropriate
personal protective equipment (PPE). Required PPE consisted of Tyvek coveralls, rubber
boots, latex surgical gloves, nitrile outer gloves and safety glasses. A decontamination zone
was set up behind the work vehicle in the following manner:

o A large sheet of plastic bordered by large plastic orange warning cones was

laid out on the pavement behind the vehicle.  All the necessary
decontamination equipment was laid out on this plastic.
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. Two large wash tubs were used for an Alconox wash and clear water rinse.
Garden sprayers were used for an alcohol rinse and a final deionized water

rinse.
. A resealable bucket was used to store excess soil from the HAB's.
. Decontaminated sampling equipment and sampie jars were placed in a plastic

divider box for transport to the residence.

Upon entering a property, WCC personnel attempted to speak with the resident to inform
them of the soil sampling to be conducted on their property. If no one was home, sampling
proceeded according to procedures outlined in the CDAP. Any resident comments or
concerns were documented in the field log book. At each boring, a 4 inch diameter sod plug
was cut and removed. “The top 3 inches of soil were removed from the boring by eithet
using a 3 1/2 inch ID stainless steel hand auger apparatus or a stainless steel spoon. Each
person that collected and handled soil samples wore latex surgical inner gloves, then nitrile
outer gloves, with a second pair of latex surgical gloves over the nitrile outer gloves to
prevent cross contamination. The soil collected from the O to 3 inch depth interval was
placed into a stainless steel mixing bowl and homogenized using a large stainless steel spoon.
After the soil was homogenized, a 4 ounce sample jar was filled with a representative portion
of the homogenized soil. The jar was then sealed with a teflon lined cap and set aside. The
HAB team member removed the outer surgical gloves and replaced them with clean ones
before proceeding. The boring was then advanced to the 6 inch depth using a clean hand
auger bucket. The soil from the 3 to 6 inch depth interval was removed from the auger and
placed in another stainless steel mixing bowl and the process repeated. The boring was then
advanced to the 12 inch depth using a clean hand auger bucket, and the 6 to 12 inch sample
collected following these same procedures.

After all three soil samples were collected, the boring was backfilled to a depth of 6 inches
with bentonite chips. The boring was then filled to the ground surface with soil remaining
in the sample mixing bowls, using the soil collected from the deepest horizon first. After
the hole was backfilled the sod plug was replaced and all samples, bowis, spoons, and other
equipment were returned to the decontamination area. Sample jars were decontaminated and
labeled with pertinent information, labels taped, and sample jars placed in an iced cooler.
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Excess sou on the hand auger apparatus, bowls. and spoons was scraped into a resealable
tub along with any remaining soil from the boring. This excess soil was later disposed of
into a labeled drum located at the Taracorp pile. Soiled outer surgical gloves were placed
in trash bags for disposal.

Each HAB crew utilized multiple sets of hand augers. This allowed the second HAB
location on a residential lot to be sampled while the equipment from the first HAB was being
decontaminated. The equipment was decontaminated in accordance with SOP No. 6 from
the CDAP. The equipment was scrubbed in an Alconox wash, rinsed in clean tap water,
sprayed with isopropyl alcohol, and finally rinsed with double deionized water from a
pressurized hand sprayer. The clean equipment was placed in clean plastic bags and put into
a plastic tub so that it could be easily moved to another boring location.

While one member of the HAB team was collecting soil samples, a second team member
documented all samples and procedures in the field logbook, and noted boring locations and
details concerning the yard on the 8 1/2 X 11 inch residential plat. For sampling completed
during November and December, 1991, the residential plats were not yet available. For
properties sampled during this period, a sketch of each yard was made in the field log book.
Indicated on the sketch was the location and approximate size of the house, any sheds or
garages, and the location of any gardens or significant plantings. The location of each
boring was measured from two permanent features such as the corner of the house, garage,
a fence, or sidewalk. Also noted in the logbook were the sample identification number,
sample collection times, any contact with residents, weather conditions, levels of PPE, and
the names of HAB personnel and any visitors. After each sample was collected and
decontaminated, the HAB team member added the sample times to the sample labels,
wrapped the sample jars with clear wide tape, completed the sample collection field sheets
for the sample, entered the sample identification number on a chain-of-custody form, and
placed the sample in an iced cooler.

Prior to moving the decontamination area to the next location, the water from the
decontamination process was poured into a 100 gallon wastewater tank which was carried
in the vehicle. The wash tubs were then rinsed and placed in the vehicle. The contents of
the 100 gallon tank were emptied onto either the Taracorp or SLLR pile at the end of each
work day. The remaining equipment was placed into the vehicle and the plastic sheeting
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pickad up and put into a plastic trash bag. After all of the decontamination equipment was
broken down and loaded into the work vehicle, the members of the team then removed their
nitrile gloves. boot covers (if worn), Tyveks, and finally their surgical gloves. Disposable
PPE was then placed in a plastic trash bag and properly disposed of.

Standard Operating Procedures were followed for field activities including soil sampling
(SOP No. 1), sample identification, handling, and documentation (SOP No. 5), calibration
and maintenance (SOP No. 1, and 3), and decontamination (SOP No. 6), boring
abandonment (SOP No. 7), and identification and description of sampling points (SOP
No. 9). Those procedures can be found in the CDAP and the SSHP.

2.1.3 Remote Fill Areas

In previous USEPA investigations and during the RI/FS public comment period, it was
determined that the areas where hard rubber battery casing material from the Taracorp and
SLLR piles had been used for fill material were more extensive than presented in the RUFS.
The USEPA had identified this type of fill material in the following areas:

. Five (5) alleys in Venice

. Six (6) areas in Eagle Park Acres

. Missouri Avenue (old Illinois Rt. 3)
o Schaeffer Road

o A farmer’s field near Sand Road

o 2230 Cleveland Avenue

During the course of the PDFI, three additional Remote Fill Areas were identified:
o 1628 Delmar Avenue
i 3108 Colgate Avenue

. 128 Roosevelt Street in Eagle Park Acres.

The location of these areas is shown in relation to the NL Site in Figures 2 and 3.
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2.1.3.1 Sampling Locations

A towal of 72 soul borings were drilled and compieted in the Remote Fill Areas using both
HAB's and a truck mounted drill rig. A total of 85 soil samples were collected for Total
Lead and 52 for TCLP-Lead. In addition, 19 QC and 13 QA samples were collected. Due
to their vanability, specific sampling programs were developed for each of the Remote Fill
Areas. Descriptions of sampling locations for each of these areas follows.

2.1.3.1.1 Venice Alleys Five alleys in Venice, Illinois, have been documented by USEPA
personnel to have fill material present containing rubber battery casing material (Figure 3).
A total of 20 borings were completed in the five alleys to delineate the vertical extent of the
remote fill. To delineate the areal extent of the remote fill, a visual inspection was
completed in each of the five alleys. Two soil borings were completed in the unpaved
portions of the alley between Broadway Street and Lincoln Street (Figure 6); five borings ~
in the alley between Hampden Street and Abbot Street (Figure 7); four soil borings in the
alley between Granville Street and Weber Street (Figure 8); four soil borings in the alley
between Klein Avenue and Oriole Street (Figure 9); and five borings in the Slough Road
Alley (Figure 10).

2.1.3.1.2 Eagle Park Acres A total of nine of the properties were sampled in the Eagle
Park Acres subdivision (Figure 11). Eight of these were identified by USEPA prior to this
investigation:

* 108 Carver

. 111 Carver

° 202A Harrison
o 203 Harrison
o 205 Harrison
o 100 Hill

* 203/205 Terry
o 208 Terry

The ninth property, 128 Rooseveit, was brought to the attention of WCC personnel by the
residents of Eagle Park Acres. To estimate the areal extent of fill in each of the lots
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investigated in Eagle Park Acres. a visual inspection was completed at each of these
properties. To estimate the depth of fill, two HAB's were completed at 108 Carver, 111
Carver. and 100 Hill; three HAB's at 205 Harrison, and 128 Roosevelt; four HAB's at
202A Harrison. 203 Harrison,and 203/205 Terry; and five HAB’s at 208 Terry. Figures
12 through 19, are maps of each of these properties indicating the areal extent of the fill
material and the HAB locations.

2.1.3.1.3 Missouri Avenue At this location fill material from the Taracorp pile was used
as paving material for parking areas for trucks and farm equipment. To determine the
vertical extent of the remote fill matenal in several locations on this property four HAB's
and three drill rig borings were completed. A visual inspection was conducted to determine
the areal extent of the fill material. Figure 20 is a map of this location indicating the extent
of the fill material and the locations of both drill rig borings and HAB's.

2.1.3.1.4 Other Remote Fill Areas Several other Remote Fill Areas were investigated.
Two of these were north of Granite City in farmers fields at Sand Road and Schaeffer Road.
The other three areas were at residential locations within Granite City: 2230 Cleveland
Avenue, 3108 Colgate Avenue, and 1628 Delmar Avenue. To determine the depth of remote
fill, HAB’s were completed at Sand Road, Schaeffer Road, 2230 Cleveland Avenue, and
1628 Delmar Avenue (three at each location); Four HAB's were completed at 3108 Colgate
Avenue. Visual inspections were completed at each property to determine the area extent
of the fill material. Figures 21 through 25 are maps of each of these properties indicating
the extent of the fill material and the HAB locations.

2.1.3.2 Sampling Procedures

2.1.3.2.1 Venice Alleys. Borings in the Venice Alleys were completed using a CME-75
truck mounted rig with 2 1/2 inch I.D. HSA’s. Continuous split spoon samples were taken
for visual inspection to a depth of 1 foot below the base of fill using a 2 inch I.D. stainless
steel split spoon sampler. Twenty borings were completed with a total of ten analytical
samples (two per alley) collected from within the fill material for TCLP-Lead analysis. One
QC sample was collected and delivered to ESE for analysis. One QA sample was collected
and shipped by express courier to USACE-MRD. The Venice Alley samples were collected,
documented, and transported using the same procedures and protocols discussed in Section
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2.1.2.2. Boring logs are included in Appendix C. The borings were backfilled with
bentonite chips upon completion. The spoils from the borings were drummed and taken to
the SLLR pile. The drum was labeled and secured.

2.1.3.2.2 Eagle Park Acres. All of the sampling in Eagle Park Acres was completed
using HAB'’s. The use of a drill rig was not required in this area. Each HAB was advanced
to a depth of approximately 1 foot below the base of fill. The depths at which samples were
collected was dependent on the thickness of fill present at each location. The same HAB and
sample collection procedures and protocols that were utilized in the Adjacent Residential
Areas were used here (Section 2.1.2.2). A total of 72 samples were collected for Total Lead
analysis and 25 samples collected for TCLP-Lead analysis. Six QC samples and nine QA
samples were also collected. These were sent to ESE and USACE-MRD, respectively, for
analysis. These samples were documented and transported using the same procedures and
protocols discussed in Section 2.1.2.2. Boring logs are included in Appendix C. T

2.1.3.2.3 Missouri Avenue., Both HAB apparatus and a drill rig were used to complete the
sampling program at the Missouri Avenue remote fill location. HAB sampling was
conducted on December 10, 1992. Drill rig borings were completed on June 29, 1992. It
was necessary to utilize a drill rig to complete the sampling program due to the presence of
smelter slag in the fill. The HAB apparatus was unable to advance through this material.
A total of four HAB'’s and three drill rig borings were completed at this location (Figure
20). Eight samples were collected for TCLP-Lead analysis and delivered to ESE for analysis
according to the same procedures and protocols discussed in Section 2.1.2.2. No QC or QA
samples were collected. Boring logs are included in Appendix C.

2.1.3.2.4 Qther Remote Fill Locations. At Sand Road, Schaeffer Road, 2230 Cleveland
Avenue, 3108 Colgate Avenue, and 1628 Delmar Avenue, all sampling was completed using

HAB’s. Schaeffer Road sampling was completed in December, 1991, while sampling at the
other four locations was completed during the spring of 1992. A total of 13 samples were
collected from these locations for Total Lead analysis, while 21 samples were collected for
TCLP-Lead analysis. Samples were delivered to ESE for analysis. Two QC and three QA
samples were collected and sent to ESE and USACE-MRD, respectively, for analysis.
Saxhple collection procedures and protocols followed were as described in Section 2.1.2.2
of the report. Boring logs are included in Appendix C.
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2.1.4 Sample Tracking System (STS)

A computerized Sample Tracking System (STS) was utilized to organize and manage the
sampling process. With the CDAP and QAPP as input, the Sample Tracking System was
used to report holding times for each field collected analytical sample by analysis, matrix,
and location. The sample tracking system also specified the required number of QA/QC
samples based on the number of samples collected to date and the QAPP sampling

requirements.

The STS is a relational database management system allowing the Sample Custodian to
perform queries on data. A unique sample ID, composed of the sample’s matrix, location,
depth, data, and type, allowed for easy sample tracking (See SOP No. 5 in the CDAP).

The STS allowed the Sample Custodian to track the samples from sampling request to receipt
at lab, to receipt of the laboratory results. The STS was used to track holding times and the
number of actual samples (sample, duplicate, field blank, matrix spike, and matrix spike
duplicate) taken.

The STS has the ability to handle several rounds of data for a project, as well as more than
one lab for analysis. The ability to track re-samples is also provided, allowing the Sampling
Custodian to track the re-sample back to its original sample. This may prove extremely
useful if additional sampling is required for this project.

2.1.5 Property Access Organization And Assistance

During the fall of 1991, at the request of the USEPA and USACE, WCC provided assistance
in identification and verification of residential property address information for properties
to be sampled within the study area. The initial address information provided to WCC by
the USEPA consisted of photocopies of property tax records obtained from the Granite City
and Madison tax assessor’s offices.

This information was organized by WCC personnel alphabetically by street, then by
ascending house number. Copies of airphoto based tax maps were purchu.:d from the
Madison County tax office. Each individual residence identified in the USEPA property
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records was plotted on the tax maps. By reviewing the tax maps and corresponding tax
classification codes on a lot by lot basis, additional residential properties previously not
identified by USEPA were added to the access list. This increased the total number of
residential properties in the sampling area from approximately 1,250 to 1,595. The status
of property access for soil sampling as indicated by the USEPA was noted for each property.
The property list with owner, resident, and access information was entered into a Property
Access Computer Database. This greatly simplified sorting and updating when additional
listings were requested, or when additional property access was received and needed to be
added to the database. A copy of the property list is included in Appendix F.

A listing of the residential properties that had not been included in the original USEPA list,
as identified by WCC, was forwarded to the USEPA on November 22, 1991. The USEPA
then attempted to contact the owners of these properties requesting access to the properties
for the purpose of collecting soil samples. -

-

Information concerning additional property access was incorporated into the database by
WCC as it was received from USEPA between November, 1991 and July, 1992. The
information received from USEPA consisted of copies of the access agreements completed
by the owners of property within the sampling area. Both positive and negative responses
were included. This information was entered into the database and incorporated into the
project file.

Additional assistance was provided to USEPA by WCC during April and May, 1992. This
involved contacting by telephone those property owners who had not responded to the
Written USEPA requests for property access. Both WCC and USEPA personnel were
involved in this effort. This information was also incorporated into the database.

An additional attempt to gain property access by telephone contacts was made by WCC
during August, 1992. Additional access was required for several residential decision units
where additional sampling was required to make a valid remediation assessment. Access was
obtained for an additional 13 properties.

A final property access status report was generated by WCC and forwarded to the USEPA
on August 20, 1992. The reported included four lists:
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. Resident owned properties, Granite City
. Rental properties, Granite City

. Resident owned properties, Madison

. Rental properties, Madison

As much of the following information as was available was included in the list:

. Property address

o Landowner’'s name and address

. Leasee’'s name and address, if applicable

. Property access status

o Property sampled by WCC?

. Comments (eg - duplex, paved, abandoned, vacant, etc.)

-

As a result of combined USEPA and WCC efforts, access for soil sampling was obtained for
and soil sampling attempted on a total of 898 of the 1,595 residential properties identified
within the study area. Of these 898 properties, 54 could not be sampled because the entire
yard was either pavement, gravel, or under cultivation.

2.2  GROUNDWATER INVESTIGATION

Four additional monitoring wells were installed in the area of the Main Industrial Property
to better determine the vertical extent of possible groundwater contamination (Figure 4).
One well, MW-103-9]1 was installed in November, 1991. The other three wells, MW-104-
92, MW-109-92, and MW-111-92 were installed during June, 1992. MW-104-92 was a
replacement for MW-108-92. MS-111-92 was installed at 1628 Delmar Street, one half
block north of the Taracorp property, as a deep upgradient background well. MW-108-92
was drilled to a depth of 2§ feet where petroleum residue was encountered at the top of
groundwater. Soil and water samples were collected for laboratory analysis prior to
abandoning the borehole.

Based on groundwater data from existing on-site monitoring wells, the RUFS concluded that
contaminant concentrations in wells on the Main Industrial Property were comparable to
levels found in the upgradient background wells. The four new wells were drilled and
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installed to depths of 69 to 72 feet (approximately 50 feet below the top of groundwater) to
evaluate the possibility of any deeper groundwater contamination. Well drilling, installation.
and development logs are provided in Appendix D.

2.2.1 Monitoring Well Installation

The monitoring wells were drilled and sampled with a truck mounted CME-75 drill rig.
MW-103-91, was advanced using 4 1/4 inch HSA's. Due to difficulties encountered during
the installation of MW-103-91, the remaining three wells were advanced using 6-1/4 inch
HSA's. All drilling, sampling, installation, and development was performed under the
supervision of a WCC Geologist or Engineer. Soil samples were collected at 5 foot intervals
to define the physical characteristics and lithology of the formation. For MW-104-92, MW-
108-92, MW-109-92, and MW-111-92, analytical samples were collected every 5 feet to a
depth of 25 feet. These samples were delivered to ESE in St. Louis for Total Lead analysis.~ ~
A two inch [.D. stainless steel split spoon was used for sampling. Two geotechnical soil
sémples were collected from the middle of the screened intervals of each well. One sample
from each well was shipped to WCC-Clifton for grain size analysis, while the other sample
was shipped to the USACE-MRD.

Each monitoring well was drilled to a depth of approximately 70 feet. Due to problems
encountered with heaving and running sand while drilling, water was continually added
through the top of the HSA’s to attempt to maintain a positive head on the well to minimize
the sand run up into the bottom of the HSA's. This additional water added to the formation
was produced back from each well during development in addition to that required for well
development purposes. Boring logs from the four monitoring wells are included in
Appendix D.

After each well was advanced to its total depth, the monitoring well was installed inside the
HSA's. The monitoring wells were constructed of 2 inch I.D. stainless steel 304 casing and
a 10 feet section of stainless steel 304 continuous wire wrap 0.010 inch slot well screen.
Stainless steel centralizers were installed 2 feet above the screen, and 27 feet below ground
surface in MW-103-91. Due to problems encountered while installing the filter pack and
bentonite seal in MW-103-91 and in MW-109-91 the upper centralizer was eliminated on the
other two wells.
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The fiter pack was installed through the augers using a tremie pipe. The filter sand was
slowly poured into a funnel attached to a tremie pipe and then washed down to the bortom
of the well. For MW-103-91, a 1/2 inch diameter tremie pipe was used; however, due to
bridging problems, a 1 inch diameter tremie pipe was used for the other three wells. A
medium grained number 4/16 silica sand was used as filter pack material on MW-103-91.
Due to turbidity during the development of MW-103-91, number 20/40 silica sand was used
as filter pack material on the other three wells. The augers then were bumped up several
inches at a time to allow the sand to fall into the open hole around the well screen. The
filter pack was installed to a depth of 2 feet above the top of the screen. A 1 foot layer
(minimum) of buffer sand was placed on top of the filter pack. A bentonite slurry seal
approximately 5 to 6 feet thick was installed above the buffer sand. A slurry seal was used
instead of bentonite pellets due to the depth of the well, the height of the water column, and
the risk of the pellets creating a bridge around the centralizers. The bentonite slurry was
allowed to set for a minimum of 4 hours. The remaining annular space was then grouted ~
to the ground surface with a cement/bentonite mixture.

After the grout was allowed to set overnight, any remaining borehole void was grouted with
cement to the ground surface. A well protector with a locking cap was installed over
monitoring well MW-103-91. A flush mount water meter type protective cover was installed
over the other three monitoring wells. A 3 foot square by 4 inch thick concrete pad was
poured around the well protector. Three 2 inch by 5 foot protective steel cement filled posts
were placed around MW-103-91 and concrete pad for added protection. Protective posts
were not installed around the flush mount completions. Refer to SOP No. 2 in the CDAP
for detailed procedures and specifications for monitoring well installation. Upon completion
of each well, the spoils were placed onto the Taracorp or SLLR pile. Monitoring well
installation logs are included in Appendix D.

As required by the CDAP, the four wells were registered with the Illinois Department of
Health in Springfield, Nlinois. Copies of the well construction reports that were filed are

included in Appendix D.
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2.2.1.1 Monitoring Well Development

Before beginning well development procedures, water level, total depth, and rser height
measurements were verified, and well volumes were calculated by a WCC
Geologist/Engineer. Water quality instruments such as the pH meter, salinity-temperature-
conductivity (SCT) meter, and turbidity meter were properly serviced and calibrated, and
calibrations documented in the appropriate field logbook. The development technique that
was utilized involved alternately surging and pumping the well until the development water
parameters stabilized and water turbidity was reduced to acceptable levels. The water
produced during the development of these four wells was discharged onto either the Taracorp
or SLLR piles.

Monitoring well MW-103-91 was developed during the week of December 5, 1991. The

initial development procedure involved alternate surging then pumping with a gasoline-
powered centn'fugal pump. The pump was set up downwind to minimize any potential

impact on water samples from the well. The pump discharged water at a constant rate of
2.5 gallons per minute (GPM). Pumping at this rate did not induce any measurable

drawdown. While pumping, the intake hose was moved up and down across the entire

screened interval. Water samples were collected and field parameters (pH, temperature,

conductivity, turbidity) were measured every five to ten well volumes. The results were

documented on the well development forms. These completed forms are included in

Appendix D. The well continued to be developed until all the field parameters stabilized

and were reproducible to within 10 percent over three consecutive sets of readings.

Approximately 630 gallons of water were removed over a 6 hour period using this

procedure. As specified in SOP No. 3, the last five well volumes (approximately 45 gallons)

were removed by hand using a stainless steel bailer. The water was very clear while

pumping, but became turbid again while the final bailing was being performed. After
consultation with USACE personnel, it was decided to continue development using a 2 inch
diameter electric submersible pump. It was hoped that the use of the higher capacity pump,

with flow rates up to 9 GPM, would more effectively develop the well.

As with the centrifugal pump, the generator was set up downwind to minimize any potential
impact to the well. The submersible pump was set above the screened interval.
Development was resumed using the submersible pump with periodic surging, and continued
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until field parameters had restabilized and were reproducible to within [0 percent over three
consecutive sets of readings. An additional 1,080 gallons of water were removed over a 3
hour perniod. No measurable drawdown was noted. Once the field parameters had
stabilized, an additional five well volumes were removed by hand using a stainless steel
bailer. As had occurred previously, the bailer acted to surge the well and mobilized fines
from the formation, thus causing an increase in turbidity. This was after approximately
1,710 gallons of water had been produced over a two day period. After additional
consultation with USACE personnel, it was decided that due to the well graded sand within
the screened interval and limitations on the pumping rate in the small well diameter,
complete well development in a reasonable timeframe was not feasible. However, MW-103-
92 was sufficiently developed to yield representative samples and valid analytical results.
WCC was instructed to discontinue development at that point.

The remaining three wells, MW-104-92, MW-109-92, and MW-111-92, were developed
from June 22 through June 29,1992. The same procedures were followed using a 2 inch
submersible pump. During the course of development, approximately 1,680 gallons of water
was produced from MW-104-92, 2,280 gallons from MW-109-92, and 1,020 gallons from
MW-111-92. Each well was developed until the well parameters stabilized to within 10
percent for at least three sets of readings. Once stabilized, as specified in SOP No. 3, a
minimum of five well volumes were removed from each well using a stainless steel bailer.
As with MW-103-91, the bailer acted to surge the well and mobilize fines from the
formation, thus causing an increase in turbidity in each of the wells. Pumping and surging
was resumed until the parameters restabilized. When an additional five well volumes were
removed by bailing, there was an increase in turbidity. As with MW-103-91, WCC, in
consultation with USACE personnel decided that complete development could not be
accomplished in a reasonable timeframe, and development was discontinued; and as with
MW-103-91, development was sufficient to yield representative samples and valid analytical
results.

2.2.2 Groundwater Sampling

Groundwater sampling was conducted on July 13,14, and 15, 1992, by WCC personnel.
Twelve of the 18 monitoring wells were purged and sampled. Eight of those were existing
wells on or near the Taracorp property. The eight existing wells were constructed of 2 inch
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[.D. PVC screens and risers. and were generally 25 to 35 feet in depth. The four 2 inch
[.D. stainless steel, 70 feet deep wells installed by WCC, were also sampled. Four of the
existing wells, MW-102, MW-105S, MW-106S, and MW-108S were dry. with screen
settings of 20 to 25 feet, and could not be sampled. Two of the existing wells, MW-103S
and 105D, were bent and damaged and could not be sampled. A well information summary
table is included in Appendix D. QA/QC samples were collected in accordance with the
CDAP (Table 2).

2.2.2.1 Field Procedures

Prior to initiating any intrusive activities at a well site, the sampling team would don a
polycoated Tyvek, latex undergloves, and neoprene outergloves. The well cover was
unlocked or the flush mount cover removed. A member of the sampling team lowered an
electronic water level indicator into the well to measure the water level and total depth of
the well from the top of the riser. The indicator was decontaminated with deionized water
as it was removed from the well casing. Conductivity and pH meters were calibrated with
prepared standards and both PVC and stainless steel bailers were decontaminated prior to
use. The decontamination procedure consisted of a wash in Alconox soap and a tap water
rinse, followed by an alcohol rinse and a final deionized water rinse.

A new length of clean nylon rope was attached to a PVC bailer. For the existing wells, the
PVC bailer was used to purge a minimum of five well volumes from the well. The purge
water was placed in a 100 gallon waste water tank to be disposed of on the Taracorp pile.
After purging, the rope attached to the PVC bailer was switched to a stainless steel bailer
for sampling. Sample jars were filled, in order, for volatiles, semi-volatiles, pesticides and
PCB’s, and metals. If required, bottles for QA/QC were also filled. A separate jar was
filled to measure field parameters (pH, conductivity, temperature, and water clarity). The
sample jars were decontaminated, dried, and labeled as specified in SOP No. 3. Samples
were then packed in iced coolers to be maintained at a temperature of 4 degrees C. Field
sampling sheets were completed for each sample. Information on sampling sheets included
the time of sampling, sampling team members initials, and required analysis.
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Both bailers were then decontaminated in accordance with SOP No. 6. The used rope and
used PPE equipment were put into plastic trash bags for proper disposal. The well was
locked and the flush mount cover reinstalled where necessary.

In the case of the four newly installed wells, a submersible pump was used instead of a
bailer to purge the five well volumes. In these instances, a water level was first measured
in the well. An electric generator was set up downwind from the well. A new length of
nylon rope and Tygon tubing was attached to the pump assembly. This assembly was then
lowered into the well after being connected to the pump power converter and generator.
After the removal of the five well volumes, the Tygon tubing and pump cable were
decontaminated and the nylon rope was switched to a decontaminated stainless steel bailer
for sampling as in the previous method.

At the end of each day of sampling, chain-of-custody forms were completed and the sample ~
jars packed in iced coolers for shipment to Ortek Laboratories, in Green Bay, Wisconsin via
Federal Express priority overnight delivery. QA samples collected each day were packed
in iced coolers and shipped to the USACE-MRD, via Federal Express priority overnight
delivery.

2.2.3 Permeability Testing

Aquifer permeability testing was performed on the four new monitoring wells installed by
WCC at the NL Site on July 21, 1992. Slug testing was conducted by WCC personnel to
determine the in-situ hydraulic conductivity of the screened interval of each of the wells.
This was accomplished by displacing a known volume of water within the well and recording
the water level recovery with respect to time. Displacement was achieved by dropping a
solid stainless steel or PVC slug into the well causing a sudden increase in water level.
Water level changes are measured with a pressure transducer and recorded as a function of
time with a digital data logger. Rising head tests are performed in the same manner by the
rapid removal of the slug and the recording of the subsequent recovery in water level. Data
was recorded using a Hermit data logger model 1000C. The slugs used were a 4 foot
stainless steel slug and an 8 foot PVC slug. After the first test was run on MW-103-91
using the stainless steel slug, it was decided to use the PVC slug in order to produce a larger

displacement.
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After measuring the initial water level in the well, the transducer was placed a minimum of
10 feet below the water level. A new length of nylon rope was attached to the slug. The
rope was of sufficient length to submerge the slug 1 foot below the water level when dropped
from a height of 4 to 5 feet above the static groundwater level.

After connecting the Hermit, the slug was dropped into the water producing an
"instantaneous" rise in the water level. The fall in head as a function of time was then
recorded by the data logger. The slug was not removed until the data logger indicated that
the water level in the well had re-equilibrated and that the test was complete. The slug was
then rapidly removed from the well in order to produce a drop in the water level. The
Hermit was disconnected after indicating that the water level had re-equilibrated and the test
was complete. The slug was then removed from the well and decontaminated. The used
rope was discarded and replaced with a new clean length of rope prior to testing the next
well. The estimated hydraulic conductivities measured for each well are shown in Table 6.- -

2.3 RESIDENTIAL HOME INSPECTION SURVEY

In the affected residential areas, a visual inspection of the interior of a resident’s home was
conducted to identify possible sources of lead exposure when requested by the resident. The
interior home surveys were voluntary, and appointments were scheduled at a time convenient
for each resident. Names and addresses of residents who requested inspections were
provided by the USEPA. A visual inspection of the interior of each home was conducted
under the direction of an EPA Certified Lead Paint Inspector and a Certified Industrial
Hygienist. The inspection results were summarized and provided to the residents of each
home after USEPA review.

2.3.1 Residential Contact Procedures

The residents that had requested an inspection were contacted to schedule an appointment
time. The contact procedures that were followed were those identified in SOP No. 11 in the
CDAP.
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A letter was sent to the resident and non-resident owners approximately three weeks prior
to the inspection. This letter explained the intent and scope of the home survey. A sample
of a letter that was sent to residents is included as Appendix J.

Approximately one week after the letters were sent, WCC initiated attempts to contact the
resident or non-resident owners by telephone. As many as four attempts were made, if
necessary. These calls were made at various times during the day and evening to allow for
varying work schedules. If no phone number was available for a resident, the resident’s
home was visited to attempt to contact the resident in person.

Upon contacting a resident, WCC verified the resident was interested in an interior home
inspection, and an appointment was scheduled for an inspection. Appointments were
scheduled to accommodate the resident’s scheduling needs. Appointment times varied from
8:30 a.m. to 7:00 p.m. during weekdays and from 9:00 a.m. to 3:00 p.m. on Saturdays.
Contact attempts and appointments were documented and recorded in the survey tracking

system.

WCC attempted a minimum of four telephone contacts unsuccessfully for 45 residents or
landowners and conducted fifteen resident visits where no telephone number existed. Ninety
residents of Granite City and 41 residents of Madison who had requested a home inspection
decided not to have their homes inspected when contacted by WCC. 212 of the home
inspections that were scheduled were actually completed. An additional seventeen home
inspections were scheduled but could not be completed. Table 7 lists number of contact
attempts, home inspections completed, home inspections attempted, and letters sent to
residents.

2.3.2 Inspection Procedures

To conduct the interior home inspection, the inspectors followed the procedures outlined in
SOP No. 11. The inspections were performed by an EPA Certified Lead Paint Inspector or
a Certified Industrial Hygienist or both. Occusafe, Inc. conducted the inspections under
subcontract to WCC.
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Prior to conducting any home inspections. the two-person team was briefed on site health
and safety requirements applicable to their task, general site information, inspection
requirements. information to be provided to the residents, and types of residential questions
to refer to the USEPA. Each day the crew was briefed with appointment times and locations
of the homes to be surveyed.

For each inspection, the inspectors would identify him/herself to the resident with an ID card
and give a brief description of the project and the inspection procedures. One team member
would obtain and verify the following information on the residents at that address:

. Resident name, address, and phone number

. Landlord’s name, address, and phone number

. Number of years living in house

o Number of residents living in home - -

The second team member would question the resident regarding paint and plumbing
renovations. With the resident accompanying them, the team members would visually
inspect paint and plumbing conditions for each accessible room. General housekeeping
conditions were also noted. These included dust, fumiture, and carpet conditions. The
findings were recorded on the home inspection form; a sample completed form is included
as Appendix J. Each inspection took approximately 20 to 30 minutes.

Internal quality control was performed by WCC personnel by accompanying the home
inspectors during several home surveys throughout the project. Quality control checks
included: "

o Proper identification and communication between the inspectors and the
residents
. Complete, consistent, and accurate visual inspection

. Professional conduct

After completion of the home inspection survey forms, each form was checked for
completeness and clarity by WCC personnel.
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2.3.3 Inspection Reports and Results
Home inspections were completed during the following periods:

. November 19 - 21, 1991
. December 2 - §, 1991

J Apnil 28 - May 2, 1992
. May 5 - 6, 1992

One Saturday, May 2, 1992, was scheduled to accommodate the residents needs. Home
interior inspections were completed for 212 residences (Table 7). Seventeen additional
inspections were attempted, but for unknown reasons the residents were not present during
their scheduled appointment time. WCC attempted to contact the "no show" residents again

to attempt to reschedule an appointment time. After two "no shows" by a resident,
inspection attempts were stopped.

For each completed inspection, a summary and recommendation letter was sent to the
resident and non-resident owner (if applicable). The summary letter included:

. Address of home inspected
o Potential lead sources
o Summary of paint and plumbing conditions identified in the inspection.

A fact sheet was attached to the inspection summary letter which listed recommendations to
reduce potential lead exposure. The recommendations were provided by an USEPA - Region
V toxicologist. Dependent on the inspection results, the recommendations that were
applicable to the resident were identified on the fact sheet.

Each summary and recommendation letter was forwarded to the USEPA for review and
signature. An example of a typical summary and recommendation letter is preseated in
Appendix J. A total of 191 letters were sent to residents and 76 to non-resident owners.
Both tenant and landowner received resuits if the home was rental property. The names and
addresses of residents and non-resident owners who received these letters are included in
Appendix J.
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A total of four soil samples were collected for TCLP-Lead analysis (Table 24). The results
of these analyses yield an average lead leachate concentration of 124 mg/l, which is well
above the 5 mg/l regulatory limit for hazardous waste. Only the southwest corner of the
property appears to be below the 5§ mg/L regulatory limit.

In the main concentration of battery casing material at the southeast comer of the property,
fill was documented to a depth of 2 feet over an estimated 8,500 square feet. This equates
to an estimated fill volume of 630 cubic yards of material.

In the area with a trace surficial accumulation of battery casing material, with the exception
of the southwest comner, fill was documented to a depth of 1.5 feet over the north area and
2 feet over the south area. With each area occupying approximately 17,800 square feet, a
combined fill volume of approximately 1,150 cubic yards will require excavation.

For the small area of slag and fill around OR0008, fill was noted to be 1 foot deep over an
estimated 2,100 square feet. This equates to a fill voiume of approximately 80 cubic yards.
This represents the only fill material at this location that will not require stabilization.

Approximately 1,790 cubic yards of the 1,870 cubic yards of fill and soil requiring
excavation from this location will require stabilization prior to disposal.

4.3.4 Sand Road

Soil sampling and a visual inspection were conducted at the Sand Road (Farmer’s Field)
remote fill location. This site is approximately six miles north of the main industrial site.
The visual inspection documented a surface accumulation of 10 to 30 percent of battery
casing material in the northwest part of the property. This area was approximately 150 feet
in diameter. Trace accumulations of battery casing material were noted over an area
extending out approximately 60 feet to the south and east, and to the property line to the
west and north (Figure 21). Three HAB’s were completed in the center area with the
greatest concentration of battery casing material. OR0022, OR0023, and OR0024 were
advanced to depths of 2, 1.5, and 1.6 feet.
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A total of seven soil samples were collected for Total Lead analysis and three for TCLP-
Lead (Table 25). Total Lead concentrations ranged from 98 mg/kg to 7130 mg/kg, with
four of the seven samples exceeding the 500 ppm cleanup standard. For the O to 6 inch
sampling horizon, all three samples analyzed exceeded the cleanup standard with an average
lead concentration of 2,957 mg/kg. One of the three samples from the 6 to 12 inch sampling
horizon exceeded the cleanup standard (OR0024: 3490 mg/kg).

Three TCLP-Lead analyses yielded lead leachate concentrations that were below the
regulatory limit of 5.0 mg/L (average = 1.56 mg/L). Based on these results, it does not
appear that any material from this location will require stabilization prior to disposal.

The depth of fill identified in the HABs ranged from 6 inches on OR-0023 to 1 foot in
OR0022 and OR0024. This central area (approximately 17,200 square feet) will require
excavation to a depth of 1 foot, equating to a fill volume of approximately 640 cubic yards. ~

The surrounding area with only trace accumulations of battery casing materials
(approximately 42,000 square feet) is assumed to be derived from surficial spreading of fill
from the center area, and should only require excavation to a depth of 6 inches. This
equates to a fill volume of approximately 775 cubic feet.

The total volume of fill requiring excavation and disposal at the Sand Road location is
approximately 1,415 cubic yards.

4.3.5 Schaeffer Road

Soil sampling and a visual inspection were conducted at the Schaeffer Road remote fill
location. This site is a farm field approximately six miles north of the Main Industrial
Property. The visual inspection revealed a surficial accumulation (20 to 30 percent surface
coverage) of battery casing material extending from the south property line approximately
250 feet south along the east side of a dry creek bed. The main accumulation is pie shaped
with a2 maximum width of approximately 100 feet. A trace surficial accumulation extends
approximately 25 to 40 feet east and south of the main area. Three HAB’s were completed
within the main accumulation (Figure 22). Borings OR0004, OR000S5, and OR0006 were
advanced to depths of 2 feet, 2 feet, and 2.4 feet, respectively.
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A total of three samples, one from each boring, were collected for TCLP-Lead analysis
(Table 26). The results of these analyses yielded an average lead leachate concentration of
6.4 mg/]l, which is in excess of the regulatory limit of 5.0 mg/l. Therefore, any material
excavated at this location would be considered to be hazardous waste and would require
stabilization prior to disposal.

The depth of fill found in the HABs ranged from one to 1.5 feet. For the main area
containing battery casing material, an average depth of fill was estimated to be 1.25 feet over
an area of approximately 16,000 square feet, equating to a fill volume of approximately 760
cubic yards. |

The surrounding area with only trace accumulations of battery casing material (approximately
8,700 square feet) is assumed to be derived from surficial spreading of fill from the main
area, and should only require excavation to a depth of 6 inches, or a fill volume of 160 cubic

yards.

The total volume of fill requiring excavation and disposal at the Schaeffer Road property is
approximately 920 cubic yards.

4.3.6 2230 Cleveland Avenue

Soil sampling and a visual inspection were conducted at the remote fill location at 2230
Cleveland Avenue. This site is located in Granite City within the Adjacent Residential Area.
The visual inspection revealed that the floor of the garage at the rear of the lot was paved
with battery casing material (100 percent surface coverage). An accumulation of battery
casing material (25 to 50 percent surface coverage) extended out approximately 40 feet in
front of the garage. A trace amount of battery casing material was noted over the rest of
the driveway extending out to the front of the house and into the yard on either side of the

house (Figure 23).

A total of five HAB's were completed at this residence. Since it was within the residential
sampling area, two 1 foot HAB’s were completed in the yard (one in front and one in back).
The results of these HAB's are discussed in Section 4.2 on the Adjacent Residential Areas.
In addition, three HAB's were completed in the area where remote fill was documented by
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visual inspection. ORO0QQ1 was completed inside the garage to a depth of 2 feet, while
ORO0002 and OROCO3 were completed in the driveway approximately 25 feet and 95 feet in
front of the garage, respectively,. In OR(OOOI in the garage, battery casing material was
found in only the upper 3 inches, however, slag material was noted to a depth of 9 inches.
OR0002, at the rear of the driveway, encountered battery casing material to a depth of 6
inches. ORO0003, in the middle of the driveway, only encountered battery casing material
to a depth of 3 inches.

A total of three samples, one from each boring in fill material, were collected for TCLP-
Lead analysis (Table 27). The results of these analyses yielded lead leachate concentrations
of 10.3 to 72.8 mg/l. Based on these results, material excavated from this site would be
classified as hazardous and will require stabilization prior to disposal.

Based on the resuits from HABs completed here, the area inside and in front of the garage,
where the heaviest accumulation of battery casing material is (approximately 740 square feet)
will require excavation to a depth of 1 foot, or a fill volume of approximately 27 cubic
yards.

The remainder of the driveway, with a trace accumulation of battery casing material
(approximately 1,280 square feet) will require excavation to a depth of 6 inches, or a fill
volume of approximately 24 cubic feet.

The total fill volume requiring excavation and disposal at this location is approximately 51

cubic yards.
4.3.7 3108 Colgate Avenue

Soil sampling and a visual inspection were conducted at the remote fill location at 3108
Colgate Avenue. This site is approximately three miles northeast of the Main Industrial
Property (Figure 24). The visual inspection revealed a trace surficial accumulation of
battery casing material in two areas along the east edge of the property. The larger area is
located between the east property line and the east side of the house. This area is
approximately 12 feet wide and 60 feet long. A second area was noted in the back yard
along the east property line, and is approximately 50 feet long by 5 feet wide.
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Four HAB's were completed: OR0026-1 was located within the larger area of fill material.
It was completed to a depth of 1.3 feet and encountered battery casing material to a depth
of 1 foot. OR0026-2 was located in the southeast corner of the property next to the
children’s swing set. It was completed to a depth of 1 foot and did not encouater any battery
casing material. OR0026-3 was located north of the main fill area, near the northeast corner
of the house. It was completed to a depth of 1 foot and encountered no battery casing
material. OR0026-4 was located within the smaller area of fill material. It was completed
to a depth of 1 foot and only encountered battery casing material at the ground surface. '

A total of six samples were collected for Total Lead analysis and two for TCLP-Lead
analysis (Table 28). Three Total Lead and one TCLP-Lead samples were collected from
ORO0026-1 and from OR0026-2. No samples were collected from the other two HAB’s. All
three Total Lead samples from OR0026-2, next to the swing set, yielded lead concentrations
of less than 100 mg/kg (average of 72 mg/kg). However, the Total Lead samples from -
OR0026-1, in the main fill area, ranged from 3,390 to 11,900 mg/kg. The TCLP-Lead
analyses yielded a leachate concentration of 10.9 mg/L, more than twice the regulatory limit.
Therefore, any material excavated at this location would be considered hazardous waste and
would require stabilization prior to disposal.

Based on boring and analytical results, only the two fill areas on the east side of the property
will require excavation. In the larger area on the house (approximately 150 square feet) fill
was identified to a depth of 1 foot. Approximately 6 cubic yards of fill will require

excavation.

In the smaller area, in the backyard (approximately 45 square feet), the battery casing
material appears to be derived from surface run off from the larger area, and appears
restricted to the ground surface. Therefore, only the upper 3 inches will require excavation,
or approximately 0.5 cubic yards of fill.

Based on conversations with the owner, it is most likely that the fill material was used as
backfill along the foundation when the house was constructed in the 1950’s. Since many
other homes in this subdivision was constructed around the same time, possibly by the same
contractors, it is possible that other homes in the area have a similar problem. Additional
reconnaissance and resident contact is recommended.
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4.3.8 1628 Delmar Avenue

Soil sampling and a visual inspection were conducted at the remote fill location at 1628
Delmar Avenue in Granite City. This property is approximately one half block north of the
Main Industnial Property. The visual inspecticn documented trace surficial accumulations
of battery casing material on several parts of the property (Figure 25). The most obvious
of these is the driveway at the southwest end of the property, which is approximately 60 feet
long by 20 feet wide. Two other areas were noted along the southeast side of the house.
These areas were 25 feet by 45 feet and 10 feet by 25 feet in size.

A total of five HAB’s were completed on this property. Since this lot was within the
residential sampling area, two 1 foot HAB’s were completed here (one in front, one on the
side). The results of these HAB’s are discussed in section 4.2. In addition, three HAB’s
were completed to a depth of 1 foot in areas where battery casing material was noted. Two
HAB’s were completed in the driveway, and one was completed in the large area on the
southwest side of the house. In all three HAB's, battery casing material was encountered
to a depth of 3 inches.

Two samples were collected in fill material for TCLP-Lead analysis (Table 29). One
sample was taken from each of the two large fill areas and yielded lead leachate
concentrations of 0.11 and 0.47 mg/l. These results indicate that any material excavated
here will not be classified as hazardous and will not require stabilization prior to disposal.

The depth of fill in the driveway was determined to be 6 inches. With an estimated surface
area of approximately 230 square feet, approximately 4 cubic yards of fill will require
excavation.

For the two areas on the west side of the house, the estimated depth of fill is 3 inches. With
a combined estimated surface area of 290 square feet, approximately 3 cubic yards of fill
will require excavation.
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4.4 GROUNDWATER MONITORING WELLS

Groundwater samples collected during the PDFI represented the first semi-annual
groundwater sampling event for the 30-year monitoring program at the NL Site.
Groundwater samples were analyzed for priority pollutants consisting of these chemical

groups:

. Volatile organics

. Semi-volatile organics
1 PCBs and Pesticides
. Metals

4.4.1 Analytical Results

4.4.1.1 Metals

Groundwater samples were analyzed for 13 metals of concern which included lead, arsenic,
nickel and copper (Table 9). Results of metals analyses are included in Table 30; the
laboratory data are included in Appendix B. Monitoring well locations are shown on
Figure 4. All metals except for silver were detected at concentration levels above reporting
limits in at least one sample collected from the monitoring wells.

Samples from eight monitoring wells had lead concentrations greater than the maximum
contaminant levels (MCL) of 0.015 mg/l promulgated under the Safe Drinking Water Act:
MW-101, MW-104, MW-106D, MW-107S, MW-107D, MW-108D, MW-104-92 and MW -
109-92. Monitoring wells located upgradient of the Taracorp pile, MW-110 and MW-111-
92, had lead concentrations of 0.0042 mg/1 and 0.003 mg/1, respectively. The groundwater
sample from MW-104 had the highest lead concentration at 0.47 mg/l. MW-104 is located
west of the Taracorp pile (Figure 4).

Samples from three monitoring wells had arsenic concentrations greater than the MCL of
0.05 mg/l: MW-101, MW-104, and MW-107D. The sample from MW-101, located near
the northwest comer of the Taracorp pile, had the highest arsenic concentration level at
4.2 mg/l.
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Copper. nickel, and zinc were detected at relatively high concentrations in MW-101, MW-
104, MW-107S, MW-107D, and MW-108D (except copper) compared to the other
monitoring wells. Groundwater samples from the five wells had metal concentration ranges
of:

. Copper - 0.052 mg/l to 0.064 mg/l (except for MW-108D at less than
0.014 mg/l)

o Nickel - 0.054 mg/l to 0.46 mg/1

. Zinc - 0.22 mg/] to 28.0 mg/1

MW-108D, located west of the Taracorp pile, had the highest concentration of the following
metals detected in the groundwater sample compared to the other monitoring well samples.

. Nickel - 0.460 mg/]
° Zinc - 28.0 mg/1
. Cadmium - 8.5 mg/}

Quality control samples consisting of field duplicates were taken from MW-108D and MW-
111-92.  Constituent metal concentration levels for both duplicate samples were
representative of the respective groundwater sample (Table 30). Rinsate samples, MW-112
and MW-114) had metal concentrations that were at or below the reporting limits.

4.4.1.2 Volatile Organics

Volatile organic constituents analyzed for in the groundwater samples are included in
Table 9. The only constituent detected in any of the groundwater samples was acetone.
Acetone was detected in the sample from MW-107D at an estimated 220 ug/l and 93 ug/1
(reanalyzed level) concentration. The first analysis of this sample was out of the
instrument’s calibration range and was reanalyzed, although after the holding time. The
method blanks, trip blanks and rinsate blanks had detected low concentrations of acetone due
to probable instrument contamination from laboratory cleaning or sample MW-107D. Due
to contamination of the method blanks, all acetone concentrations were qualified as
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estimated. Groundwater samples from MW-104 and MW-104-92 also detected acetone; this
is probably due to instrument contamination. Laboratory data from the volatile organics
analyses are presented in Appendix B.

4.4.1.3 Semi-Volatile Organics

Semi-volatile organic constituents analyzed for in the groundwater samples are included in
Table 9, and laboratory data are included in Appendix B. No semi-volatile organics were
detected in any of the groundwater samples collected from the monitoring wells. From data
validation, semi-volatile groundwater samples from MW-101, MW-108D and the field
duplicate of MW-108D were qualified as unusable. These samples were qualified as
unusable because of low surrogate spike recoveries, indicating matrix interference within

each sample.

4.4.1.4 Pesticides and PCBs

A list of pesticide and PCB constituents that were analyzed for in the groundwater samples
are included in Table 9; laboratory data are included in Appendix B. The only constituent
detected in the pesticides and PCBs analyses was alpha-chlordane at a concentration level of
0.0094 ug/l in the sample from MW-108D. The duplicate sample collected from this
monitoring well did not detect any chlordane. Reporting limit for alpha-chlordane was
0.0050 ug/l.

4.4.2 Field Observations

The water in the monitoring wells that were sampled was generally clear. Exceptions were
wells MW-101, MW-104, and MW-107S. In these wells the water was reddish-brown and
slightly cloudy. MW-109 was blocked approximately 5 feet below the ground surface with
a length of vinyl tubing probably left in the riser after a previous sampling event. After the
tubing was removed, there was slight but noticeable odor of sulfur in the water that was
purged prior to sampling. Several other existing wells had vinyl tubing and/or nylon rope
in trash bags stuffed into the top of the well riser. These were removed prior to purging.
The pH measurements for the wells showed values ranging from 5.8 to 7.0. Groundwater
temperatures ranged from 22 to 28 degrees C. Conductivities generally ranged from 900 to
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1250 umhos/cm. Well 104 had a significantly lower conductivity of 325 umhos/cm, while
well 108D showed a high conductivity of 5000 umhos/cm. This high value was verified
after recalibrating the conductivity meter. A summary of water quality parameters measured
during sampling is provided in Table 31.

In the process of drilling the boring for proposed monitoring well MW-108-92, petroleum
residue was encountered at the top of groundwater. The analytical results from soil and
water samples taken from this well indicated that the petroleum related products were below
detection limits, and this may represent an very localized occurrence. However, since
underground storage tanks have been documented on both the BV&G Transport and Taracorp
Properties, as well as above ground tanks on the Rich Oil property (all in an upgradient
position from MW-108-92), there is the potential that this could be indicative of a larger
problem.

4.4.3 Permeability Testing

The results of the slug testing indicate that the hydraulic conductivities for the four deep
wells range from 8.07 x 10% to 2.15 x 10? cm/sec. This range of values is indicative of a
clean sand to sand and gravel mixture, and is consistent with the lithologies noted while
drilling (see well logs in Appendix D).

The minimum value of 8.07 x 10~ cm/sec was measured in the upgradient background well,
MW-111-92, and is consistent with the fine, poorly graded sands noted while drilling.

On both falling and rising head tests for all four wells recovery times were very rapid, with
the water levels re-equilibrating within 3 to 4 seconds. A test of this duration is too brief
to generate reliable data, even using a digital recorder such as the Hermit. Therefore, the
conductivities listed in Table 6 can be considered as minimum values, with the actual
conductivities possibly being somewhat higher. For this same reason, no time vs recovery

plots have been included in this report.
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4.5 DATABASE FOR ANALYTICAL DATA

The STS described in Section 2.1.4 was also used as an analytical database for soil data.
Due to the large number of samples collected and analyzed, it was necessary to be able to
manipulate the data in a computerized manner. The data base allows the data to be
organized and sorted by multiple variables, including sample type, location, depth, data, and
analysis. This multi-variable sorting capability gives the user the ability to work and query
the database for analytical data from a specific area, a specific depth, or range of sample
dates. This sorting function was extremely useful in generating the sample data summary
tables presented in this report.

Detailed and summary sample distribution reports were also generated from the data base.

These aided in tracking sample count by type, QC and QA sample count, and sample count
by area. These reports proved useful in the statistical analysis of the data.
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TABLE 6

HYDRAULIC CONDUCTIVITIESFOR NEW MONITORINGWELLS
NL/TARACORPSUPERFUND SITE

HYDRAULIC
CONDUCTIVITY AVERAGE
MONITORING FALLING RISING HYDRAULIC
WELL HEAD g HEAD CONDUCTIVITY
! S (1x1073cm/s) . (1 x103cm/s) ' (1 x1073cm/s)
i T s
' 103-91 349 31.3, 33.1
- : i
: 104-92 1 21.5 262 239
L
1 109-92 | 22.4 7.71 15.1
| s i ;
111-92 | 215/ 8.07 148
t &
NOTE: Hydraulic Conductivities shown represent approximate minimum values
due to a rapidly recovering aquifer.
-
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TABLE 8

SAMPLE IDENTIFICATION NOMENCLATURE
NL. TARACORP SUPERFUND SITE

Each sample has a unique sample identification. The ideatification consists of sample matrix
code, street code, lot number, boring number, sampie depth code, and sample type. All of the
codes are listed in the following tables with their appropniate description. An example follows
to demonstrate the operation of the sample identification.

SMP1629200B0OL

S Sample Matrix (In this case, the sample matrix is soil, see SAMPLE -
MATRICES table.)

MP  Street Code (In this case, the sample location is on Maple Street, see STREET
CODE table.)

1629 Lot Number (In this case, the sample was taken at lot'house number 1629 )

2 Boring Number (In this case, the sample was taken from the 2nd boring oa the
property.)

00B  Sample Depth (In this case, the sample was takea between 3 - 6 inches from the
boring indicated, see SAMPLE DEPTHS table.)

OOL Sample Type (In this case, the sample was analyzed for Total Lead, see
SAMPLE TYPES table.)

SAMPLE MATRICES
S Soil Sampled for Chemical Analysis &/or Geotechnical
W Groundwater Sampled from Monitoring Wells
‘DATA SAMPDESC LST PAGE ! March 19, 1993
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SAMPLE IDENTIFICATION NOMENCLATURE
NL/ TARACORP SUPERFUND SITE

SAMPLE DEPTH

CODE DEPTH
00A 0-3 inches

00B 3-6 inches

00C 6-12 inches
00D 1-2 feet

00E 2-3 feet

00F 3-4 feet

00G 4-5 feet

0OH 5-6 feet

001 6-7 feet

00J 0-2 feet -
00K 2-4 feet

O0L 4-6 feet

0OM 6-8 feet

OON 8-10 feet

oopP 10-12 feet

O0OR 12-14 feet

00s 14-15 feet
00T 13-15 feet
0,024 10-11 feet
ooV 15-16 feet
oow 20-21 feet
00X 25-26 feet
0AB 0-6 inches
0AC 0-1 feet

0GG Top of Groundwater

"DATA'SAMPDESC LST PAGE 3 March 29, 1993



TABLE 9

ANALYTICAL METHODS AND REPORTING LIMITS

Analvte

Total Lead
TCLP - Lead

NL, TARACORP SUPERFUND SITE

SO ANALYSES

Reporting Limit

Method 6010/7420 5 mg'kg
Method 1311/6010 0.65 mg'L
Method 1311/7420 0.20 mg'L

ROUNDWATER ANALY

VOLATILE ORGANICS METHOD 8240

Analyte

Acrolein

Acryloaitrile

Benzene
Bromodichloromethane

Bromoform
Bromomethane
Carbon Tetrachloride
Chiorobenzene
Chloroethane

Chloroform

2-Chloro ethyl vinyl ether
Chloromethane
Dibromochloromethane
1,1-Dichloroethane

$IMC114V

CAS Number

107-02-8
107-13-1
71-43-2
75-27-4

75-25-2
74-83-9
56-23-5
108-90-7
75-00-3

67-66-3
110-75-8
74-83-9
124-48-1
75-34-3

Page 1

Reporting Limit

Water Samples (ug L)

100
50
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TABLE 9
(Cont'd)

GROUNDWATER ANALYSIS

SEMIVOLATILE ORGANICS METHOD 8270

Reporting Limit

Analvte CAS Number Water Samples (ug L)
Acenaphthene 83-32-9 10
Acenaphthylene 208-96-8 10
Anthracene 120-12-7 10
Benzidine 92-87-5 50
Benzo(a)anthracene 56-55-3 10
Benzo(a)pyrene 50-32-8 10
Benzo(b)fluoranthene 205-99-2 10
Benzo(g,h,i) perylene 191-24-2 10
Benzo(k)fluoranthene 207-08-9 10
4-Bromophenyl-phenylether 101-55-3 10 -
Butylbenzylphthalate 85-68-7 10
Bis(2-Chloroethoxy)methane 111-91-1 10
Bis(2-chloroethyl)ether 111-44-4 10
Bis-(2-chloroisopropol)-ether 108-60-1 10
4-Chloroaniline 106-47-8 5
2-Chloronaphthalene 91-58-7 10
.2-Chloropheaol 95-57-8 10
4-Chlorophenyl-phenylether : 7005-72-3 10
4-Chloro-3-methylphenol 59-50-7 10
Chrysene 218-01-9 10
Di-n-butylphthalate 84-74-2 10
Di-n-octylphthalate 117-84-0 10
Dibenz(a.h)anthracene 53-70-3 10
1.2-Dichlorobenzene 95-50-1 10
1,3-Dichlorobenzene 541-73-1 10
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TABLE 9
{Cont'd)

GROUNDWATER ANALYSES

SEMIVOLATILE ORGANICS METHOD 8270 (Cont'd)

Reporting Limit*

Analvte CAS Number Water Samples (ug L)
N-Nitrosodiphenylamine 86-30-6 10
N-Nitroso-di-n-propylamine 621-64-7 10
Pentachlorophenol 87-86-5 50

Phenanthrene 85-01-8 10

Phenol 108-95-2 5

Pyrene 129-00-0 10
1.2,4-Trichlorobenzene 120-82-1 10
2,4,6-Trichlorophenol 88-06-2 10 .

ADDITIONAL SEMIVOLATILE ORGANICS TESTED (Method 8270)

Benzyl Alcohol 100-51-6 10
2-Methylphenol 95-48-7 10
4-Methylphenol 106-44-5 10
Benzoic Acid 65-85-0 50
2-Methylnaphthalene 91-57-6 10
2.4,5-Trichlorophenol 95-954 50
2-Nitroaniline 88-74-4 50
3-Nitroaniline 99-09-2 50
Dibenzofuran 132-64-9 10
4-Nitroaniline 100-01-6 50

$IMC1 14V Page § March 29, 1993



TABLE 9
(Cont'd)

GROUNDWATER ANALYSES

ADDITIONAL PESTICIDES AND PCBs TESTED

Reporting Limit
Analvte Methods Water Sampies ug L
Methoxychlor 72-43-5 0.05
Endrin Ketone 53494-70-5 0.01
Aroclor-1221 11104-28-2 0.2
Aroclor-1232 11141-16-5 0.1
Arclor-1248 12672-29-6 0.1
METAILS
Antimony 6010 (ICP) 2
Arsenic 7060 (GFAA) 3.0 .
Beryllium - 6010 (ICP) 0.6
Cadmium 6010 (ICP) 0.3
Chromium (total) 6010 (ICP) 2
Copper 6010 ICP) 14
Lead 7421 (GFAA) 2.0
Mercury 7470 (CVAA) 0.2
Nickel 6010 ICP) 23
Selenium 7740 (GFAA) 3.0
Silver 6010 ICP) 0.4
Thallium 6010 (ICP) 2.0
Zinc 6010 (ICP) 20
Notes:

ICP = Inductively Coupled Argon Plasma Spectrometry

GFAA = Graphite Furnace Atomic Absorption Spectrometry

CVAA = Cold Vapor Atomic Absorption Spectrometry

TCLP = Toxicity Characterstics Leachate Procedure

(1)  The Reporting Limit was set at a level above that the laboratory is confident the analyte
would be detected and qualified consistently. The reporting limits established are
generally between 2 to 5 time the laboratory method detection limit for organics and the
instrument detection limit for metals.
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Parameters

Total Lead

{ICP and AA)

TCLP - Lead

Metals

$IMCI 14V

TABLE 11

NL . TARACORP SUPERFUND SITE

SOIL ANALYSES
Audit

[nitial and Continuing Calibration Venfication
Laboratory Coantrol Sample

Matrix Blank™Matrix Spike Analysis
Laboratory Replicate

Interference Check Sample (ICP)

Laboratory Control Sample
Matrix Method Analysis

ICP and AA QC level of effort. Same as above for
total lead.

GROUNDWATER ANALYSES
Audit
Calibration Blank (ICP and AA)
Initial Calibration Verification
(ACP and AA)

Continuing Calibration Verification
(ICP and AA)

Preparation Blank (ICP and AA)
Matrix Spike Analysis (ICP and AA)
Duplicate Sample Analysis (ICP and AA)

Laboratory QC Sample Analysis
(ACP and AA)

Duplicate Injections (AA-Fumace)

Interference Check Sample (ICP)

LABORATORY QC LEVEL OF EFFORT FOR ANALYTICAL TESTING

Erequencv™

Daily and each instrument setup

Oue per batch or one per 0 sampies
One per batch or one per 20 samples
Oue per batch or one per 20 sampies

One per batch or one per 20 sampies

One per batch or one per 20 sampies

Oue per batch or one per 20 samples

Erequency™ ~

Each calibration, beginning and end of
each run

Daily and each instrument setup

One per 10 samples

One per baich or one per 20 samples
One per batch or one per 20 samples
One per batch or one per 20 samples
Each sample (at least a single analytical
spike will be performed to determine if
the method of standard addition is
required for quantitation)

One per baich or one per 20 samples

Beginning and end of each run or r-a
per 8-hr shift

N
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TABLE 12
ACCURACY AND PRECISION CRITERIA FOR ANALYTICAL TESTING

NL, TARACORP SUPERFUND SITE

SOIL ANALYSES

Parametars Audit Coatrol Limits

Total Lead [nitial Calibration Verification T5-125%

'ICP apd AA; Continuing Calibration Verificatioa 75-125%
Matnix Blank Matrix Spike Analysis 75-125%
Matrix Duplicate Sample Analysis <20% RPD
Laboratory Coatrol Sample® <Z0% RPD
[nterference Check Sample (ICP) + 10%

TCLP-Lead Laboratory Control Sample <20% RPD
Matrix Blank 75-125%

NDWATER ANALY

Parameters Audit Coutrol Limits

Metals

Atomic Calibration Blank < CRDL

Absorption Initial Calibration Verification 90-110%
Continuing Calibration Verification 90-110%
Preparation Blank ‘ < CRDL
Matrix Spike Apalysis 75-125%
Lab Duplicate Sample Analysis + CRDL or <20% RPD
Laboratory Control Sample® 80-120%
Duplicate Injectioas <20% RPD

ICP Calibration Blank < CRDL
Injtial Calibration Verification 90-110%
Continuing Calibration Verification 90-110%
Prepanation Blank < CRDL
Matrix Spike Analysis 75-125%
Lab Duplicate Sample Analysis + CRDL or <20% RPD
Laboratory Control Sample® 80-120%
Interference Check Sample 80-120%
Serial Dilution Analysis‘® <10% D

MC: eV



Fraction

VOA
VOA
VOA
VOA
VOA

BN
BN
BN
BN
BN
BN

Acid
Acid
Acid
Acid
Acid

Pest
Pest
Pest
Pest
Pest

IIMCl14V

TABLE 13
MATRIX AND SURROGATE SPIKE"

CONTROL LIMITS FOR ORGANIC ANALYSIS
NL/TARACORP SUPERFUND SITE

MATRIX SPIKEMATRIX SPIKE DUPLICATE

Compound

1.1-Dichloroethene
Trichloroethene
Chilorobenzene
Toluene

Benzene

1,2,4-Trichlorobenzene
Acenaphthene
2,4-Dinitrotoluene

Pyrene
N-Nitroso-di-n-propylamine
1,4-Dichlorobenzene

Pentachlorophenol
Phenol

2-Chiorophenol
4-Chloro-3-methylphenol
4-Nitrophenol

Lindane
Heptachlor
Aldrin
Dieldrin
Endrin

4 4DDT

Page 1 of 2

Water (%)%
Recovery
_Limits RPD
61-145 14
71-120 14
75-130 13
76-125 13
76-127 11
39-98 28
46-118 31
24-96 38
26-127 31
41-116 38
36-97 28
9-103 50
12-89 42
27-123 40
23-97 42
10-80 50
56-123 15
40-131 20
40-120 22
52-126 18
56-121 21
38-127 27
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TABLE 14

MAIN INDUSTRIALPROPERTYANALYTICALSUMMARY
NL/TARACORPSUPERFUNDSITE

NL/TARACORP8IMCI114V ANALYTICAL REPORT  GENERATED: Aug 19, 1992

\DA  IDUSTRY.WK3

SAMPLE ID PARAMETER | ANALYSIS | RESULT [QUALIFIER] UNITS |REPORTING]| PARAMETER PNALYSIS RESULT | UNITS
DATE DETECTION DATE
_ LIMIT )
[$8V0001100D11/21/1901L [Total Lead 21271991 859 G 1.2 e Conferd [12/07/1991 15.6 6WET \
SBV0001100K11/21/1991L.  [Total Lead 21211901 227 Q 7 oisture Content  [12/07/1991 22.6[%WET
8$8V0001100L11/21/1901L  [Total Lead 2112/1991 56 G 8.7 e Content  [12/07/1991 26 2 %WET
SBV0001100L11/21/1901LD [Total Lead 2/12/1901 203 GKG [7.9 oisture Content  [12/07/1991 27.1%WET
SBV0001 100M1 1/21/1991L [Tolal Lead 21121901 24.2 G b8 hwe Content  [12/07/1991 28 8 %WET
SBVOOD1100N11/21/1991L. [Tolal Lead 211211901 11.4 G/KG 6 olstue Content 12/07/1991 21.8%WET
SBVO0001100T 11/21/1991L [Total Lead 12/12/1991 <7.1 G/KG [7.1 oisture Content  [12/07/1991 1.1 %WET
SBV0001100T 11/21/1981XM[Total Lead 2121991 <71 G/KG N | oisture Content 12/07/1991 10.7 PoWET
SBV0001100T 11/21/1991XX [Total Lead 12/12/1991 <7.1 G/KG [7.1 olsture Content  [12/07/1991 10.7 PeWET
SBVO00110ACTT/211001L [Votal Lead ananmm 44600 G [1.e hae Content  [12/07/1 901 13.09%WET
SBV0002100D11 /21 19011 [Tolal Lead ananee 565 G e fre Content  112/07/1991 18.1%WET
SBV0002100K11/21/1991L [Total Lead 12/12/1991 2960 G/KG (1.0 olsture Content 12/07/1991 10.5PWET
SBV0002100L11/21/1901L. [Total Lead 212N 91 163 QG lbe twe Content  [12/07/1 991 8.6]%WET
SBVOD02100M11/21/1991L [Tolal Lead 2/12/1991 101 G/KG PB.1 oisture Contenmt  [12/07/1991 9 4POWET
SBVO002100N11/21/1991L  [Total Leed 2/12/1991 4340 G PO oisture Content  [12/07/1991 18 9WET
SBVO0002100T 11/21/1991L  [Total Lead 12/12/1991 15.6 G/KG B.3 oisture Content  [12/12/1991 7.61%WET
SBVO00210AC11/21/19011. [Total Lead 231 91500 G/KG oisture Content  [12/07/1991 1.1 WET
SB8V0003100D11/22/1001L.  [Totel Lead 2121901 1490 G 78 oisture Content  [12/12/1991 15.4 WET
SBV0003100K11/22/1901L [Total Lead 21211991 230 G 7 e Content  [12/1211 991 22[%WET
SBV0003100L.11/22/1991L. [Total Lead 12/12/1991 23 Q ps oisture Content  [12/12/1991 28.3P6WET
SBV0003100M11/22/1991L [Total Lead 2/12/1901 222 G |04 twe Content  [12/12/1991 24 %WET
SBVO00S 100N 1 1/22/1991L. [Totel Lead 212/1091 17.8 G/KG P4 oisture Content  [t2/12/1891 29.6 WWET
SBV00031007 11/22/1991L.  [Total Lead 12/12/1991 <6.5 G/KG .5 oisture Content 12/12/1991 6.9[%WET
SBVON0310AC11/22M1981L. Totsl Lead 2121991 79 G a3 oisture Content  {12/12/1991 13.2WET
SMW108920AC 06/ 31904 [Total Lead /3011992 80500 XG 110 hwe Content  [07/08/1 992 11.1[RWET
SMW 1089200H06/12/1992L [Total Lead 7/30/1992 1190 G/KG ~ 6.6 Moisture Content 07/09/1992 27.9%WET
SMW1089200006/12/1 9921 Eow Lead 130/1 902 293 1iKG 6.9 hxe Content  |07/09/1 992 28.9[%WET
SMW1089200V086/12/1992L. [Total Lead 7/30/1992 261 15/KG 8.0 Maisture Content  [07/09/1992 40.1]%WET
SMW1089200X08/12/1 992 [Tatal Lead 30/1 992 18.5 F‘G.KG 6.6 re Content  07/09/1 892 24 6{%WET
3E 1 P ( Mar - 93



TABLE 14

MAIN INDUSTRIALPROPERTYANALYTICALSUMMARY
NL/TARACORPSUPERFUNDSITE

\DATA\INDUSTRY .WIQ

NL/TARACORP 89MC114V ANALYTICAL REPORT GENERATED: Aug 19, 1992
SAMPLE ID PARAMETER [ANALYSIS | RESULT Noumnsn UNITS [REPORTING|] PARAMETER ALYSIS[RESULT | UNITS
DATE DETECTION DATE
B 4 LIMIT

_ _ h2/10/1981 TN tiwe Content  [12/06/1991
STR0001100K11/20/1991L [Total Lead 12/10/1991 107 oisture Content  |12/05/1991
STROCO1I00L11/20/1901L. [TotalLead [1R/10/ 801 822 [‘l e Contert  [12/06/1991
STRO001100M11/20/1991L [Total Lead 12/10/1991 29.7 oisture Content  [12/05/1991
STR0001100Nt 1/20/1991L. [Total Lead shonsmm s3.2p huwe Content 2/06/1 901
STR0001100T11/20/1991L {Total Lead 12/10/1891 1280 oisture Content  [12/05/1991
STRO001100T11/20/1901LD Totel Lead [12/10/1991 S 127 Content  |12/08/1901
smoom wm uznmm. otlLead mmm 56900 I Content  [12/05/1991
smooomoommmml. otal Lead anonm 023 5 twe Content  [12/06/1 991
STROOO2100K11/1ME0IL Towllead  [12/10/1901 " SRS 8 Content  [12/06/1991
STR0002100L11/191901L [Total Lead 2/101 901 28.1 4 tre Contont  [12/06/1991
STRO0C02100M 1 1/19/1081L. [Total Lead 2101981 209 8 oisture Content.  {12/06/1991
STR0002100N1 1/191991L [Tolal Lead 2/10/1 901 175 6 fure Content 2/06/1991
STRO00Z2100T11/19/1901L.  [Total Lead 210/1901 <70 0 oisture Content  [12/06/1991
STR0002100T11/18/1991LD [Total Lead 2/10/1991 19.8 6 olsture Content  [12/06/1991
STROO0210AC11/19/1991L. [Total Lead 21041901 345000 10 olsture Content  [12/06/1991
STRO0O3100011/20/1991L [Tolal Lead 2/101 991 190 4 e Content  [12/05/1 891
STRO003100K11/20/1991L. [Total Lead 12/10/1991 28.6) 5 oisture Content  [12/05/1991
STRO002100L11/20/1 9011L. [Total Lead 21101 991 260 Y 4 ture Content  [12/06/1 991
STRO003100M 11/20/1991L [Total Lead 12/10/1991 4551 .2 oisture Content 12/05/1991
STROOG3100N1 1/20/1901L {Total Lead /1011981 1540 6 ture Content”  [12/08/1 991
STR0003100T11/20/1991L [Total Lead 12/10/1991 <6.8] 8 oisture Content  [12/05/1991
STRO0OSINOT11/20/1901XMTotal Lead - [12/10/1991 <70 0 olsture Content  {12/05/1991
STRO003100T 11/20/1991XX [Total Lead 12/10/1991 <7.3) 3 oisture Content 12/05/1991
STROD03I10AC11/20/19011. [Total Lead 12/10/1901 a0y A oisture Content 12/05/1991
STRO004100011/20/1991L. TolaiLead  [12/10/1991 sl 4 olsture Content  |12/05/1991
STRO004100K11/20/1991L [Total Lead 12/10/1991 4541 R twe Content  [12/06/1 991
STRO004100L.11/20/1991L  [Total Lead Mnonm 123 0 oisture Content  {12/05/1991
STR0004100M11/20/1991L [Total Lead 12/10/ 991 181 .9 ture Content  [12/06/1991
STR0004 100M 1 1/20/1991L0Tatal Lead 12/10/1981 sel .1 oisture Content 12/05/1991
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TABLE 14

MAIN INDUSTRIALPROPERTYANALYTICALSUMMARY

NL/TARACORPSUPERFUNDSITE

‘NUTARACORPWMCI 14V ANALYTICAL REPORT GENERATED: Aug 19, 1992

\D( NDUSTRY.WK3

SAMPLE ID PARAMETER | ANALYSIS | RESULT [QUALIFIER| UNITS |REPORTING PARAMETER JANALYSIS|RESULT | UNITS
DATE DETECTION DATE
| LIMIT
STR0O00410ON11/20/1991L. [Tolal Lead 2/10/1901 115N K] ture Content 2/06/1 981 102
STRD004100T 11/20/1901L.  [Totel Lead 21011991 1250 5 olsture Content 12/05/1991 21.4
STR0O00410AC11/20/1991L [Total Lead 2/10/1901 382Pl 8 ture Content  [12/06/1 991 173
STR0006100D11/19/1991L. [Tolal Lead 2/10/1901 1410 R twre Content  [12/06/1 991 12.6
STRON0S100K 11/19/1901L.  Total Lead 12/10/1091 404 3 oisture Content 12/06/1991 10.5
STRO006100L11/19/1991L.  [Total Lead 12/10/1991 93.5 .5 oisture Content 12/06/1991 27.2
STROOCOS100M $1/19/1991L [Total Lead P?IIW"M 2.8 .5 oisture Content 12/06/1991 29.1
STROOOS100N 11/195/1991L [Total Lead 12/10/1991 26.4 .4 oisture Content 12/06/1991 253
STRO00S10OT1IAWISRIL [Tolal Lead shonemm 69 .8 ture Content [12/06/1 991 8.7
STROOOS10AC11/19/1991L {Total Lead 12/10/1991 7300 9 oisture Content 12/06/1991 13.1
STROO06100D11/18/1991L [Total Lead 12/06/1991 1920 .0 oisture Content 12/06/1991 18.1
STRO006100K11/18/1991L.  [Total Lead Ammm 214 2 Contert  [12/00/1991 19
STROO0G100L11/18/1991L  [Total Lead 12/06/1991 238 4 olsture Content 12/06/1991 229
STRO0OS100M 1 1/18/1901L [Towt Lead 12/06/1991 29 9 oisture Content  {12/06/1991 28.4
STROOOS100N11/18/19911 [Total Lead 12/06/1981 216 1 oisture Content 12/06/1991 26
STROOOSIOON 11/10/1991 otal Lead 12/06/1991 18.7 .9 oisture Content 12/06/1991 29.2
STRO0COS1 00N1 1/18/1991 XX [Total Lead 2/08/1 901 25 .6 ture Content  [12/06/1 991 28.1
STRO00G100T11/10/1891L.  [Total Lead Ew_ﬂi <6.6 .6 olsture Content 12/06/1991 8.3
STRO00610AC11/18/19091L [Total Lead 2/06/1901 9790 1 hwe Content  [12/06/1991 114
STR0007100D11/18/1991L (Total Lead Lamrl 291 2950 1 ture Content  {12/06/1991 8.3
STROOOT100K1 1/18/1991L. [Folad Lead 12/08/19091 1620 R olsture Content 12/06/1991 24 1
STRO007100L.11/18/1991L  [Total Lead 12/06/1991 62.2 5 olsture Content  [12/06/1991 278
STROO07100L.11/18/1901LD [Total Lead [12/06/1991 135 .2 oisture Content 12/06/1991 26.4
STRO007100M 11/18/1991L [Total Lead 12/06/1991 19 8 oisture Content 12/06/1991 256
STRO0O7100N1 1/18/1991L ([Total Lead 2/06/1 991 58.3 .7 twre Content  |12/06/1 991 272
STRO007100T11/18/1991L [Total Lead 12/06/1991 9.2 7 oisture Content 12/06/1991 19.8
STROOOTIOACT 1/18/1901L. [Total Lead 2/06/1 991 15300 2 ture Content 12/06/1 991 85
§TR0008100D11/18/1991L. [Tolal Lead [12/06/1 991 IS5V 6 ture Content Fa/oen 991 149
STR0008100K11/18/1991L [Total Lead 12/06/1991 384 2 oisture Content  [12/06/1991 16.2
GE 3 - -Mar-93



TABLE 14

MAIN INDUSTRIALPROPERTYANALYTICALSUMMARY
NL/TARACORPSUPERFUNDSITE

NL/TARACORP8IMC114V ANALYTICAL REPORT  GENERATED: Aug 19, 1992

SAMPLE ID PARAMETER | ANALYSIS | RESULT |QUALIFIER umrsTtEPomme PARAMETER ALYSIS|RESULT [ UNTS
DATE DETECTION DATE
LIMIT

STRO008100L11/19/1991L  [Tolal Lead 2/08/1991 431 KG P2 fure Content 2/06/1991 27 4TRWET
STRO008100M11/18/1991L ([Total Lead 12/06/1991 234 G/KG (7.8 oisture Content  [12/06/1991 22.8%WET
STROO0SI OONT 171871901 [Totallead . [12/08/1 601 8.4 KG 7.3 tre Content - [12/06/1991 13.2%WET
STRO008100T11/18/1991L [Total Lead 12/06/1991 <6.9 G/KG .9 oisture Content 12/06/1991 12.56WET
STR00081GAC1 1/18/1991L. [Tolal Lead 2/08/1 991 88 G 7 hwe Content  [12/06/1 981 11.2[%WET
STRO000100D11/1W1901L. Fotal Laad MM | . 446 .0 Content  |12/06/1901 22I%WET
STRO00100K1 mlmlu. otal Lead 12/08/1901 18 R Content  {12/06/1991 27.6/MwWET
‘ Fomitend  fimosnee | . 17 8 Content  [12/0811001]| 22 4/%wET

_ OR/1 901 <68 G jes Content  [12/08/1991 5 MWET

STRO00S100N11/184/1991L. [Totel Lead 2/08/1901 <08 8 oisture Content  [12/06/1891 4. 4[NWET
STRO009100TI11/19/1901L  [Total Lead 2/08/1 901 <73 G |73 e Content  [12/06/1991 18.7 POWET
STROOOS10AGC11/18/1991L [Total Lead /0671991 2600 G/KG 7.6 aisture Content  |12/06/1991 18.7 WWET
STROO10100D11/16/1991L. [Total Lead 206/1991 95 Q/KG [7.5 oigture Content  [12/04/1991 12.6[%WET
STRO010100K11/15/1891L [Total Lead 12/05/1991 23| G/KG .3 oisture Content  [12/04/1991 21.9%WET
STROO10100LY 1/1811991L - TotalLead  [12/08/1901 205 G/KG (7.8 oisture Content  [12/04/1991 26.1[%WET
STR0010100M11/15/1991L [Total Lead 12/05/1991 <6.5 G/KG .5 olsture Content  [12/04/1991 :8.3[%WET
STROOC1010ON1 1/1 /190 L [Total Lead /08N 91 <a7 Q 8.7 lstre Content Pe/om 891 ‘4.4 PRWET
STR0010100T11/15/1991L [Total Lead 12/05/1991 <74 G/KG [7.4 oisture Content  [12/04/1991 12.4%WET
STROOI 010ACT 11B/1991L. [Totatlead | R/08/1 901 68.7 a fre tre Content  [12/04/1991 17.26WET
STROVI 110ACON0S/199L. [Tolal Lead 1301 992 798 IGKG [5.8 twre Content  [06/12/1902 18.8[%WET
STROO11100H068/08/1862L. [Total Lead 13041982 66.4 G/KG 8.3 oisture Content  [06/12/1992 23.8[%WET
STR0O011100L06/08/1902L. [Tats) Lead 7/90/1992 | 1 G PB4 oisture Content  |06/12/1992 12.9I%WET
STRO011100V06/09/1992L [Total Lead 7/30/1992 123 G/KG 5.1 oisture Content  [06/12/1992 3.7[%WET
STRO011100W06/06/19621. [Total Lead 130/1962 <8.0 KQG 6.0 oisture Content  106/12/1992 17.7[%WET
STROO11100X06/08/1992L. [Total Lead 7/30N 992 <6.0 KG 6.0 twe Content  [06/12/1992 22 5%WET
SRO0001100D11/20/1991L. {Total Lead 2/10/1 991 718 AKG 7 tiwe Content 12/06/1 991 18.3I%WET
SRO0001100K11/20/1991L [Total Lead 2/10/1991 329 G/KG B.7 oisture Content  {12/05/1991 30.4 WET
SRO0001 100K 11/20/1 991LD|Total Lead 2/10/1991 877y KG .7 e Content  [12/061 991 29.6%WET
SROQ001100L11/20/1891L. [Total Lead 12/10/1991 83.1} A/KG B0 oisture Content  [12/06/1991 28[%WET
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TABLE 14

MAIN INDUSTRIALPROPERTYANALYTICALSUMMARY
NL/TARACORPSUPERFUNDSITE

NL/TARACORP8IMCI114V ANALYTICAL REPORT  GENERATED: Aug 19, 1992

ANALYSIS | RESULT |[QUALIFIER] UNITS lREPORTING PARAMETER JANALYSIS [RESULT
DATE DETECTION DATE
: UIMIT

SRO0001 100M11/20/1991L [Tolal Lead 2/10/1961 21.4 G o3 hwe Conlent  [12/06/1991 256
SRON001100N11/20/1891L. Total Lead 2101991 1.8 QG B2 olsture Content  |12/06/1991 25.4
SRO001100T11/20/1991L [Total Lead 2/10/1801 <7.7{ G [1.7 ture Content  {12/06/1991 18.1
SRO000110AC11/20/1991L. [Tolal Lead 12/ 11991 1330} (c] 6 olsture Content  [12/05/1991 135
SRO000210001 1/21/1901L. [Fotsl Lead 12/10/1991 M2y 9 oisture Content  [12/07/1991 19.9
SRO0002100K11/21/1991L [Total Lead 12/10/1991 273l G/KG B9 oisture Content  [12/07/1991 31.7
SROC002100L11/21/1991L. [Total Lead 121011901 s1.6) G P9 oistuie Content  [12/07/1991 28.5
SRO0002100M11/21/1991L [Total Lead 12/10/1891 89.6} G/KG PB.3 olsture Content  [12/07/1991 28
SRO0002100N1 1/211961L. [Tolal Lead ananm 15.8 G 0.8 e Content  [12/07/1 991 25.2
SRO0002100N11/21/1991XMY otal Lead 12/12/1891 14.6 G p6 olisture Content  [12/07/1991 239
SROC00R100NT 1/21/1901)00Talad Lead /181901 13 G B e Content  12/0711 991 27
SRO0002100T 11/21/1991L [Total Lead 2/12/1991 <7.3 GG [1.3 oisture Content  [12/07/1991 16
SRO00OZIOACT1/21 N 9011 Total Lead 101901 1100 F‘ G e twe Content  [12/07/1 901 20.3
\DA_ IDUSTAY.WI3 ( s - ( Mar 93
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Table 15
Main Industrial Property Geotechnical Data Summary
NL/Taracorp Superfund Site

. SAMPLE 10 NUMBER » WARA 110U | AASHC| AAsS | uses GHADANON @1 HUE NTPASSING
LOLAON  Jeoring | ueeini] same ] ConEnT | Lt TMERE R T saveno NPT
NO Tt ML
[ )1 % * % * ¥ ytf 4 1Y 20 40 (Y] 1id S i

11/18/81| 06:50 TROOO® 1} 00J 00a 248

111891 08.54 TR0OO009 1| 00K 00G 375 77 26 51 CH

111881 | 08:59 TRO00® 1{ 0OL 00Q 19.3

111881 09:05 TR0009 1{ OOM 004G 36 SP SM 10000999 | 988|406 b4 s

111651 08:10 TRO009 1| OON 000 8.2 SP--SM 10009990897 |9078|%54] 72 2

111891 | 0925 TR0009 1] 00T 000G 286 SM 1000/ 995/ 971|614 123 4

11/1881] 10:37 TRO00O 1| 004 000 1.3

111681 | 10:45 TRO008 1| 00K 00Q 35.0

11/1881] 1100 TROO0S 1| 0oL 0o .5 76 2| 47| CH

111881 11:10 TROO0S 1| OOM 000G 96

111881 1120 TROOOS 1| 0ON 0o 20 ML 1000|996 872928770 w

111881 11:30 TROOOS 1{ ooT 000 120 sp 1000/987[635(273] 40| 36 1

111881 13:30 TRO007 1| 004 000 1"

111801 14:15 TROO07 1{ 00K 000G 396 83 K] 52! CH

111881 | 1420 TRO0O7 1| 0oL 000 39.5

1118081 1425 TR0007 1{ OOM 00G 34.7

11/1801| 14:38 TRO0O7 1| 0ON 000 K-&] CH 1000/999,996| 996 894|743 44

111891 1450 TRO007 t{ oo7 000 18.6 SP-SM 1000999929329 230{ /3 2

11/1881| 1620 TROO0S 1] 00J 000 19.5 SM 1000/ 965| 80| /02i{629| 54| 361|296 188 5

111891 ] 16:30 TR0006 1| 00K 00G 192

111881 | 16:40 TROOOS 1| ooL 000 20.3

11/18/91| 18:45 TRO006 1| OOM 00Q 39.5 74 26 48' CH

111881 16:88 TRO00S 1| 0ON 00G 41.0

11/1891| 17.056 TRO006 1 00T 00G 6.6 &M 1000999998 998! /55] 164 ¢

111581 13:40 TROO10 11 004 000 3.7

111991 1350 TR0010 1| 00K 000G 28.3 57 2 35 CH

111581 13:38 TROO10 1) 0OL 0o 3.2

111501} 14:05 TR0010 1! OOM 004G 9.4 SP SM 1000|999 989908 3H7| 57 2

115/ | 14:18 TROO10 1} 0ON 000 5.4

11/1501] 1425 TR0010 1 00T 00Q 191 SP SM 1000(994| 85749/ 38y, 8Y N

111981 11:18 TRO00S 1| 00J 000 176

111981] 11:20 TRO005 1{ 00K 004 175 SM 1000812/ 6945/1]45/7|363|303[2406] 189 ]

111981 11:30 TROO0S 1| ooL 000 26

111981} 1135 TR0005 1! oOM 00a 33 79 27| s2l cH

111901 1144 TRO00S 1| DON 00G 330 | I

11/1901] 1185 THRO00S 1| oof 000 18 6 SM W00, 999! 94| B8] H3 1] 18O o

111981 14:10|  TRO002 1| 004 | o0G 18 ! : | 1

111981 1418}  THOoOOZ 1| 00K | 00G 194 Ne | | | !
| 11/19@1] 1428 TROQO2 |  1f 0oL 006 29| _ | " | : ‘
Woodward Clyde Consullants Page 1 My



Table

15

Main Industrial Properlty Geotechnical Data Summary
NL/Taracorp Supertund Site

T oae | ome | SAMPLE ID NUMBER warth [uoon | Aasic]mas | uses  GHADATION Pt HUL NTPASSING)
LOCATION  [BorinG | 0eP ] sam €] content [ cmr | it | i | svdesa sevi NGO Y
NO e [T
¢ 1) % % % % € R 4 " all 40 0 Vi AN S

1/22p1| 10:22 TADOO 1] 00K 004G 198 CH 1000(999]998{997[934( 713 26
112281 1028 TAO001 1] 0OL 000 14.6 SM 1000(998]865 365 143 !
122/01| 10:34 TAO001 1| 0OM 00G 1n2 SP SM 100019968/ 998 | 986{ s88| 81 4
112281 10:38 TADOO t 1| 0ON 006 o4 SM 1000990 998(870{6008| 283 5
11/22/91] 10.47 TADOO 1| 00T 000 8s SM 1000 998|964 323 b2 1
11/2281| 12:40 TA0002 1| 00J 11 [c] 108

1/2/01] 12:45 TADOO2 1} 00K 00Q 17.7

11/2/01| 1235 TAQ002 1] oOL ‘000 273 CL 11000|96.3|975964|956|895/805| 74.7] 661 19
11/22/51] 13:03 TAD002 1] OOM 000 30.0 ML 1000 9979911976 81 10
1/2281| 1807 TADOO2 1| 0ON 000 402 ” 231 54| CH

1/zm 1315 TA0002 1| 00T 000G 136 SM 1000/ 999|997|4874)142 4
11/2281} 1408 TAD003 1| 00J 000G 2.1

11/22/91} 14:15 TADOO3 1| 00K 00G 289

11/22/81) 14:18|  YA0OQ3 1] ooL 0006 211 ML 1000, 997,993,987/ 88.2(87.7| 964|772 12
11/2281] 1425 YADOO3 1| OOM 00G 307 ML 1000998 995|991 | 720 1
12281 | 14:30 TAO00S 1| 0ON 0006 42.1 ) 26f 50| CH

1/281| 1440 TAO003 1| ooT 00G 397 CH 1000/ 999|997 995|989 939 51
112581 9:45 | MW~103-91 ~71 SW - SM 90 1
6/16/92 | 15:30 | MW - 104 92 -67 SP- SM 1"ns 1
6RA2 | 1426 | MW-100-82 —67 SW - SM 103 1
6/16/92 | 17.:00 MW -111-82 50 67 ol se-sm 65 |

]
.
loodward Clyde Cansullants go 3



TABLE 16
ADJACENT RESIDENTIAL AREA SOIL SAMPLING SUMMARY
NL/TARACORP SUPERFUND SITE

— _QUALITY CONTROI. QUALITY ASSURANCH
| TOTAL | TOTAL TOTAL
LOCATION NO. OF | PARAMBTER FIBLD FIHLD MS/MSD QC wOe FILD QA
LOTS SAMPLES| DUPLICATHS SAMPLHS [ SAMPLHS|SAMPLES | DUPLICATES [ SAMPLES
ADJACENT RESIDENTIAL AREA 898 [TOTAL LEAD 5011 255 2561256 767 ST8 so7 Wl
TCLP LEAD 10 0 2 5 15 0 0
PROJECT TOTAL 898TOTAL LEAD sot1 255 256/256] 767| 5778 507 S0/
TCLP LEAD 10 o ¥y S 15 0 0
L
L
PAGL | SU S RYRRER

Walavres_cnt wid



TABLE 18

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION DEPTHS AND ESTIMATED VOLUMMY
NL/TARACORP SUPERFUND SITE

DATA
DECISION SAMPLE REMEDIATE UNPAVED SUPPORTED
UNIT DEPTH LEVEL*? CONCLUSION UNIT REMEDIAL
1 NO. (inches) (Y/N) AREA (YD?) VOLUME*
(YD?)
| 0-3 YES REMEDIATE ‘
1 3-6 YES FROMO0 -6 14.000 2.000
- 6-12 NO INCHES .
- 0-3 YES  REMEDIATE . |
2 . 36 YES | FROMO0 -6 23,000 2.000
‘ 6-12 NO . INCHES ; .
| . ! !
| s
. 0-3 YES REMEDIATE | 2
3| 3-6 YES FROMO - 6 23,000 3,000
| 6—12 NO INCHES -
. 0-3 YES REMEDIATE |
4 | 3-6 YES FROMO0 -6 11,000 1.000
| 6-12 NO INCHES | |
|
| i
0-3 YES REMEDIATE
5 - 3-6 YES FROMO0 -6 23,000 3,000
i 6-12 NO INCHES :
]
|
I 0-3 YES REMEDIATE
6 | 3-6 YES FROMO - 6 16,000 | 2,000
I 6-12 NO INCHES !
* Remediation level, based on statistical analysis, only applies to properties
where access was not granted for sampling. Actual sampling data will be
used for individual property remediation where sampling was conducted.
»

‘du_stats\volume.wk3 PAGE1 29-Mar-93



TABLE 18

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION DEPTHS AND ESTIMATED VOLUMES
NL/TARACORP SUPERFUND SITE

DATA
DECISION SAMPLE REMEDIATE UNPAVED SUPPORTED
UNIT DEPTH  LEVEL*? CONCLUSION  UNIT REMEDIAL
NO.  (inches) (Y/N) AREA (YD?) VOLUME®
(YDY)
0-3 YES REMEDIATE
13 3-6 YES FROMO - 12 9.000 2,000
6-12 YES " INCHES
0-3 | YES REMEDIATE |
14 3-6  YES  FROMO-6 12.000 1.000
6-12 NO . INCHES ..
|
0-3 .  YES | REMEDIATE |
15 3-6 NO FROMO - 3 6.000 < 1.000 |
6-12 NO INCHES 140y
| 1 |
| ‘ ;
| 0-3 | YES REMEDIATE | ,
16 3-6 | YES FROMO - 12 | 2.000' < 1.000
6-12 YES INCHES (640).
0-3 YES REMEDIATE |
17 3-6 YES FROMO - 12 5,000 2,000
6-12 YES INCHES | |
i
0-3 YES REMEDIATE | |
18 3-6 YES FROMO - 12 | 20,000 6.000 |
6-12 |  YES INCHES | |

* - Remediation level, based on statistical analysis, only applies to properties
where access was not granted for sampling. Actual sampling data will be
used for individual property remediation where sampling was conducted.

‘du_stats'volume.wk3 PAGE 3 29-Mar-93



TABLE 18

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION DEPTHS AND ESTIMATED VOLUMES"
NL/,TARACORP SUPERFUND SITE

DATA
DECISION SAMPLE REMEDIATE . UNPAVED SUPPORTED
i UNIT DEPTH LEVEL*®*? CONCLUSION UNIT REMEDIAL
' NO. (inches) (Y/N) | AREA (YD?) VOLUME*
| | | (YD3)
0-3 YES ' REMEDIATE | | ‘
25 - 3-6 YES . FROMO0 -6 24,000 3.000
-6-12 NO {  INCHES ;
| i
| ; i
| 0-3 YES REMEDIATE i ;
26 | 3-6 YES FROMO - 12 19,000 4.000
| 6-12 YES INCHES | -
g
i 0-3 J YES REMEDIATE
27 3-6 | YES FROMO - 12 7,000 2.000
6-12 YES INCHES
! ~
0-3 | YES REMEDIATE 1
28 3-6 | YES FROMO0 - 12 9,000 2,000
6-12 | YES INCHES |
| 0-3 YES REMEDIATE
29 3-6 YES FROMO - 12 16,000 5,000/
6-12 YES INCHES l
| | |
| 0-3 YES REMEDIATE 1
30 : 3-6 YES FROMO0 - 12 16,000 5,000/
- 6-12 YES INCHES ;
* Remediation level, based on statistical analysis, only applies to properties
where access was not granted for sampling. Actual sampling data will be
used for individual property remediation where sampling was conducted.
e

‘du_stats\volume.wk3 PAGES 29-Mar-93
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TABLE 18

ADJACENT RESIDENTIAL AREA

DECISION UNIT REMEDIATION DEPTHS AND ESTIMATED VOLUMES

NL/TARACORP SUPERFUND SITE

DATA
DECISION SAMPLE REMEDIATE UNPAVED SUPPORTED
UNIT DEPTH LEVEL*? CONCLUSION UNIT REMEDIAL
NO. (inches) (YN) AREA (YD?) VOLUME®
? (YD?)
0-3 YES - REMEDIATE
37 3-6 YES FROMO0 - 12 16,000 4.000
| 6-12 YES  INCHES
| ;
0-3 YES - REMEDIATE
38 3-6 YES FROMO0 -6 16.000 2.000
6-12 NO INCHES | .
0-3 NO REMEDIATE | | :
39 3-6 | YES FROMO0 -12 | 10,000" 2.000
6-12 YES INCHES . |
0-3 NO DO ‘ : ;
40 3-6 NO NOT : 13,000 < 1.000
L 6-12 NO REMEDIATE (200
| !
’ |
0-3 NO DO | |
41 3-6 NO NOT 21,000 < 1,000
6-12 NO REMEDIATE (20
. |
¢ 0-3 YES REMEDIATE
42 I 3-6 NO FROMO0 -3 | 19,000 1.000
6-12 NO INCHES ‘
* Remediation level, based on statistical analysis, only applies to properties
where access was not granted for sampling. Actual sampling data will be
used for individual property remediation where sampling was conducted.
du_stats'volume.wk3 PAGE 7 29-Mar-93



TABLE 19

ADJACENT RESIDENTIAL ARIEA
DECISION UNIT REMEDIATION SUMMARY
NI/TARACORP SUPERFUND SITE

DECISION[SAMPLE [NUMBER | NO.OF | CUMULATIVE REMEDIATE
UNIT | DEPTH OF SAMPLES BINOMIAL 8 LEVEL*? |CONCLUSION®
NO. | (inches) |SAMPLES |>= 500 ppm |PROBABILITY (P) | (%) | _ (Y/N)
0-3 45 16 0.96 0.1 YES REEMEDIATT
i 3-6 45 9 0.28 0.1 YLES I'ROMO o
6-12 45 4 0.0059 0.1 NQO INCHIS
0-3 95 36 099 0.1 YE:S REMEDIATY:
2 3-6 9§ ! 18 0.1 01 Yi:S FROMO o
6-12 95 4 6.8V - 06 0.t NO INCHI:S
0-3 91 35 099 0.1 YLS REMEDIATY:
3 3-6 91 28 .91 0.1 YL:S FROMO o
6-12 91 7 207E-05| 0.1 NO INCHES
0-3 38 20 0.99 0.1 YLS REMEDIATL
4 3—-6 38 9 0.51 0.1 YIS FROMO o
6-12 38 2 0.0016 0.1 NO INCHIES
*

Remediation level, based on statistical analysis, only applies to propertics
where access was not granted for sampling. Actual sampling data will be
used for individual propeny remediation where sampling was conducted.

L]
]

du stats\summitbl.wk 3 I’g\tili | 29 Mo




TABLL 19

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION SUMMARY

NL/TARACORP SUPLRFUND SITLE

»

Remediation level, based on statistical analysis, only applies to properties

where access was not granted for sampling. Actual sampling data will be
used for individual property remediation where sampling was conducted.

\du_stats\summtbl.wk3

PAGL: 3

(DECISION|SAMPIE [NUMBER | NO.OF | CUMUIATIVE | T REMEDIATE
UNIT | DEPTH OF SAMPLES BINOMIAL B 1LEVEL®?
NO. | (inches) |SAMPLES |>= 500 ppm |PROBABILITY (P) | (%) (Y/N)

0-3 25 13 099 0.1 YES
9 3-6 25 13 099 0.1 YUS
6—12 24 4 0.25 0.1 YES
0-3 24 8 088 025 YES
10 3-6 24 3 012 028 YES
6-12 24 0 0.001 .25 NO)
N B
0-3 24 15 0.99 (.25 YIS
1 3-6 24 7 077 025 YES
612 24 0 o001 028 NO
0-3 21 16 0.99 1.0 YLS
12 3-6 21 I 0.99 1.0 YIS
6-12 21 2 0.075 1.0 YES
e B S RN N - .

CONCLUSION?®

REMEDIATY
FROMO 12
INCHIES

REMEDIA'TYE:
FROMO o
INCHIES

REMEDIATT
FROMO o
INCHIES

REMEDIATE
FROMO -1
INCHILS

29 Mo




TABLE 19

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION SUMMARY
NIL/TARACORP SUPERFUND SITE

[DECISION]|SAMPIE |[NUMBER | NO.OF | CUMUIATIVE | REMEDIA'TE
UNIT DEPTH OF SAMPLLES BINOMIAL (] ILEVEL*? [CONCLUSION®
_NO. | (inches) [SAMPLES |>= 500 ppm |PROBABILITY (P) | (%) |  (Y/N)
0-3 2 0 .56 > 45 YE:S REMEDIATYL:
17 3-6 2 0 0.56 > 45 YLS FROMO 12
6—12 2 0 .56 > 45 YIS INCLHE:S
— ) B o
0-3 63 60 .99 0.1 Yi:S REMEDIAT
18 3—-6 62 44 0.99 0.1 YES FROMO 12
6-—12 61 21 0.96 0.1 YIS INCHES
0-3 27 23 0.99 0.1 YLES REMEDIATL
19 3-6 27 19 0.99 0.1 YES FROMO 12
6-—-12 27 12 0.99 0.1 YES INCHES
0-3 24 23 .99 0.25 YiS REMLEDIEIATY
20 3-6 24 20 .99 0.25 YIS FROMO 12
6-12 24 10 0.98 0.25 YLS INCHIES
*

Remediation level, based on statistical analysis, only applies to properties
where access was not granted for sampling.  Actual sampling data will be
used for individual propeny remediation where samphng was conducted.

( Ju_stats\summibl.wk3 ( abis 29 Ma o ud



TABLL 19

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION SUMMARY
NL/TARACORP SUPERFUND SITE

DECISION[SAMPLE |[NUMBER | NO.OF | CUMULATIVE REMEDIATE
UNIT | DEPTH OF SAMPLES BINOMIAL. 8 LEVEL®*?  |[CONCLUSION®
___NO.__ | (inches) |SAMPLES |>= 500 ppm |PROBABILITY (P) | (%) | (Y/N)
0-3 81 34 0.99 0.1 YIS REMEDIA T
25 3-6 81 20 0.53 0.1 YES FROMO o
6-12 80 9 0.0015 0.1 NO INCIHIES
0-3 66 44 1.0 0.1 YES REMEDIATE
26 3-6 66 32 0.99 0.1 YES FROMO ~ 12
6-12 66 18 0.72 0.1 YES INCHES
r - i Sk N et
0-3 18 11 0.99 5.0 YES REMEDIA NG
27 3-6 18 6 0.86 5.0 YES FROMO 12
6-12 18 4 0.52 5.0 YLS INCHIEES
R —
0-3 23 i 0.99 0.5 YES REMEDIAN:
28 3-6 23 7 0.8 0.5 YIS FROMO 12
6-12 23 4 .28 (.5 YIS INCHIES

Remediation level, based on statistical analysis, only applies to properties
where access was not granted for sampling. Actual sampling data will be
used for individual propenty remediation where sampling was conducted.

L}
L]

\du_stats\summtbl.wk3 PAGL 7 200 Ma 93




TABLE 19

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION SUMMARY
NIL/TARACORP SUPLERFUND SITE

* Remediation level, based on statistical analysis, only applies to properties
where access was not granted for sampling. Actual sampling data will be
used for individual propenty remediation where sampling was conducted.

\ Wlu_stats\summtbl.wk3

]
]

(.‘ili 9

[DECISION|SAMPLE [NUMBER | NO.OF | CUMUIATIVE | REMEDIATE
UNIT | DEPTH OF SAMPLES BINOMIAL 8 11VEL® ?
NO. (inches) |SAMPLES |>= 500 ppm |PROBABILITY (P) | (%) (Y/N)

0-3 14 9 0.99 20 YES

33 3-6 14 6 0.96 20 YES
6—12 14 3 0.52 20 YES

0-3 34 12 094} 0.1 YES

34 3-6 34 5 ol o1 YES
6—12 34 2 00042 0.1 NO

I A

0-3 26 14 099 01 YLS

35 3-6 26 12 099 0.1 YES
6-12 26 10 096 0.1 YES

0-3 36 3 0011 ol NO

36 3-6 36 2 00026 0.1 NO
6-12 36 4 0034] 0.1 NO

CONCILUSION®

REMEDIATTE:
FROMO 12
INCHES

REMEDIATT
FROMO o
INCHI:S

REMEDIAT:
FROMO 12
INCHIES

DO
NOT
REMEDIA'IT:

29 M.l(

’3



TABLE 19

ADJACENT RESIDENTIAL AREA
DECISION UNIT REMEDIATION SUMMARY
NL/TARACORP SUPERFUND SITE

[DECISION[SAMPLE [NUMBER | NO.OF | CUMUIATIVE REMEDIATE

UNIT DEPTH OF SAMPLES BINOMIAL. 8 ILEVEL*? |[CONCLUSION®

NO. | (inches) |SAMPLES [>= 500 ppm |PROBABILITY(P) | (%) |  (Y/N) |
0-3 35 1 5.40E-04 0.1 NO DO

4] 3-6 35 0 4.20E -05 0.1 NO NOT
6-12 35 0 4.20E-05 0.1 NO REMEDIAT:
0-3 42 13 0.86 0.1 YES REMEDIATY

42 3-6 42 5 0.031 0.1 NO FROMO 3
6-12 42 3 0.003 0.1 NO INCII:S
0-3 29 5 0.23 0.1 YES REMEDIATY

43 3-6 29 6 0.39 0.1 YES FROMO o
6—12 29 2 0.013 0.1 NO INCHES
0-3 18 ] 0.039 5.0 NO O

44 3-6 18 1 0.039 5.0 NO NOT
6—12 18 0 0.0056 5.0 NO REMEDIATE:

* Remediation level, based on statistical analysis, only applies to propertices

where access was not granted for sampling. Actual sampling data will be
used for indvidual property remediation where sampling was conducted.

L
’

\du_stats\summitbl.wk3 PAGL: 1) 29 N 94




TABLE 20

REMOTE FILL AREAS SOIL SAMPLING SUMMARY
NL/TARACORP SUPLERFUND SITE

__QUALITY CONTROI.

\

\dul'd\\iv.ull _tcm wkl

vl

TOTAL.
LOCATION HBORING | PARAMETER FIELD FIHID MS/MSD O

) NUMBHR SAMPLUS| DUPLICATHS SAMPLHS v SAMPIHS
BAGLE PARK ACRES T
108 CARVER 1TOTAL LEAD 1 0 i}
ITCLPLEAD 1 0 0
2[TOTAL LEAD 2 0 0
ITCLP LEAD 0 0 0
111 CARVER JITOTAL LEAD ] 0 0
I'CLP LEAD 0 0 0
2[TOTAL LEAD 1 0 0
IT'CLP LEAD 0 0 0
202 AHARRISON 1HFOTAL LEAD 4 0 o
TCLP LEAD 2 0 0
2[TOTAL LEAD 2 0 0
ITCLP LEAD 2 0 0
3ITOTAL LEAD 4 1 |
TCLP LEAD 1 1 1
4TOTAL. L.LEAD 2 1] 1]
I'CLP LEAD 0 0 0
203 HARRISON L{TOTAL LEAD 2 0 0
rCiLP LEAD 0 0 0
2{TOTAL LEBAD 2 0 0
ICLPILEAD 0 0 0
3[TOTAL LEAD 3 1 1
I'CLP LEAD 2 1} 0
4TOTAL LEAD 4 0 0
I'CLP LEAD 1 0 0
205 HARRISON 1HITOTAL LEAD 2 1} 1}
YCLPLEAD 0 0 0
2[TOTAL LEAD 3 1 1
ICLP LEAD 0 0 0
IFOTAL 1 EAD 3 [] tr
I'CLP LEAD 2 4 |

TOTAL
woee
SAMPLUS

0

- - -

(250N SR S O AR

-
-

OQUALILY ASSUHRANCHE

e n
DUPLICATEHS

TOTAIL
OA
SAMPEL 1S




LOCATION

OTHER REMOTE FILL AREAS

2230 CLEVELAND

3108 COLGATE

1628 DELMAR

MISSOURI AVE

\data\remt_cnl wk3

BORING
NUMBHR

TABLE 20

REMOTE FILL AREAS SOI. SAMPLING SUMMARY
NL/TARACORP SUPERFUND SITE

3

4

A

(™)

-3

b

10

1

wh

TOTAL LEAD
I'CLP LEAD
T'OTAL LEAD
FCLP LEAD
TOTAL LEAD
I'CLP LEAD

TOTAL LEAD
TCLP LEAD
TOTAL LEAD
TCLP LEAD

T'OTAL LEAD
I'CLP LEAD
ITOTAL LEAD
I'CLP LEAD
rOTAL LEAD
ICLP LEAD

TOTAL L.LBAD
ICLP LEAD
ITOTAL LEAD
rCLr LEAD
TOTAL LBAD
reretean
TOTAL LEAD
FCLP LEAD
NOTAL LEAD
1'CrPLEAD
IOvAaL LEAD
I'CLP LEAD
TOTAL LEAD

FCLP LEAD

PARAMUTER

FINLD
SAMPLUS

0
|
0
!
0
1

S W=~

S ~Q -2

c-~c—-—c =0

FiYLn
_DUPLICATHS SAMPLUS

PAGE )

MS5/M S

[ — [ — [~ R —

[ ——

0

QUALITY CONTROL.

CTOTAL
0
SAMPLUS

]
1
]
(1}

TOTAL
wWC
SAMPLUS

0
2
0
1
v
|

C - o= b

OQUAILTITY ASSURANCE

it
DUPLICATHS

0
()
0

!
})
(1]

]
0
(1]

TOTAL
DA

SAMPL S |

0
0

1
()
(]

0
(1]

()
0

S0 Mo

0,

I
i

NA




LOCATION

BORING
NUMBER

TABLLE 20

REMOTE FILL AREAS SOIL SAMPLING SUMMARY
NL/TARACORP SUPERFUND SITE

PARAMETER

Venice Alieys (Cont.)
HAMPTON & ABHOTT
WEST OF 2ND

GRANVILLE & WEBER
2ND -3RD

GRANVILLE & WEBER
WEST OF 2ND

ORIOLE & KLHIN

SLOUGH ROAD

\dut& wnt_co wkl

NORTH OF BROWN ST

WA

10

I'OTAL LEAD
TCLP LEAD
TOTAL LEAD
TCLP LEAD
TOTAL LEAD
[TCLP LEAD

TOTAL LEAD
TCLP LEAD
TOTAL LEAD
TCLP LEAD

TOTAL LEAD
[TCLP LEAD
TOTAL LEAD
TCLP LEAD

FOTAL LEAD
ITCLP LEAD
TOTAL LEAD
TCLP LEAD
TOTAL LEAD
TCLP LEAD
TOTAL LEAD
[TCLP LEAD

TOTAL. LEAD
FCLP LEAD

FOTAL 1LEAD

e JQUALITY CONTROL

<. AGES

T Torar
FINLD FIRLD MS/MSD QcC
| SAMPLES| DUPLICATHS SAMPLES | SAMPLHS
1] 0 1)
1 0 0
0 0 0
0 0 0
0 0 0
0 0 0
0 0 )
1 0 0
0 0 0
1 1 1
0 0 0
0 i} )
0 0 0
1 0 0
0 0 0
0 0 0
0 1] 0
1 0 0
0 }] 0
0 0 0
0 [}] 1]
| 0 0
({] 0 {
0 0 0
0 [,} 8]

TOTAL
woee
SAMPLES

0

(1]
0
0

QUALITY ASSURANCH

TOTAL
Fnan OA
DUPLICATEHS|SAMPIHS
[} ()
0 0
0 1]
V] 1]
0 1]
0 0
0 (1]
[} 0
0 0
(1] 0
0 (1]
0 Y
0 0
(1] ()]
0 0
0 0
(1] 0
0 0
0 1]
0 [}]
0 0
] [
(1] 1)
0 [
L] (1]

|
|
|

|
]




TABLE 21

REMOTE FILL AREAS REMEDIAL VOLUME ESTIMATE:
NL/TARACORP SUPERFUND SITE

HAZARDOUS  ESTIMATED ESTIMATED
LOCATION TCLP Lead NON-HAZARDOUS HAZARDOUS
> 5 MG/L VOLUME VOLUME
(Y/N) (YD3) (YD3)
2230 CLEVELAND ~ YES | 0 51
3108 COLGATE i YES 0 6
1628 DELMAR . NO 7l 0
EAGLE PARK ACRES
108 CARVER | NO 56 0
111 CARVER NO | 0l 0
202A HARRISON YES/NO 30| 310
203/205 HARRISON NO 1,275 | 0
i
100/201 HILL NO/YES 25 60
128 ROOSEVELT NO | 420 0
203/205 TERRY YES 0 440 |
208 TERRY NO 510 0
EAGLE PARK ACRES TOTAL 2.316 | 810
(YD3) -

\data\rmt_vol.wk3 PAGE 1 29-Mar-93



TABLE 22
VENICE ALLEYS DATA SUMMARY
NL/TARACORP SUPERFUND SITE

NL/TARACORP 89MCI114V

ANALYTICAL REPORT

( «Jata\ve_data wk3

GENERATED: Sep 09, 1992

SAMPLEID |[PARAMETER| SAMPLE |ANALYSIS |'RESULT |QUALIFIER| UNITS | REPORIING
COLLECTION DATE (ppm) DEILCIHION
AAAAAAAA DATE LIMIT
SVE0002100J00T [TCLP Lead 12/02/1991 01/07/1992 <0.65 MG/L 0.65
SVE0004100J00T [TCLP Lead 12/02/1991 01/07/1992 6.8 MG/L 065
SVE0005100L00T (TCLP Lead 12/02/1991 01/07/1992 7.52 MG/L 0.65
SVE0008100L00T [TCLP Lead 12/03/1991 01/07/1992 <0.65 MG/L 0.65
SVE0009100J00T [TCLP Lead 12/03/1991 01/07/1992 1.53 MG/L 0.65
SVE0009100J0TD [TCLP Lead 12/03/1991 01/07/1992 0.92 MG/L 0.65
SVE0011100J00T [TCLP Lead  [12/03/1991 01/07/1992 5.64 MG/L 0.65
SVE0013100J00T [TCLP Lead 12/03/1991 01/07/1992 <0.65 MG/L 0.65
SVE0015100K00T [TCLP Lead 12/03/1991 01/07/1992 <0.65 MG/L 0.65
SVEQ017100J00T [TCLP Lead 12/03/1991 01/07/1992 934 MG/L 0.65
SVE0020100J00T [TCLP Lead 12/04/1991 01/07/1992 2.59 MG/L 0.65
L 1 I U 1

29 l&iu 94



NE/TARACORP 89MCI 14V

SHA0203200D00L
SHA020320ACO0L

SHA02033000001,
SHA020330000LD
SHA0203300D0007
SHA0203200E00L
SHA0203300E00T
SHA0203300F00L

SHA0203400D00L
SHA0203400000T
SHAD203400E 00L
SHAD203400F 00L
SHAD20340ACOO0L

SHAD2051 00000L
SHA02061 00EQOL

SHA0205200000L
SHA0206200D0LD
SHAD208200E00L
SHAQ206200F 00L.

SHA0206300000L
SHAD208300000T
SHA020630000TD
SHAD205300E0L
SHAD205300E0T
SHA0205630ACO0L

5H101001 COCOOL

\data\egl_pk wk3

T SAMPLE ID

[SHAGZ031 0ACOOL |

PARAMETER
FolalLead

[Total Lead
Total Lead

olglLead
otaiLead
CLP Lead
olal Lead
CLP Lead
TotalLead

Tolal Lead
CLP Lead
otal Lead
[rotal Lead
TotalLead

h’aal Lead
TotalLead

TotaiLead
TotalLead
Total Lead
Total Lead

TotalLead
TCLP Lead
[TCLP Lead
Totall.ead
TCLP Lead
[TotalLead

TotalLead

TABLE 23

EAGLE PARK ACRIS DATA SUMMARY
NIL./TARACORP SUPERFUND SITE

ANALYICAL REPORT

GENERATED: Sep 02, 1992

> | RESULT

101 U
848

1540
1200
0.54

507
0.31
959

1800
< 0,20
148
178
186

TCTT € & ¢C

1030
22

[ Sy 2y

529
832
218
20.4

[ A o S

782
022
0232
500 |
<019
45

1s80}s

Y] VR

PAGL: 2

QUALIFIER| UNITS | REPORTING

DETECTION

B

N -

oM ON W

©Co-N-

L LI

PARAMETER

Islue Contert

isture Content

Isture Content
sture Condent
Isture Content
Isture Conterd
oistute Content
suwne Conternt

istune Content

Isture Conlert
istuie Conlert

aistuie Content
sture Content
isture Contert
sistuie Contert

Istuie Contert

aisture Content
sisture Conlurd

Molsiute Cunturd

IANAL YSIS
DAL

I07/09/1992

07/09/1992
107/09/1992

107/09/1992
07/09/1992

107/09/1992
107/09/1992
107/09/1992
0/7/09/1992
107/089/1992

107/09/1992

107/09/1992
107/09/1992

07/09/1992
07/09/1992
107/09/1992
107/09/1992

07/09/1992

0//09/1992

V7/09/1992

7108/ 892

RESULT

209

23
221

247
23/

298

Jos

KIVN]
306
AR

248
302
144
2103
28 4
259

191

J94

UNITS

[WWET W

awWET W
BWET W

UWWET W
MWL | W

MOWET W

Wt 1T W

LWE T V\7

Wi | W
FOWET
KWE 1

KWE T W
PHWET W

oWE | W
[XWE |

PWED m
HWE T W
{

w1 Vv]

HoWLE 1 w‘

22 2wl W1

16 4 [RWET W

U Man

91




NL/TARACORP 89MCL14V

- ANALYTICAL REPORT

| TABLE 23
EAGLE PARK ACRES DATA SUMMARY
NL/TARACORP SUPERFUND SITE

GENERATED: Sep 02, 1992

SAMPLE ID |PARAMETER| SAMPLE |ANALYSIS [ RESULT JQUALIFIER] UNITS |REPORTING
DATE DETECTION
STE020320ABOOT |TCLP Lead 523 A 0.2
STEO203300C00L (TotalLead 07/20/1992 126U
STE0203300000.  [TotalLead o7/29/1982 A5y
STEO20330ABOCL [TatalLead 07/29/1 992 5430
STE020330ABOLD [TotalLead lor/ash esc 9140
STE020330AB05/20ATCLP Lead 322
STE0203400C00L [TatalLead 07/29/1 992 N n
STE0203400D00. [TotaiLead 07/29/1992 598
STEOQ0340ABOOL olalLead 107/291 982 37500 r
STEO20340AB0OOT [TCLP Lead 101
STE0208100C00L [Towtlead pr/28/1992 521
STE020810ABOOL [TotalLead 07/29/1992 2170
STECQ0810ABOOT [TCLP Lead 1.79
STE0Q08200C00L [TalaiLead 07/20M1 982 889y
STE020020ABOCL [TotallLead 07/29/1 992 a7
STEO0Q0620ABOOT [TCLP Lead 0.88
STE0208300CO0L [TowlLead 7/29/1992 194
STEC20030ABOML  [TotalLead 7/29/1 992 0.7
STE0208400C00L {TotalLead 7/29/1992 2100 [y
STEO0Q0040ABON. [Totallead 129N 992 2ol
STEOR0840ABOOT [TCLP Lead 0.51
STE0208600CO0L  [TolalLead 7/291 992 4070} KG |[27.3
STEQ20850AB00L.  {Totall.ead 7/29/1992 1180 [J G/KG 8.3
STEO20860AB00T [TCLP Lead 053 AL 0.2

\dalﬂ%«.,._pk whk3

stuee Contert
ture Contert

oisture Content
stwe Content

Istue Contert

stue Canlent

Mslure Conlert
aisture Content

ANAL Y515
DAIE

I07/08/1992
107/08/1992
107/08/1992
107/06/1992

07/08/1992
07/08N 992
l07/06/1992

07/09/1992
07/08/1992

07/09/1992
07/09/1992

07/09/1992
107/09/1992
07/09/1992

107/09/1992

07/09/1992
D7/09/1992

RESULY

21
235
129
133

234
252
75

213
219

217
235

194
26 4
2006

29

169
243

UNITS

WET W
MEWET W
mwa W

WET W

SOWET W
WET W
NWET W

MoWET W
PeWE | W

[WWET W
‘BWET W

PeWL: T W
HWE T W
Lx.wer W

INWET W

'\, WE 1 W
FAWE T W

( Mar U4



TABLE 25

SAND ROAD DATA SUMMARY
NL/TARACORP SUPERFUND SITE

NL/TARACORP 89MANALYTICAL REPORT

GENERATED: Scp 09, 1992

SAMPLE ID PARAMETER|[ SAMPLE [ANALYSIS | RESULT [QUALIFIER

COLLECTION DATE (ppm)
DATE |
SOR0022100C00L [Total Lead 05/20/1992 07/29/1992 318 J
SOR002210AB0OOL [Total Lead 06/20/1992 07/29/1992 1030 J
SOR0023100C00L {Total Lead 05/20/1992 07/29/1992 98 U
SOR002310ABOOL (Total Lead 05/20/1992 07/29/1992 712 J
SOR0024100C0O0L [Total Lead 05/20/1992  [07/29/1992 3490 J
SOR0024100D00L [Total Lead 05/20/1992  07/29/1992 141 J
SOR002410ABO0L (Total Lead 05/20/1992 07/29/1992 7130 J
SOR002410ABOLD [Total Lead 06/20/1992 07/29/1992 4200 J
\data\sand_sum.wk3 PAGE 1

“UNITS
G/KG
G/KG

MG/KG
MG/KG

MG/KG
MG/KG
MG/KG
MG/KG

REPORTING
DETECTION
LIMIT
6.0
5.8

6.6
6.5

321
6.8

131.3
9.6

29 Mw 93



TABLE 27

2230 CLEVELANDAVENUE DATA SUMMARY
NL/TARACORPSUPERFUNDSITE

NL/TARACORP 89MC 114V ANALYTICAL REPORT o ‘

SAMPLE ID PARAMETER | SAMPLE [ANALYSIS | RESULY [QUALIFIER| UNITS [REPORTING | PARAMETER |ANALYSIS |RESULT | UNITS
COLLECTION| DATE DETECTION DAl E
DATE o umer

SCL2230100A00L otal Lead 04/22/1992 /03/1992 525 G/KG 8 oisture Content  06/10/1992 19 4 PWE | W]
SCL2230100800L. [Total Lead D4/2211992 1092 422 G/KG 2 oisture Content  06/10/1992 19 4 WET W
SCL2230100C00L  [Total Lead D4/22/1992 /03/1992 148 G/KG 9 oistute Content  06/10/1992 18 6 PoWE 1 W
S§CL2230200A00L. [Totallead j04/22/1 992 /03/1 902 1020 KG 2 olslime Contenl  j06/10/1992 20 9 NWET W
SCL22302008001. [Total Lead 04/22/1992 902 613 G/KG 1 olsture Content  06/10/1992 19 1 [%WET W
8CL2230200C00L [Total Lead 04/22/1 992 /03/1 992 433 KG 6.0 olslure Content  106/10/1992 18 7 [%wWET W
SORO0001 100A00T [TCLP Lead 04/22/1 992 /161992 10.3 J o 18 I
SORO001100A0TD [TCLP Lead /22/1992 15/1992 1.2 J VL 18 .
SOR0002100A00T [TCLP Lead 1221992 151992 128 4 GIL 18 '
SOR0003100A00T [TCLP Lead /22/1992 16/1982 156 J an 18 1
|

\data\t12230 wk3 rAGE 1 ( S99 Mar Y)



TABLE?2Y

1628 DELMARAVENUE DATA SUMMARY
NL/TARACORPSUPERFUNDSITE

NITARACORP 89MC114V ANALYTICAL REPORT GENERATED: Scp 10, 1992
SAMPLE ID [PARAMETER| SAMPLE [ANALYSIS | RESULT JQUALIFIER| UNITS |REPORTING | PARAMETER |ANAI YSIS |[RESULT | UNITS
COLLECTION | DATE DEVECTION DATE
i DATE LT S
SDE1620100A00L [TolalLead 1992 o992 1620 G 9 wie Condet  [03/06/1992 18 4 [ %NWET
SDE1626100A0LD [TotalLead 03/03/1992 a9eR 1730 G |60 e Conent  J03/06/1992 18 [WET
SDE16281008B00L [TotallL ead 03/03/1992 3/16/1992 722 GKG N oistute Contant  0305/1992 17 oWt |
SDE1628100801.0 [TotalLead D3/03/1992 8/1992 680 GXG 8 oisture Conient  0305/1992 17 5PeWE |
SDE1628100C00L [Total Lead 03/03/1992 /18/1992 278 GKG 7 olsture Content  103/05/1992 16 5 PoWE |
SDE1626100CALD [TotalLead 03/03/1992 /1992 280 aQ N1 istue Conteid  j03/06/1992 16 / [MWEY M
|
SDE1626200A0d. [TotalLead 03/03/1982 a/1982 1250 Q 62 oistike Cardert  103/06/1992 22 7 IWET
SDE1626200800L. ([TotalLead I03/03/1992 /1 8/1992 833 G .3 otstine Coimternt  [03/06/1992 22 4 IXRWET
SDE1628200C00L. ([Total Lead P303/1982 18/1982 107 GXKG 4 oigtwie Conent  03/05/1992 22 5 PWET
{
SOR0025300A00T {TCLP Lead - [PS/13/1982 01/1992 047 GA. 02 f
SORO02B400A00T [TCLP Lead 08N /1992 01/1992 0.1 GA. .02 |

\dala\de1628 wk3 PAGE 1 P9 Mar 9



Table 30
Metals Results of First Groundwater Sampling Event

NL/Taracorp Superfund Site

QUALITY | QUALITY QUALITY | QUALITY
| _CONTROL | S | CONTROL | CONTHOL |CONIROI
FIELD 1 | FIELD RINSATE | HINSATE
DUPLICATE , _ DUPLICATE BLANKS BLANKS
Parameter Unit MW-108D{ MW-109 MW-109--92f MW-110 MW -111-92MW - 111 - 92 MW 112 | MW 114
Mercury MG/L <0.0002 <0.0002 <0.0002 <0.0002 <0.0002 <0.0002 <0.0002 0.00(3
Siver MG/L <0.0004 <0.0004 <0.0004 <0.0004 <0.0004 <0.0004 <0.0004 <0 0004
Arsenic MG/L <0.003 <0.003 <0.003 <0.003 0.0046 0.004 000X <0003
Cadmium MG/L 9 0.0028 0.0018 0.0013 <0.0003 0.0004 <0.0003 <0 0003
Chromium MG/L 0.006 <0.002 -0.003 <0.002 <0.002 <0.002 <0.002 <0.002
Lead MG/L 0.026 0.0046 0.018 0.0042 0.003 0.0094 <0.002 <0002
Anfimony MG/L <0.002 <0.002 <0.002 0.002 <0.002 <0.002 <0.002 <0002
Selenium MG/L <0.003 <0.003 <0.003 <0.003 <0.003 <0.003 <0.003 < 0.003
Thallium Ma/L 0.048 <0.002 <0.002 <0.002 <0.002 <0.002 <0.002 < 0.002 {
Beryllum MG/L 0.0007 | <0.0006 <0.0006 <0.0006 <0.0006 <0.0006 <0.0006 <0.0006 |
Copper MG/L <0.014 <0.014 <0.014 <0.014 <0.014 <0.014 <0014 <0014
Nicke! MG/L 0.47 <0.023 <0.023 <0.023 <0.023 <0.023 <0.023 <0.023
Zinc MG/L 28 0.057 0.081 0.043 10.043 0.059 <002 <0.02

tablius\metals wk3
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